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Preface
This manual, as well as the software described in it, is provided 
under licence and may only be used or copied in accordance with 
the terms of that licence. The information in this manual is subject 
to change, without notice, and should not be construed as a 
commitment by HighWater Designs Limited. HighWater Designs 
Limited assumes no responsibility or liability for any errors or 
inaccuracies that appear in this manual. 

All rights reserved. No part of this manual may be reproduced or 
transmitted in any form, or by any means, without the prior 
written permission of HighWater Designs Limited.

Version 1.0 January 2006 (for software version 1.0.0)
Version 1.0 Draft 2 December 2005 (for software version 1.0.0)
Version 1.0 Draft 1 October 2005 (for software version 1.0.0)

Torrent and Q2 are registered trademarks of HighWater Designs 
Limited.

Cobra is a trademark of HighWater Designs Limited.

Windows XP, Windows 2003, Windows 2000, Windows NT, 
Windows 95 and Windows 98 are registered trademarks of 
Microsoft Corporation.

QuarkXPress is a registered trademark of Quark Incorporated.

All other brand or product names are trademarks or registered 
trademarks of their respective companies or organisations.

HighWater’s contact information

HighWater Designs Limited
1-6 St. George’s Business Park
Alstone Lane
Cheltenham
Gloucestershire
UK
GL51 8HF

Telephone: +44 (0) 1242 542100
Fax: +44 (0) 1242 251600
Email: sales@highwater.co.uk
Web: www.highwater.co.uk

HighWater’s support department

Telephone: +44 (0) 1242 542102
Email: support@highwater.co.uk
Web: www.4hws.co.uk
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1.
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Not
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1.1
Ac
If yo
arou

‘Bookmarks’ window to navigate to the 
n of this manual. If the bookmarks are not 
okmarks tab (see below) to display them:

 to the relevant chapter. Click on a  link 
s within a chapter.

 guide in Acrobat Reader you can use ‘hot 
o the section you want (when you place the 
ot link it turns into a hand icon). There are 

age: click on the entry to take you to the 

 you will find these throughout the manual, 
er to section 5.3 on page 19 for 
 on the section reference to take you to the 

e: click on the page number for the index 
 to the relevant page.
g this guide

 Using this guide
 chapter includes the following sections:

1.1, Navigating around this guide in Acrobat Reader (p6).

1.2, Warnings and notes (p7).

1.3, Printing this guide (p7).

e: The instructions in this chapter refer to Acrobat Reader 
.

 Navigating around this guide in 
robat Reader
u are viewing this guide using Acrobat Reader you can move 
nd the guide using Acrobat’s navigation buttons:

Bookmarks
You can use Acrobat’s 
required chapter/sectio
visible, click on the Bo

Click on a link to move
to view the sub-section

Using hot links
If you are viewing this
links’ to move quickly t
mouse cursor over a h
three types of hot link:

• On the Contents p
relevant section.

• Cross references:
for example, “Ref
instructions”. Click
relevant page.

• On the Index pag
entry to take you

Go to the first page of the guide

Go back one page

Go forward one page

Go to the last page of the guide

Go back to previous view

Go forward to next view

Fit whole page in window

Bookmarks tab
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1.2

War
The
from
dam
instr

Not
The 
Cob

is guide

r select Print… from the File menu to 
imilar to the following:

d printer from the Name pull-down menu.

erties button and select the Landscape 
 Layout tab.

Portrait orientation if you are printing the 

urn to the ‘Print’ dialog.

ons, as required, then click on OK to print 
 specified pages).
g this guide

 Warnings and notes

nings
 warnings in this manual are mainly intended to protect you 
 injury and the Cobra platesetter and your plates from 
age. Please read all warnings carefully and follow any 
uctions. Warnings are shown like this:

WARNING: When working with the Cobra system you 
must protect yourself from injury and protect the Cobra 
platesetter from damage.

es
notes in this manual give additional information on using the 
ra system. They are shown like this:

Note: For most of the above operations, you can select more 
than one file at a time using the Shift and/or Ctrl keys on the 
keyboard.

1.3 Printing th
To print this guide:

1. In Acrobat Reade
display a dialog s

2. Select the require

3. Click on the Prop
orientation on the

Note: Select the 
manual 2-up.

4. Click on OK to ret

5. Set the other opti
this guide (or the
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2. Before you begin
This chapter includes the following sections:

• 2.1, Version information (p8).

• 2.2, Basic requirements for using the Cobra system (p8).

• 2.3, Other manuals supplied with the Cobra system (p8).

2.1 Version information
The information in this manual refers to the following 
software versions:

• Cobra Console v1.0.0.

• Torrent RIP v7.0.

• Queue Configuration v4.2.

• Cobra Layout Tool v1.0.0.

• Cobra Test Tool v1.0.0.

Note: Throughout this manual, vx.x or vx.x.x indicates the 
software version number (usually the latest).

2.2 Basic requirements for using the Cobra 
system
Before you start working through this manual, please make sure 
that:

• You have carefully read the safety notices and information in 
chapter 3. This covers how to work safely with the Cobra 
system and how to stop the Cobra platesetter in an 
emergency.

• You are familiar with Windows XP Professional and the 
platform(s) that you will be printing to Torrent from (for 
example, Macintosh OSX).

• You know how to print a job from a page make-up application, 
such as QuarkXPress.

• You have a basic knowledge of how the Torrent RIP works and 
how to use it (refer to chapter 6 for details on using the 
Torrent RIP).

Note: This guide assumes you will be using AppleTalk to print 
jobs from your page make-up workstation to the Torrent RIP. 
Refer to the Torrent User’s Guide for details about other 
methods of printing jobs to Torrent.

2.3 Other manuals supplied with the Cobra 
system
The following manuals may also be supplied with the Cobra 
system:

Torrent User’s Guide (optional)
The Torrent User’s Guide gives full details on setting up and 
using the RIP. If you bought the Torrent RIP as part of the Cobra 
package, then the Torrent User’s Guide is available:

• As a hard copy supplied with the Cobra system.

• In PDF format on the machine that Torrent is running on. To 
view the guide, select Start > Programs > HighWater 
Designs > Torrent vx.x > Torrent User Guide vx.x.

InkMonitor User’s Manual (optional)
InkMonitor is an optional software application that generates ink 
duct settings and/or ink duct control files suitable for automatic ink 
duct control on many different presses. This manual gives basic 
instructions for using InkMonitor. However, you should also refer to 
the separate InkMonitor User’s Manual for full details on using 
the software. You can find this manual in PDF format on Pre-Press 
Solutions CD 1.
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3.1

WA
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as c

This
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Cob
carr
DEV

CAU
per
her

WA
use
Ser
per

tinuous
 60 mW

 labels on all Cobra machines. Please ensure 
necessary safety precautions.

fely

t work safely in order to protect 
 and the Cobra platesetter from 
w the instructions in this section 

g conditions it is not possible for you to 
 the laser beam when Cobra’s cover is open. 
, must ensure that:
o the Cobra room display the BSI-approved 

re working on the laser, no-one enters the 
 are wearing safety goggles that meet 
ds.
 training on safety procedures, as well as 
w to operate Cobra.
t in a condition where the operator can be 
ser beam.
lth and safety

 Health and safety
 chapter contains important information about the 
ra system with regard to your health and safety. Please 
 this chapter carefully.

 chapter contains the following sections:

3.1, Safety notices (p9).

3.2, Working safely (p9).

3.3, Stopping the Cobra platesetter in an emergency (p10).

 Safety notices

RNING: This equipment must be earthed. Cobra requires 
ngle power outlet, accessible AT ALL TIMES and located 
lose as possible to the Cobra system.

 equipment complies with BS EN 60825-1:1994 +A1 and A2, 
 with 21 CFR 1040.10 and 1040.11.

ra is a CLASS 1 EMBEDDED LASER product. Once the laser 
iage cover is removed, Cobra becomes a CLASS 3B LASER 
ICE and appropriate safety precautions must be taken.

TION: The use of controls or adjustments or 
formance of procedures other than those specified 
ein may result in hazardous laser exposure.

RNING: When the laser cover is removed, the laser beam 
d in the Cobra platesetter is harmful to the eyes. 
vicing should be carried out by HighWater qualified 
sonnel only.

Laser properties
Wavelength: 405 nm
Emission duration: con
Laser output: maximum

Labels
There are a number of
that you follow all the 

3.2 Working sa

WARNING: You mus
yourself from injury
damage. Please follo
carefully.

Under normal operatin
come into contact with
However, you, the user

• All access doors t
warning symbol:

• When engineers a
room unless they
approved standar

• You have received
instructions on ho

• Cobra is never lef
exposed to the la
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Pro
•
•

Pro
•

Pro
•

•

•

•

Pro
•

Cobra’s drum for dust and other particles, 
our plates, and remove these as described 
 page 98.

em from data loss or corruption
nished using Cobra you must always shut 
properly to avoid data loss or corruption. 
ge 19 shows you how to shut down the 

e Cobra platesetter in an 

 Cobra platesetter immediately because of 
age to a person or the Cobra platesetter, 
wing:

latesetter’s cover. This will immediately stop 
aser.
s in its imaging cycle when the cover was 
ection 9.6 on page 48 for details of how the 
 respond and how to restore the system to 

atesetter off using the switch on the side of 

stem from the power source by removing 
m the wall socket.

ching off Cobra using the power switch 
 mains plug without shutting the 
operly first is NOT recommended and 
sed in an emergency.
lth and safety

tecting yourself from injury
Make sure that nothing gets trapped in Cobra’s cover.
The edges of a plate are sharp so take great care when 
handling plates and, in particular, keep the edges of the plate 
away from your face.

tecting the Cobra drum from damage
To avoid damage, do not put any object, other than a plate, 
into Cobra’s drum.

tecting the plate from being fogged by light
In the brightroom, use the appropriate safety light (as 
recommended by the plate manufacturer) to prevent fogging 
of your plates.
While the brightroom is in use you need to prevent its door 
being opened. To do this, you could:

• Use an external light on the brightroom to show when it 
is in use.

• Put a message on the door to indicate that the 
brightroom is in use.

WARNING: For safety reasons, we recommend that you 
DO NOT lock the brightroom door.

If your monitor does not have a yellow filter you can use the 
Blackscreen utility to darken the monitor when there is a 
danger that your plates could be exposed to its light. Refer to 
section 5.5 on page 20 for details about using Blackscreen.
After output, protect the plate from unsafe light sources until 
it is processed.

tecting the plate from contamination
When you load or unload a plate, avoid touching the part of it 
that will be exposed. You can wear special lint-free gloves to 
avoid getting fingerprints on the plate.

• Regularly inspect 
which may spoil y
in section 16.1 on

Protecting your syst
• When you have fi

down the system 
Section 5.3 on pa
Cobra system.

3.3 Stopping th
emergency
If you need to stop the
potential injury or dam
then do any of the follo

• Open the Cobra p
the carriage and l
Note: If Cobra wa
opened, refer to s
Cobra system will
normal operation.

• Turn the Cobra pl
the machine.

• Disconnect the sy
the mains plug fro

WARNING: Swit
or removing the
system down pr
should only be u
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This
inclu

•

•

•

•

•

•

4.1
High
wide
qua
repe
syst
mai

The 

•

•

The 

platesetter
images your plates. It has two main parts: 
age, as described below.

 load the plate. On or near to the drum you 

 — this is double sided and gives a choice of 
ng registrations:

er’ press notch registration.

er’ press notch registration.

gistration.

ecific registration.

 contacts — these are located in the 
elp you to position the plate correctly on the 

 LEDs and load button, for example:

EDs help you to position the plate correctly. 
button to prepare the drum for plate load 
 vacuum from the plate.

LED

 button

Load button Registration LED

ster bar
oduction to the Cobra system

 Introduction to the Cobra 
system

 chapter gives an overview of the whole Cobra system. It 
des the following sections:

4.1, The Cobra system (p11).

4.2, The Cobra platesetter (p11).

4.3, The Cobra platesetter in operation (p12).

4.4, The Cobra workstation (p12).

4.5, Plate information (p13).

4.6, Plate handling (p15).

 The Cobra system
Water’s Cobra platemaker is designed to meet the needs of a 
 range of the pre-press and printing industry. It produces high 

lity, aluminium plates, which have the cleanness, accuracy and 
atability only achievable with digital imaging. The Cobra 
em has a modular design making it easy to install, set up and 
ntain.

Cobra system’s two main components are:

The Cobra platesetter, which images the plates.

The Cobra workstation, which runs all the software 
required to process your jobs and output them to the Cobra 
platesetter.

next three sections describe the Cobra system in more detail.

4.2 The Cobra 
The Cobra platesetter 
the drum and the carri

The drum
The drum is where you
will find the following:

• The register bar
two of the followi

• 220mm ‘Bach

• 425mm ‘Bach

• 3-pin edge re

• Customer-sp

• The registration
register bar and h
drum.

• The Registration

The registration L
You use the load 
and to release the

3-pin edge regi



12

4. Intr Cobra User Guide

•

•

The
The

•

•

4.3
Ima
step

1.

2.

3.

4.

5.

4.4
The 
supp
outp

indows XP Professional and the following 
plications:

le gives you full control of job output to the 
, allowing you to view current, pending, 
rored jobs, delete and re-queue jobs, as 
 various Cobra software applications.
nd 8 for more information about using the 

nt RIP (based on the Harlequin RIP) accepts 
ipt/PDF files from the network and 
nto bitmap TIFF files suitable for output to 
tter.
1 and 12, and the Torrent User’s Guide 
tion about using the Torrent RIP.

chased a two-computer Cobra system then 
uns on the second computer, which can be 
ere on the network.

ation
uration application lets you create the 
eues for outputting TIFF files from the 

e Cobra platesetter.
ppendix A and Appendix B for more 

t creating queues using the Queue 
lication.

ool
t Tool lets you create layout (ICF) files for 
a Console. Layout files contain the plate and 
mation that the Cobra Console needs when 
obs to the Cobra platesetter (and also 
oduction to the Cobra system

The vacuum channels — these apply a vacuum across the 
drum to hold the plate securely in place during imaging.

Note: The vacuum unit itself is positioned on the floor under 
the Cobra platesetter.

The lead screw, also called the ball screw — the carriage 
(see below) moves along this as the plate is imaged.

 carriage
 carriage sits above and to the left of the drum and contains:

The laser — this images the plate. 

The spinner — this directs the laser around the drum.

 The Cobra platesetter in operation
ging a plate on the Cobra platesetter involves the following 
s:

You set up a job for output using the Cobra Console software.

You load a plate into Cobra’s drum. When the plate is in the 
correct position the vacuum is automatically applied to hold 
the plate in place.

Close Cobra’s cover.

The carriage moves across the drum and the laser images the 
job onto the plate.

Once the job is imaged, the vacuum is released. You can now 
open the cover and remove the imaged plate, ready for 
processing.

 The Cobra workstation
Cobra workstation is a high-performance computer, which is 
lied with all the software you need to process your jobs and 
ut them to the Cobra platesetter.

The workstation runs W
HighWater software ap

• Cobra Console
The Cobra Conso
Cobra platesetter
completed and er
well as configure
See chapters 7 a
Cobra Console.

• Torrent RIP
HighWater’s Torre
incoming PostScr
interprets them i
the Cobra platese
See chapters 6, 1
for more informa

Note: If you pur
the Torrent RIP r
connected anywh

• Queue Configur
The Queue Config
Cobra Console qu
Torrent RIP to th
See chapter 14, A
information abou
Configuration app

• Cobra Layout T
The Cobra Layou
use with the Cobr
job position infor
outputting your j
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•

•

•

•

•

ation
orts the following plate types:

hich is different to the filter used for the 

ering changing the type of plate you use on 
the filter may need to be changed or 
ct HighWater Designs or your support 
mation about this.

accepts plates between the following sizes:

xpose area varies, depending on how much 
register bar (this area does not get 
is is between 10 and 15mm. Cobra can 
edges of the plate in the slow-scan 

Pos/neg Filter 
fitted

Plate type

P-V / Positive Yes Silver

Negative Yes* Photopolymer

Negative No Photopolymer

Negative No Photopolymer

0 x 625 mm
.3 mm thick

Maximum expose area
550 x 615* mm

0 x 380 mm
15 mm thick

Maximum expose area
300 x 370* mm
oduction to the Cobra system

information required for using InkMonitor if this application is 
installed with your Cobra system).
See chapter 13 for more information about the Cobra Layout 
Tool.

Barcode Plate Requeue (BPR)
The Barcode Plate Requeue (BPR) option adds a barcode to 
your plates to allow you to quickly locate jobs for re-output.
See section 7.5 and Appendix C for more information about 
BPR.

Cobra Test Tool
The Cobra Test Tool helps to diagnose problems with the 
Cobra system. It also lets you check the laser power setting 
for your plates, and save system settings.
See chapters 15 and 18 for more information about the 
Cobra Test Tool.

Low Res Generator (LRG)
This creates low-res ‘view’ files for use with the Cobra 
Console.
See section 5.5 on page 20 for more information about the 
Low Res Generator.

Blackscreen
You can use this to darken the computer monitor when you 
are handling plates.
See section 5.5 on page 20 for more information about 
Blackscreen.

InkMonitor (optional)
This optional software calculates the amount of ink required 
on the press. Where relevant, this manual gives instructions 
for setting up the Cobra system for use with InkMonitor.
You should also refer to the InkMonitor User’s Manual for 
more information about using InkMonitor.

4.5 Plate inform
The Cobra system supp

*This is a 0.4D filter, w
other plates.

Note: If you are consid
the Cobra platesetter, 
removed. Please conta
provider for more infor

Plate sizes
The Cobra platesetter 

Note: The maximum e
of the plate sits in the 
exposed). Typically, th
expose right up to the 
direction.

Plate type

Agfa Lithostar Plus LA
Ultra-V

Agfa Lithostar N91V

Fuji Film LP-NV

Lastra P-LV-2

Maximum size 55
0

Minimum size 30
0.
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e sizes between the minimum/maximum 
t limited to) the following plates:

 imposition software for this

M

M

5

3

Un

Un
at 

(ty

(ty

A4 pages
on plate*

Paper
size

2 up A3

2 up SRA3

2 up A3

2 up A2

2 up A3

2 up SRA3

2 up A3

2 up A3

2 up A3

0.15–0.3 mm

Typically, 10-15 mm at front edge of plate 
(this area does not get exposed)

2540 dpi / 100 dpmm at 150-200 lpi

10 microns
oduction to the Cobra system

Cobra supports all plat
sizes, including (but no

* You need

More information

aximum size plate

inimum size plate

50mm

00mm

6
2
5
 m

m

3
8
0
 m

m

imageable area at bottom of plate

imageable area
bottom of plate

pically, 10-15 mm)

pically, 10-15 mm)

Press size

Hamada B452

Heidelberg GTO 46

Heidelberg GTO 52

Heidelberg SM52

Komori 20

Ryobi 34

Ryobi 52

Sakurai Oliver 52

Shinohara 52

Plate thickness

Grip area

Imaging resolution

Spot size
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Pos
Plat

Neg

Pos

In e
pres
the 

4.6
Plat
follo

•

•

•

•

•
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itive and negative working plates
es may be exposed in two different ways:

ative working plates
The laser exposes parts of the plate which will be inked on 
the press.

itive working plates
The laser exposes parts of the plate which will NOT be inked 
on the press, so all positive working plates are always 
exposed fully from edge to edge (in the along-the-drum 
direction).

ither case, the physical appearance of the plate to go on the 
s will be the same (positive image, right reading), apart from 
unexposed grip area.

 Plate handling
es must be handled with care. You should be aware of the 
wing guidelines:

Plate edges are sharp, particularly the corners. Very carefully 
remove plates from their packaging and keep the edges of the 
plate away from your face.

Handle plates at their edges.

Contact with human skin can damage the emulsion surface.

Keep the interleave paper on the emulsion side of the plate 
during handling, but remove it before placing the plate into 
the drum.

Always place the plate into the drum emulsion-side up.
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5.

This
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•

•

•

•

•

5.1
pla
The 
job 
mak
work
part
TIFF
Con
rview of using the Cobra system

 Overview of using the 
Cobra system

 chapter gives an overview of using the whole Cobra system. It 
des the following sections:

5.1, Outputting a job to the Cobra platesetter (p16).

5.2, Starting the Cobra system (p19).

5.3, Shutting down the Cobra system (p19).

5.4, Cobra status lights (p20).

5.5, The Low Res Generator (LRG) and Blackscreen (p20).

 Outputting a job to the Cobra 
tesetter
two diagrams on the following pages show how you output a 
to the Cobra platesetter. First, you print a job from a page 
e-up workstation to Torrent (which runs on either a separate 
station or on the Cobra workstation, depending on your 

icular system configuration). Torrent RIPs the job and produces 
 bitmap files that you output to Cobra using the Cobra 
sole.
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Co

orkstation Cobra platesetter

 Console

w

rview of using the Cobra system

bra system workflow (two-computer Cobra configuration)

Cobra w

Cobra

Torrent RIP

Page make-up 
orkstation on the 

network

Job printed 
from page 
make-up 
application

Torrent workstation
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Co

w

Cobra platesetter

 Console
rview of using the Cobra system

bra system workflow (one-computer Cobra configuration)

Page make-up 
orkstation on the 

network

Job printed 
from page 
make-up 
application

Cobra workstation

Torrent RIP

Cobra
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5.2
To s

1.

2.

3.

4.

The 

Re-
If yo
Star
v1.x

Not
re-la
mac

5.3

WA
quit
des
befo
unit
you

a workstation:

ole, suspend processing (using the 
utton in the top left-hand corner) and deal 
d Cobra plate operation.

button in the top right-hand corner of the 
indow .

 currently being processed or are being 
ra platesetter are completed before the 
its.

er running applications.

s Start menu, select Shut Down…

own option then click on the OK button.

nitor, if necessary.

a platesetter:

rkstation has been shut down.

witch on the Cobra platesetter.

uum unit.

isconnect power completely from the 
r, the AC power cord must be removed 
tlet.
rview of using the Cobra system

 Starting the Cobra system
tart the Cobra system:

Press the power switch on the side of the Cobra platesetter. 
The Cobra platesetter starts up.

Switch on the vacuum pump.

Switch on the Cobra workstation and log on using the 
username cobra with no password.

The Cobra Console (and any other required software 
applications) will start automatically.

Note: If you have a two-computer configuration, the Torrent 
RIP resides on the second computer. If so, also start this 
computer and the Torrent RIP.

Cobra system is now ready for use.

launching the Cobra Console
u need to re-launch the Cobra Console at any point, select 
t > Programs > HighWater Designs > Cobra Console 
.x > Cobra Console.

e: If you have any problems running the Cobra Console after 
unching it, close down all running applications, log off the 
hine and then log back on again using the username cobra.

 Shutting down the Cobra system

RNING: When you have finished using the Cobra system, 
 out of all the running applications properly (as 
cribed in this section) then shut down the workstation 
re you switch off the Cobra platesetter and vacuum 
. If you do not shut down the Cobra system properly, 
 may corrupt files and lose data.

To shut down the Cobr

1. In the Cobra Cons
Pause/resume b
with any requeste

2. Click on the Quit 
‘Cobra Console’ w

Any jobs that are
output to the Cob
Cobra Console qu

3. Close down all oth

4. From the Window

5. Select the Shut d

6. Switch off the mo

To shut down the Cobr

1. Make sure the wo

2. Press the power s

3. Switch off the vac

WARNING: To d
Cobra platesette
from the wall ou



20

5. Ove Cobra User Guide

5.4
Ther
the 
follo

s Generator (LRG) and 

des two useful software utilities, the Low 
 and Blackscreen.

tor (LRG)
r (LRG) launches automatically during the 
equence. When a TIFF file has been output 
in the bitmaps directory (usually in 
\[sub-dir]), LRG produces a low-resolution 
 the Cobra Console.

w-res view file at the following location:
ub-dir].

 need to protect your plates from being 
obra workstation monitor has a yellow filter 
r plates from light. However, if you are also 
s or film in the same room as the Cobra 
nd the Blackscreen utility useful.

ograms > HighWater Designs > Cobra 
 Blackscreen.

 monitor will go dark.

nished loading/unloading the plate/film, 
sc key or double-click the mouse to exit 

R

O

O

O

O

Fla
rview of using the Cobra system

 Cobra status lights
e are two status lights (red and green) on the front panel of 
Cobra platesetter. The different combinations of lights have the 
wing meanings:

5.5 The Low Re
Blackscreen
The Cobra system inclu
Res Generator (LRG)

The Low Res Genera
The Low Res Generato
workstation’s startup s
by Torrent and arrives 
K:\PLOTDATA\BITMAPS
view file of it for use in

Note: LRG saves the lo
K:\PLOTDATA\VIEW\[s

Blackscreen
In the brightroom, you
exposed to light. The C
attached to protect you
using LAP-O type plate
platesetter, you may fi

To use Blackscreen:

1. Select Start > Pr
Engine vx.x.x >

2. The workstation’s

3. When you have fi
either press the E
Blackscreen.

ed Green Meaning

ff Off

System not ready.

ff On

The system is ready and idle, waiting for 
job output to commence or for the user to 
load/unload a plate.

ff Flashing 
slowly

A plate is being exposed.

ff Flashing 
quickly

The carriage is moving (at high speed) to 
the image start position, or re-tracing to 
the plate load position.

shing Off

An error has occurred.
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6.
The 
pag
them
to th

This
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•

•

•

•

•

•

•

•

 begin
g through this chapter, please be aware of 

print to Torrent you need to create the 
ue(s) on every computer that you will 
. This is covered in chapter 19.

usual page make-up and imposition 
 Torrent RIP if it can produce PostScript or 

tion engineer created one or more Torrent 
nput queues specifically for use with the 
there is more than one page setup or input 
 you know the name, purpose and settings 

how to print a job from your page make-up 
, please refer to your page make-up 
ual for full details on printing jobs.

ting your jobs to Torrent via an AppleTalk 
efer to the Torrent User’s Guide which 
ther methods of printing your jobs to 

t properly when you have finished using it.

f using the Torrent RIP
 your jobs and produce TIFF bitmap files, 
 to the Cobra platesetter via the Cobra 
ives a basic overview of the Torrent RIP and 
obra system. However, setting up and using 
 complex task so, for full details on Torrent 
es, you should refer to the Torrent User’s 
ng the Torrent RIP

 Using the Torrent RIP
first step in using the Cobra system is to send your jobs from a 
e make-up application to the Torrent RIP, which will output 

 as TIFF bitmap files. Later, you will output these bitmap files 
e Cobra platesetter via the Cobra Console.

 chapter shows you how to use the Torrent RIP and includes 
following sections:

6.1, Before you begin (p21).

6.2, Overview of using the Torrent RIP (p21).

6.3, Torrent’s main window (p22).

6.4, Page setups and input queues (p23).

6.5, The Output Controller (p24).

6.6, Printing a job to Torrent (p26).

6.7, When you have finished (p27).

6.8, Torrent’s toolbar (p28).

6.1 Before you
Before you start workin
the following:

• Before you can 
Cobra print que
be printing from

• You can use your 
software with the
PDF files.

• The Cobra installa
page setups and i
Cobra system. If 
queue, make sure
of each one.

• You should know 
application. If not
application’s man

• If you are not prin
network, please r
gives details on o
Torrent.

• Quit out of Torren

6.2 Overview o
You use Torrent to RIP
which you later output
Console. This chapter g
using it as part of the C
Torrent is potentially a
and its many capabiliti
Guide.
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Usin
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•

•

•

•

•

•

6.3
If To
> P
vx.x

 contains:

 contain all the commands needed to run 

ining 12 buttons, which let you quickly 
ost commonly used menu options and 

tion 6.8 on page 28 describes each of these 

hich shows what Torrent is doing (refer to 
’s Guide for more details about this):

 this large text area below the toolbar 
ss of jobs through Torrent, and displays 
 timing, errors, job completion, fonts, etc. If 
s with the RIP, check for error messages 
ng the Torrent RIP

g Torrent as part of the Cobra system involves the following 
s:

Start the Torrent RIP, if it is not already running.

If necessary, start Torrent’s input queues, which let you send 
jobs across your network to Torrent.

On the page make-up workstation, open or create a job.

Print the job to Torrent from your page make-up application.

Optionally, use Torrent’s Output Controller to preview jobs 
and carry out job management.

Once the jobs have been output as TIFF files by Torrent, they 
will appear in the relevant queue in the Cobra Console and 
can be output to the Cobra platesetter.

 Torrent’s main window
rrent is not already running, launch it now by selecting Start 
rograms > HighWater Designs > Torrent vx.x > Torrent 
. Torrent’s main window appears:

Torrent’s main window

• The menus, which
Torrent:

• The toolbar conta
access Torrent’s m
dialog boxes (sec
buttons):

• The status area, w
the Torrent User

• The RIP Monitor —
shows the progre
information about
you have problem
here.
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6.4
In T
job 
scre
Ever
setu

One
Cob
with
netw
‘bro
your
prin

Bro
You 
to T

•

•

•

Whi
Man
proc
(ass
mac

ueues
you need to stop the Torrent RIP accepting 
mple, when you are creating or editing page 
 need to stop the input queues by doing any 

 Start inputs... (so that there is no tick by 

e keyboard.

puts button  on the toolbar.

t Queue from the Input Queue menu.

 have stopped you will no longer be able to 
om across the network.

eues
ich input queues have been set up and are 

 Input Controller... to display the Input 

each input queue along with other 
ding the associated page setup.
ng the Torrent RIP

 Page setups and input queues
orrent, a page setup specifies the settings to be applied to a 
(for example, the resolution, page size, orientation, scaling, 
ening, dot shape, and the ‘device’ a job is to be printed to). 
y different combination of settings requires a separate page 
p. 

 or more page setups have already been created for you by the 
ra installation engineer. Each of these page setups is associated 
 its own input queue, which lets you send jobs across the 
ork to the Torrent RIP. Once your input queues have been 

adcast’ (as described below), they appear as virtual printers on 
 page make-up workstations on the network, and you can 
t your jobs directly to them.

adcasting the input queues
need to broadcast the input queues so that you can print a job 
orrent. To broadcast them, do any of the following:

Select Torrent > Start Inputs... (so that there is a tick next 
to it).

Press Ctrl-I on the keyboard.

Click the Start Inputs button  on the toolbar.

le the input queues are being broadcast, you will see the ‘Input 
ager Dial’. When it has finished, Torrent is ready to receive and 
ess incoming PostScript/PDF jobs from across the network 
uming that the print queues have been set up on those 
hines, as described in chapter 19).

Stopping the input q
There are times when 
incoming jobs (for exa
setups). To do this, you
of the following:

• Select Torrent >
it).

• Press Ctrl-I on th

• Click the Stop In

• Select Stop Inpu

When the input queues
print jobs to Torrent fr

Viewing the input qu
In Torrent, to check wh
available:

1. Select Torrent >
Controller:

2. This window lists 
information, inclu
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3.

4.

6.5
Whe
to m
This

Not

To d
Con

The 
wait
will 
been
to s

utput, it is shown in the box at the top of 
etween the Active Queue and the Held 

n each queue, together with the amount of 
 displayed below each queue.

also allows you to:

ut.

creen.

, stop and remove jobs.

scribed in the following sub-sections.

rent User’s Guide for full details on the 

ut

ut by the Torrent RIP, check the Disable 
cessing will stop once the current job has 

 does not stop jobs being printed to Torrent 
rk.

creen
tput as TIFF files, you may want to preview 
ample, to make sure that jobs have 

ole also has an option to preview your jobs 
bra platesetter.
ng the Torrent RIP

Make sure that each required input queue is listed as On in 
the Enabled column, otherwise you will not be able to print 
to it when you have broadcast the inputs. (To enable an input 
queue, highlight it and click the On button.)

When you have finished, close the Input Controller.

 The Output Controller
n you print jobs to Torrent you can use the Output Controller 
onitor and control the progress of those jobs through the RIP. 
 section gives a brief overview of the Output Controller.

e: The use of the Output Controller is optional.

isplay the Output Controller, select Output > Output 
troller. The following window is displayed:

Output Controller’s Active Queue contains pages that are 
ing to be output. Pages listed at the top of the Active Queue 
be printed first. The Held Queue contains pages that have 
 output (or you can move them there from the Active Queue 

uspend them).

When a page is being o
the Output Controller b
Queue.

The number of pages i
disk space they use, is

The Output Controller 

• Suspend job outp

• Preview jobs on s

• Re-print, re-order

These functions are de

Note: Refer to the Tor
Output Controller.

Suspending job outp

To stop jobs being outp
output box. All job pro
been processed.

Note: Disabling output
from across the netwo

Previewing jobs on s
Before your jobs are ou
them on screen, for ex
separated correctly.

Note: The Cobra Cons
before output to the Co
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To p

1.

2.

3.

4.

 job select Reduced Roam from the Roam 

s’ dialog, available in the Roam menu, 
iewing options.

nished previewing the job, close all open 

ble output box when you want Torrent to 
our jobs again.

ring, stopping and removing jobs
utput Controller to:

rag the job(s) from the Held Queue back to 
 To check or edit the settings before the job 
light the required job and click on the Info 
e Torrent User’s Guide for more 
 changing job settings).

r that jobs are printed: drag the job(s) to 
 in the Active Queue (jobs at the top of the 
 first).

s currently being printed: drag the job 
to either the Held Queue or the Active 

t has not yet been printed: drag the job 
ueue to the Held Queue.

ove a job from either queue: highlight 
n the Remove button. You will be asked to 

val of the job. Click on Yes.

above operations, you can select more than 
 the Shift and/or Ctrl keys on the 
ng the Torrent RIP

review your jobs:

Before you send jobs to Torrent from your page make-up 
application, check the Disable output box on Torrent’s 
Output Controller to stop Torrent outputting the jobs as TIFF 
files.
Note: You need to disable output because you cannot preview 
a job while Torrent is outputting jobs.

Print your job to Torrent (see section 6.6 on page 26) then 
highlight one or more of the job’s separations in the Active 
Queue and click on the Roam button.
Note: You can select more than one job separation using the 
Shift and/or Ctrl keys on the keyboard.

A preview of the job appears on-screen, for example:

The mouse cursor turns into a hand icon when it is placed 
over the image. You can use this to move the image around to 
view specific parts of it.

5. To view the whole
menu.
Note: The ‘Option
gives you more v

6. When you have fi
‘Roam’ windows.

7. Uncheck the Disa
start outputting y

Re-printing, re-orde
You can also use the O

• Re-print a job: d
the Active Queue.
is re-printed, high
button (refer to th
information about

• Change the orde
the required place
queue are printed

• Stop a job that i
from the top box 
Queue.

• Stop a page tha
from the Active Q

• Permanently rem
the job and click o
confirm the remo

Note: For most of the 
one file at a time using
keyboard.
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Not
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1.

2.

Sele
If yo
the 

1.

es of the available Torrent input queues 
t hand window along with any other 
ple:

ired input queue then close the Chooser.

tings (all users)
s:

 make-up application and open or create a 

age Setup’ dialog, set the following options:

 should be On.

er Description, select Cobra 2-up.

m for the Paper Size and specify the 
 and Paper Height values, taking into 
dditional measurement for registration 
ng the Torrent RIP

 Printing a job to Torrent
 section gives you basic instructions for printing a job from 
 page make-up workstation to Torrent.

e: You should already know how to print a job in your page 
e-up application. Please consult the relevant application’s 
ual for more details about printing jobs.

RNING: Before you can print to Torrent you need to set 
he Cobra print queue(s) on your page make-up 
kstation(s). This is covered in chapter 19 and you 
uld do this now if it has not been done already.

ing the Torrent input queues available
re printing to Torrent, you need to make Torrent’s input 
es available over the network. To do this:

In Torrent, select Start Inputs (so there is a tick by it) from 
the Torrent menu. While the input queues are being 
broadcast you will see the ‘Input Manager Dial’.

After a short time, the Torrent RIP is ready to receive jobs 
printed from across the network.

cting the printer (Mac Classic users only)
u are printing to Torrent from Mac Classic you need to select 
printer first:

On the Macintosh, open the Chooser. Click once on the 
LaserWriter icon in the top left-hand window, and then on 
EtherTalk in the ‘AppleTalk Zones’ window (the bottom-left 

window). The nam
appear in the righ
printers, for exam

2. Highlight the requ

Setting the print set
To set the print setting

1. Launch your page
job within it.

2. In the ‘Print’ or ‘P

• Separations

• For the Print

• Select Custo
Paper Width
account the a
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3.

Prin
Whe
Setu

1.

2.

3.

have finished
een output as TIFF files by Torrent they are 
 Cobra platesetter using the Cobra Console 
 automatically appear in the relevant Cobra 

 show you how to use the Cobra Console to 
 Cobra platesetter and manage your jobs.

you how to set up the Cobra platesetter for 
.

ng the Torrent RIP

marks (for example, Quark jobs typically add 11mm all 
round).

WARNING: The paper width and height must 
include any extra measurement for registration 
marks, etc., otherwise the job will not output 
correctly.

• For the Printer, choose the name of the Torrent input 
queue.

Set all other options, as required.

ting the job
n you have finished setting all the options on the ‘Page 
p’/‘Print’ dialog:

On the ‘Print’ dialog, click the Print or OK button to print the 
file to Torrent.

In Torrent, you will see a progress dialog as the job is being 
input.

Once the job has been input, each separation appears in the 
Output Controller’s Active Queue. As each separation is 
output as a TIFF file, it is moved to the Held Queue.

Note: Section 6.5 on page 24 shows you how to use the 
Output Controller to preview and control the processing of 
your jobs in Torrent.

6.7 When you 
When your jobs have b
ready for output to the
software. The jobs will
Console queue(s).

• Chapters 7 and 8
output jobs to the

• Chapter 9 shows 
imaging the plate
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6.8
Torr
used
mea

Not
syst

s Manager
 the ‘Separations Manager’ dialog, which 
te and edit separation styles for the 
ice. This is equivalent to the Colour > 
s Manager command.

p Manager
 the ‘Colour Setup Manager’ dialog box, 
 you to create and edit colour setups with 
olour management (depending on whether 
d-enabled ColourPro option is 
his is equivalent to the Colour > Colour 
ger command.

 Manager
 the ‘Calibration (Dot Gain) Manager’ 
 lets you create and edit calibration sets. 

alent to the Output > Calibration 
mmand.

anager
 the ‘Cassette Manager’ dialog, which lets 
assettes and edit their information. This is 
 the Output > Cassette Manager 

roller
 the ‘Input Controller’ dialog (or it hides the 
t is already displayed). This is equivalent to 
 > Input Controller command.

ger
 the ‘Media Manager’ dialog, which lets you 
atic media management. This is equivalent 

ut > Media Manager command. (This 
t needed for use with the Cobra system.)
ng the Torrent RIP

 Torrent’s toolbar
ent’s toolbar gives you quick access to the most frequently 
 menu options and dialog boxes. The toolbar buttons and their 
nings are shown below.

e: Not all of these buttons are required for use with the Cobra 
em.

Print File
This displays the ‘Print File’ dialog, which lets you print 
a file. This is equivalent to the Torrent > Print File 
command.

Print Calibration
This displays the ‘Print Calibration’ dialog, which lets 
you print calibration targets for use in calibrating output 
devices. This is equivalent to the Output > Print 
Calibration command.

Start Inputs 
This starts any enabled inputs. This is equivalent to the 
Torrent > Start Inputs command when the inputs are 
stopped.

Stop Inputs
This stops any enabled inputs. This is equivalent to the 
Torrent > Start Inputs command when the inputs are 
started.

Page Setup Manager
This displays the ‘Page Setup Manager’ dialog, which 
lets you create and edit page setups. This is equivalent 
to the Torrent > Page Setup Manager command.

Device Manager
This displays the ‘Device Manager’ dialog, which lets 
you create and configure devices driven from a multiple 
device driver. This is equivalent to the Torrent > 
Device Manager command.

Separation
This displays
lets you crea
selected dev
Separation

Colour Setu
This displays
which allows
or without c
the passwor
activated).T
Setup Mana

Calibration
This displays
dialog, which
This is equiv
Manager co

Cassette M
This displays
you create c
equivalent to
command.

Input Cont
This displays
controller if i
the Torrent

Media Mana
This displays
set up autom
to the Outp
button is no
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Not
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Console
 Cobra workstation the Cobra Console 

e-launch the Cobra Console, select Start > 
ter Designs > Cobra Console v1.x.x > 

 above) is displayed when the Cobra 
 The ‘Current plate’ panel shows the plate (if 
rrently being processed/output to Cobra. 
nel shows any plates that are waiting for 

ls are discussed fully in the next chapter.
 Cobra Console — Overview

 The Cobra Console — 
Overview

use the Cobra Console to output plates to the Cobra 
esetter, manage your plate queues, view errored plates, and so 
This chapter gives an overview of the Cobra Console and it 
des the following sections:

7.1, The Cobra Console (p29).

7.2, The pause/resume button (p30).

7.3, The toolbar buttons (p30).

7.4, Plate search (p31).

7.5, Barcode search (p32).

7.6, The Tools button (p32).

7.7, Configuration options (p33).

7.8, Preferences (p35).

7.9, Previewing a plate (p36).

e: Using the Cobra Console for processing jobs and outputting 
 to the Cobra platesetter is covered in detail in chapter 8.

7.1 The Cobra 
When you log in to the
launches:

Note: If you need to r
Programs > HighWa
Cobra Console.

The ‘Home’ tab (shown
Console first launches.
there is one) that is cu
The ‘Pending plates’ pa
output.

Note: These two pane
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The 
butt

7.2

Not
Con
desc

The 
Con

•

•

•

Click
proc

Not
the 

7.3
The 
the 

for plate button lets you search for a 
ate. This is covered further in section 7.4.

 button lets you search for a plate using its 
his feature has been implemented). This is 
er in section 7.5.

utton gives you access to:

bra Test Tool, which can help diagnose 
s with the Cobra system, let you check the 
wer setting for your plates and save 

 settings. See chapter 15 for further details.

uration options for setting up the various 
oftware applications and specifying their 
s. See section 7.6 for further details.

nces, which let you specify email 
es for sending log files. See section 7.6 for 
details.

tton opens this manual, the Cobra User 
obe Acrobat.

tton quits out of the Cobra Console 

G: Before quitting out of the Cobra 
 you MUST first suspend processing 
e Pause/resume button in the top left-
ner) and deal with any requested plate 
n.

t are currently being processed or are being 
 Cobra platesetter are completed before 
nsole quits.
 Cobra Console — Overview

following sections describe the ‘Cobra Console’ window and the 
ons that are common to all tabs.

 The pause/resume button
The system pause/resume button in the top left-hand 
corner of the window controls the overall processing of 
the whole Cobra Console.

es: As well as pausing/resuming processing of the whole Cobra 
sole, you can also suspend individual plates and queues (this is 
ribed further in chapter 8).

system pause/resume button indicates the state of the Cobra 
sole:

Flashing grey — the system is starting up.

Flashing green/black — the Cobra Console is in the suspended 
state. No processing is occurring (apart from any jobs that 
were being processed or were being output to the Cobra 
platesetter when the system was suspended).

Solid green — the Cobra Console is processing jobs.

 on the pause/resume button to toggle the Cobra Console’s 
essing status between suspended and active.

e: It may take a short time for the system to change between 
active and suspended states.

 The toolbar buttons
Cobra Console has six toolbar buttons along the top right of 
window:

The Torrent button displays the Torrent RIP application 
(if it is running). Using the Torrent RIP is covered in 
more detail in chapters 6, 11 and 12.

The Search 
processed pl

The barcode
barcode (if t
covered furth

The Tools b

• The Co
problem
laser po
system

• Config
Cobra s
location

• Prefere
address
further 

The Help bu
Guide, in Ad

The Quit bu
software. 

WARNIN
Console,
(using th
hand cor
operatio

Any jobs tha
output to the
the Cobra Co



31

7. The Cobra User Guide

7.4
To s

1.

2.

3.

h is not case-sensitive and is also carried 
name (which is prepended to the plate 

e contains text box, click on the cross icon 

s containing the text you entered are 
ith their location, for example:

ou want to locate then click on the Go to 
 will be taken to the plate in its relevant 
 Cobra Console — Overview

 Plate search
earch for a plate by its name:

Click on the Search for plate button  in the top right-
hand corner of the Cobra Console.

The ‘Search for plate’ dialog is displayed listing all plates that 
are currently in the system (that is, processing, pending, 
completed or errored plates):

To quickly locate the required plate, simply type the plate 
name, or part of it, into the Name contains text box.

Notes: The searc
out on the queue 
name).
To clear the Nam

.

4. All the plate name
displayed, along w

5. Select the plate y
plate button. You
queue.
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7.5
You 
plat

Not
add
The 
outp
find
whe

To lo

1.

2.

3.

4.

t be found, you will see the following 

se the dialog.

s not typed in the correct format, as 
ou will see an ‘Invalid identifier’ message.

utton
 you access to:

Tool, which can help diagnose problems 
stem, check the laser power setting for your 
ystem settings. (See chapter 15 for more 
Cobra Test Tool.)

tions. These let you configure the various 
ons needed to run the Cobra system. The 
ons also let you specify the paths to these 
 is covered in section 7.7.)

ich let you specify email address(es) for 
lus change the password for accessing the 

ions. (This is covered in section 7.8.)

bra Console is set to its suspended state 
e/resume button in the top left-hand 

ra Console, if necessary).
t plate output must also be completed and 
d.
 Cobra Console — Overview

 Barcode search
can locate a plate using its barcode (if one was printed on the 
e).

es: Refer to Appendix C for information on setting up BPR to 
 a barcode to your plates.
record of a plate’s barcode is held for 28 days since it was last 
ut. Plates which have exceeded this time will cause a ‘Cannot 

 a completed plate with this identifier’ message to be displayed 
n you attempt to requeue them.

cate a plate for re-output using its barcode:

In the Cobra Console, click on the Barcode icon  in the 
top right-hand corner of the window. The following dialog is 
displayed:

Either scan the barcode off the plate, or manually type in the 
12-digit barcode number (with or without hyphens).
Note: The correct format for the barcode is 12 digits (for 
example, 000000000023, or three groups of 4 digits 
separated by hyphens, for example, 0000-0000-0023).

Click on the OK button.

If available, the required job will be located and then moved 
back to its original queue, where it will be output to the Cobra 
platesetter again, when that queue is active.

If the plate canno
message:

Click on OK to clo

If the barcode wa
specified above, y

7.6 The Tools b
The Tools button gives

• The Cobra Test 
with the Cobra sy
plates and save s
details about the 

• Configuration op
software applicati
configuration opti
applications. (This

• Preferences, wh
sending log files p
Configuration opt

To access the tools:

1. Make sure the Co
(click on the Paus
corner of the Cob
Note: The curren
the plate unloade
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•

•

7.7
The 
are 
‘Con

•

•

tion options:

iguration tab to display the following 

a-related software applications.

ation has a red button, the location of the 
k has not been defined. You can set this by 
uctions in the section, “Specifying an 
ion on disk”, on page 34.

are applications
 applications listed on the ‘Configuration’ 

nt button to launch that particular software 

ry, any processing in the Cobra Console will 

as a red button alongside it, that 
ion on disk hasn’t been defined so the 
t launch. Set the location, as described in 
 Cobra Console — Overview

Click on the Tools button  in the top right-hand corner of 
the Cobra Console.

The following window is displayed:

To launch the Cobra Test Tool, click on the Cobra test tool 
button. (See chapter 15 for more details about the Cobra Test 
Tool.) You will see a ‘Suspending processing’ dialog before the 
Cobra Test Tool launches.

To access to the Configuration options or Preferences, type in 
the Password (by default, this is Administrator) then click 
on the Log in button. The ‘Configuration’ and ‘Preferences’ 
tabs at the top of the window become active. These are 
described in the next two sections.

 Configuration options
‘Configuration’ tab lists a number of software applications that 
used as part of the Cobra system. You can use the 
figuration’ window to:

Launch these applications in order to configure the Cobra 
system (as described in the next sub-section).

Set the paths to the applications (as described in the section, 
“Specifying an application’s location on disk”, on page 34).

To access the configura

1. Click on the Conf
window:

This lists the Cobr

Note: If an applic
application on dis
following the instr
application’s locat

Launching the softw
To launch the software
tab:

1. Click on the releva
application.

Notes: If necessa
be suspended.
If an application h
application’s locat
application will no
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•

n page 20 for more information about the 
r.

 allows you to preview a plate. Refer to 
re information about using the Image 

able the Cobra software applications.

roller
plication processes your jobs and outputs 
obra platesetter. Clicking on this button 
his application.

tion’s location on disk
ns allow you to specify an application’s 
ay be required if you have installed a new 

 and you need to tell the system where it 

ich have a red button next to them do not 
ath set.

n’s location on disk:

 down and click on the application’s button.

cation’s button is red, you do not need to 
 down.
 Cobra Console — Overview

the next sub-section “Specifying an application’s location on 
disk”, on page 34.

available applications are as follows:

Queue Configuration
You use this to create the Cobra Console queues. (See 
chapter 14, Appendix A and Appendix B for more information 
about creating queues using the Queue Configuration.)

Torrent RIP
HighWater’s Torrent RIP (based on the Harlequin RIP) accepts 
incoming PostScript/PDF files from the network and interprets 
them into bitmap TIFF files suitable for output to the Cobra 
platesetter.

See chapters 6, 11 and 12, and the Torrent User’s Guide 
for more information about using the Torrent RIP.

Cobra Layout Tool
The Cobra Layout Tool lets you create layout (ICF) files for 
use with the Cobra Console. Layout files contain the plate and 
job position information that the Cobra Console needs when 
outputting your jobs to the Cobra platesetter (and also 
information required for using InkMonitor if this application is 
installed with your Cobra system).

See chapter 13 for more information about the Cobra Layout 
Tool.

Barcode Plate Requeue configuration
The Barcode Plate Requeue (BPR) option adds a barcode to 
your plates to allow you to quickly locate jobs for re-output.

See section 7.5 and Appendix C for more information about 
using BPR.

Low-resolution generator
This creates low-res ‘view’ files for use with the Cobra 
Console.

See section 5.5 o
Low Res Generato

• Image viewer
The image viewer
section 7.9 for mo
viewer.

• HWRegister
This is used to en

• Q2 Output Cont
This underlying ap
the plates to the C
will not launch t

Specifying an applica
The Configuration optio
location on disk. This m
version of the software
can be found. 

Note: Applications wh
have their application p

To specify an applicatio

1. Hold the shift key

Note: If the appli
hold the shift key
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2. s
u specify email addresses for sending log 
nge the password for accessing the 

rences tab. The following window is 

ail address field, type the email 
e you would like error log files to be sent. If 
n one email address separate them with a 
ample:
ater.co.uk;support@colorquest.co.uk

nge the password for accessing the Cobra 
n type the new password into the Enter 
ield and again into the Confirm new 
lick on the Set password button.

ny password you set is not secure — 
eld in an unencrypted file in a human-
at.
 Cobra Console — Overview

An ‘Open’ dialog is displayed. Use this to select the location of 
the required application. 

The default application locations are:

• Queue Configuration
D:\Cobra\Q2v4.2\system\Editor.exe

• Torrent RIP
D:\TORR7.0\HIGHWI.exe

• Cobra Layout Tool
D:\Cobra\Engine v1.0.0\plotter.exe

• Barcode Plate Requeue
D:\Cobra\Q2v4.2\system\BPRConfig.exe

• Low-res generator
D:\Cobra\Engine v1.0.0\LRGD.exe

• Image viewer
D:\Cobra\Q2v4.2\HWViewer\HWViewer.exe

• HWRegister
D:\Cobra\Q2v4.2\security\HWRegister.exe

• Q2 Output Controller
D:\Cobra\Q2v4.2\system\controller.exe

7.8 Preference
The Preferences let yo
files to and let you cha
Configuration options.

To set the Preferences:

1. Click on the Prefe
displayed:

2. In the Log file em
address(es) wher
there is more tha
semi-colon, for ex

support@highw

3. If you wish to cha
Console tools, the
new password f
password field. C

WARNING: A
that is, it is h
readable form
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7.9
All t
HWV

To p

1.

2.

3.
 Cobra Console — Overview

 Previewing a plate
abs on the Cobra Console let you view plates using the 
iewer application.

review a plate with HWViewer:

Highlight a plate (either in a list or as a preview).

Click on the Viewer button . The plate is opened in the 
HWViewer application, for example:

When you have finished, close the HWViewer window.
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8.1
The 
Con
curr
next

Current plate’ and ‘Pending plates’ panel, as 
wo sections.

anel
el in the top half of the window shows the 
output or being output to the Cobra 
showing the current status of the Cobra 

el

 panel displays the plate’s Name (which has 
nded to it), plus the Plate and Layout names 
ated in the Cobra Layout Tool):
 Cobra Console tabs

 The Cobra Console tabs
 chapter describes the tabs available in the Cobra Console:

8.1, The ‘Home’ tab (p37).

8.2, The ‘Queues’ tab (p39).

8.3, The ‘Completed plates’ tab (p42).

8.4, The ‘Errored plates’ tab (p43).

 The ‘Home’ tab
Cobra Console’s ‘Home’ tab is displayed when the Cobra 
sole launches. The ‘Home’ tab shows the plate (if any) that is 
ently being processed/output to the Cobra platesetter and the 
 plates (if any) that are queued for output, for example:

The ‘Home’ tab has a ‘
described in the next t

The ‘Current plate’ p
The ‘Current plate’ pan
plate that is ready for 
platesetter, as well as 
platesetter.

‘Plate information’ pan

The ‘Plate information’
the queue name prepe
(these names were cre
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‘Ope

The 
plat

Lo

Clo

Busy...
The plate is currently being imaged.

Unload plate...
The plate has been imaged (or the plate 
was aborted). Remove the plate from 
Cobra’s drum.

Plate badly registered...
This error will occur if the plate becomes 
mis-registered after you have correctly 
registered it, but before the vacuum 
starts.
 Cobra Console tabs

ration’ panel

‘Operation’ panel shows the current status of the Cobra 
esetter:

Idle
No jobs are ready for output, or the Cobra 
Console’s processing status has been set 
to suspended (indicated by a flashing 
green/black icon in the top left-hand 
corner of the window).

Load plate...
Cobra is waiting for the user to load a 
plate into the drum (as described in 
section 9.4).

Close cover...
Close Cobra’s cover so that job output can 
commence.

ad plate...

se cover..

Busy...

Unload plate...

Plate badly registered...
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‘Pre

The 

 panel
nel in the bottom half of the window shows 
t in the queue for output to the Cobra 
e:

and Layout information (as defined in the 
hown for the first pending plate in the 

ed click on the Activate button  to re-
ra platesetter.

e
click on the Suspend button  to 
o the Cobra platesetter.

8.2
The 
que
activ

A pr
be o
plat
befo
 Cobra Console tabs

view’ panel

‘Preview’ panel shows one of the following two images:

The ‘Pending plates’
The ‘Pending plates’ pa
any plates that are nex
platesetter, for exampl

The plate Name, Plate 
Cobra Layout Tool) is s
queue.

Activating the queue
If the queue is suspend
start output to the Cob

Suspending the queu
If the queue is active, 
suspend plate output t

 The ‘Queues’ tab
‘Queues’ tab lets you view all the jobs that are waiting in the 
ues for processing. You can delete jobs, and suspend and 
ate individual jobs and queues.

eview of the plate that is to 
utput to the Cobra 
esetter next (this is shown 
re imaging has started).

Once imaging has started, the 
‘Preview’ panel shows a preview 
of the job being imaged on the 
plate in the drum. The shaded 
area indicates how much of the 
plate has been imaged (the grey 
bar clears from right to left).
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Click

The 
exam

Not
app

e window, in the ‘Queue information’ panel, 
mation relating to the queue for example:

re available for each queue:

 to view the plates in that queue, for 

 shows the plate name (with the queue 
.

n shows the status of the plate (pending, 
ended).

ueue
es a suspended queue (any jobs that have 
ually suspended will stay suspended).

ueue
ds an active queue.
 Cobra Console tabs

 on the Queues tab to display the ‘Queue overview’ window:

‘Queue’ panel lists all the queues that have been created, for 
ple:

e: These queues are created using the Queue Configuration 
lication, as described in chapter 14.

In the bottom half of th
you will see more infor

The following buttons a

Click on a queue name
example:

• The ‘Plate’ column
name prepended)

• The ‘Status’ colum
completed or susp

Activate q
This activat
been individ

Suspend q
This suspen
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Click

The
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The 
, you can select more than one plate using 
eys.

tton to activate a suspended plate.
e queue itself is suspended, the status of 
nges to Pending.

tton to suspend an active plate.

n
 the selected plate(s) down one place in the 
tes at the top of the queue get processed 

 the selected plate(s) up one place in the 
tes at the top of the queue get processed 

p of queue
 the selected plate(s) to the top of the 
tes at the top of the queue get processed 

s the selected plate(s). You will be asked to 
 delete.
 Cobra Console tabs

 on a plate name to view the plate information, for example:

 ‘Plate information’ panel shows the following information:

Name — the plate name (this has the queue name prepended 
to it).

Plate — This is the plate name as created on the Cobra 
Layout Tool’s ‘Plate’ tab (see chapter 13 for more information 
about this).

Layout — This is the layout name as created on the Cobra 
Layout Tool’s ‘Layout’ tab (see chapter 13 for more 
information about this).

A preview of the job (spot colours are shown in black).

following buttons are available for the highlighted plate(s):
Note: For most actions
the Shift and/or Ctrl kOpen plate in viewer

This displays the plate in HWViewer. See section 7.4 
for more details about using HWViewer.

Abort
Use this to abort a plate that is currently being 
processed (the plate will be moved to the ‘Errors’ tab. 
See section 8.4 for more details about errored plates).

Activate
Use this bu
Note: If th
the job cha

Suspend
Use this bu

Move dow
This moves
queue (pla
first).

Move up
This moves
queue (pla
first).

Move to to
This moves
queue (pla
first).

Delete
This delete
confirm the
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8.3
The 
plat
queu

Click
wind

 all of the queues that have been created, 

s before the queue name shows how many 
that queue.

 to view the completed plates in all queues, 
name to view completed plates for that 
le:
 Cobra Console tabs

 The ‘Completed plates’ tab
Cobra Console’s ‘Completed plates’ tab lets you view all the 
es that have been successfully processed. You can view, re-
e and delete plates, as described in this section.

 on the Completed plates tab to display the following 
ow:

The ‘Queue’ panel lists
for example:

The number in bracket
completed jobs are in 

Click on the ALL entry
or on a specific queue 
queue only, for examp
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Use
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clea

Click

The 
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re available for the highlighted plate(s):

e and Delete actions you can select more 
e Shift and/or Ctrl keys.

d plates’ tab
rrored plates’ tab lets you view all the plates 
ith an error and the reason for the error.

urred, the ‘Errored plates’ tab icon will turn 

e in viewer
s the plate image in HWViewer. See 

 for more details about using HWViewer.
 option is not available if more than one 
cted.

es the selected plates back to their original 
r reprocessing.

s the selected plate(s). You will be asked to 
 delete.
 Cobra Console tabs

 the Name contains field to search for a plate (either type all 
art of the name into the text box). Use the cross icon  to 
r the text box.

 on a plate name to view the plate information, for example:

‘Plate information’ panel displays the following information:

Name — the plate image name (this has the queue name 
prepended to it).

Plate — This is the plate name as created on the Cobra 
Layout Tool’s ‘Plate’ tab (see chapter 13 for more information 
about this).

Layout — This is the layout name as created on the Cobra 
Layout Tool’s ‘Layout’ tab (see chapter 13 for more 
information about this).

A preview of the job (spot colours are shown in black).

The following buttons a

Note: For the Requeu
than one plate using th

8.4 The ‘Errore
The Cobra Console’s ‘E
that have terminated w

When an error has occ
red:

Open plat
This display
section 7.4
Note: This
plate is sele

Requeue
This requeu
queue(s) fo

Delete
This delete
confirm the
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Click

The 
exam

The 
erro

Click
on a
only

s field to search for a plate (either type all 
o the text box). Use the cross icon  to 

to view the plate information, for example:

 panel displays the following information:

e image name (this has the queue name 

e plate name as created on the Cobra 
e’ tab (see chapter 13 for more information 

 the layout name as created on the Cobra 
out’ tab (see chapter 13 for more 
 this).

 shows what processing stage the plate was 
 occurred.

ws the error that occurred (for example, 
).

hows the reason why the error occurred.

ob (spot colours are shown in black).
 Cobra Console tabs

 on the tab to display the following window:

‘Queue’ panel lists all of the queues that are available, for 
ple:

number in brackets before the queue name shows how many 
red plates are in that queue.

 on the ALL entry to view the errored plates in all queues, or 
 specific queue name to view errored plates for that queue 
.

Use the Name contain
or part of the name int
clear the text box.

Click on a plate name 

The ‘Plate information’

• Name — the plat
prepended to it).

• Plate — This is th
Layout Tool’s ‘Plat
about this).

• Layout — This is
Layout Tool’s ‘Lay
information about

• Operation — This
at when the error

• Error — This sho
user aborted plate

• Reason — This s

• A preview of the j
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The 

Not
than
 Cobra Console tabs

following buttons are available for the highlighted plate(s):

e: For the Requeue and Delete actions you can select more 
 one plate using the Shift and/or Ctrl keys.

Email log files
This emails log files to the email address(es) specified 
in the Cobra Console’s Preferences (see section 7.6 for 
more details about this).

Open plate in viewer
This displays the plate image in HWViewer. See 
section 7.4 for more details about HWViewer.
Note: This option is not available if more than one 
plate is selected.

Requeue
This requeues the selected plates back to their original 
queue(s) for reprocessing.

Delete
This deletes the selected plate(s). You will be asked to 
confirm the delete.
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Not
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9.1
Befo
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te is the correct size for the job being output 
ould be between 300 x 380 mm minimum 

 maximum. See section 4.5 on page 13 for 
ation).

 register bar option
has a choice of two register bars. To change 

er back to disengage the register bar.

r bar away from you by 180 degrees.

r forwards to lock the register bar into 

the vacuum
holds the plate in place in the drum using a 
ed to up to 16 channels across the drum. 
, you must ensure that the channels covered 
ed on and any uncovered channels are 
is using the vacuum channel switches, which 
ter bar:

Vacuum
switch
ting up the Cobra platesetter for output

 Setting up the Cobra 
platesetter for output

 chapter shows you how to set up the Cobra platesetter so that 
ready to image a plate. It includes the following sections:

9.1, Initial checks of the Cobra platesetter (p46).

9.2, Setting the register bar option (p46).

9.3, Setting up the vacuum (p46).

9.4, Loading a plate into the Cobra drum (p47).

9.5, Unloading the plate (p48).

9.6, If Cobra’s cover is opened during the imaging cycle 
(p48).

e: The Cobra platesetter can optionally use sound alerts during 
ation. Please refer to section 15.3 on page 92 for details on 
ing the sound alerts.

 Initial checks of the Cobra platesetter
re loading a plate into Cobra’s drum you should make the 
wing checks:

Ensure that there are no foreign objects on the Cobra drum 
(pens, cups, paper, etc.).

Check that the Cobra’s drum and surrounding areas are free 
from dust and particles. Refer to section 16.1 on page 98 for 
details on cleaning the drum.

WARNING: Anything left on the Cobra drum could 
damage the Cobra platesetter and/or the plate, and 
particles in the drum may contaminate plates.

• Make sure the pla
(the plate size sh
and 550 x 625 mm
more plate inform

9.2 Setting the
Your Cobra platesetter 
the register bar:

1. Push the black lev

2. Rotate the registe

3. Pull the black leve
position.

9.3 Setting up 
The Cobra platesetter 
vacuum, which is appli
Before imaging a plate
by the plate are switch
switched off. You do th
sit just above the regis



47

9. Set Cobra User Guide

To s

•

•

Not
drum

9.4

WA
follo
and

Befo
Befo

1.

2.

3.

4.

5.

y the Cobra Console, load the plate, as 

along its top and bottom edges (typically, 
d on the top of the plate and your right hand 
the plate). At this point, for protection, you 
rleave sheet on the plate.

o Cobra’s drum by flexing it to form a semi-

edge of the plate under the register bar and 
y the correct position whilst removing the 
plate’s lower edge.

d to arm the register bar by pressing the 
 then position the plate so that it touches all 
ntacts.

xed in a tighter radius than the drum with 
that the upper part of the plate does not 

tained with all registration features use your 
 light pressure to the register bar. 

y, the vacuum pump will start. When this 
dually roll the plate against the drum 
ards the top edge.

is process a contact is lost, its indicator will 
e can be eased off the drum and slightly 
r the register bar to re-establish contact.

y with the vacuum pump running and all 
ting up the Cobra platesetter for output

witch a vacuum channel on or off:

On: Rotate the vacuum channel switch from left to right 
(clockwise) to turn the channel on (as indicated by o on the 
switch).

Off: Rotate the vacuum channel switch from right to left 
(anti-clockwise) to turn the channel off (as indicated by x on 
the switch).

e: Make sure that all channel switches sit flush with the Cobra 
.

 Loading a plate into the Cobra drum

RNING: When handling plates, make sure that you 
w the safe working procedures covered in chapter 3 

 the plate handling procedures in section 4.6.

re loading the plate
re loading a plate into Cobra’s drum:

You may wish to remove the interleave sheet from the plate 
before loading into Cobra’s drum.

Switch on the brightroom’s yellow light or other safety lighting 
and close the door.
Note: Make sure that no-one enters the room while you are 
loading/unloading plates (see “Protecting the plate from being 
fogged by light”, on page 10 for more details).

On the Cobra Console, make sure that the next job is ready 
for output (and that the Cobra Console is not suspended).

Open Cobra’s cover.

Set the vacuum channels correctly for the plate size, as 
described in section 9.3.

6. When prompted b
described next.

Loading the plate
To load the plate:

1. Pick up the plate 
with your left han
on the bottom of 
may keep the inte

2. Offer the plate int
cylindrical shape.

3. Slide the bottom 
into approximatel
hand holding the 

4. Use your free han
Load button, and
the registration co

5. Keep the plate fle
your top hand so 
contact the drum.

6. Once contact is at
free hand to apply

7. After a short dela
has occurred, gra
progressively tow

Note: If during th
flash and the plat
repositioned unde

8. After a short dela
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9.

10

11

12

the plate
n imaged, unload it as follows:

te will not be exposed to any light source 

er.

the plate from the drum.

over is opened during the 

ere is an emergency, you should never 
o stop job output. If you wish to abort 
ting job, then click on the  button 
 bar on the Cobra Console.

ned during the imaging cycle:

ill stop moving immediately.

rating, it will switch off immediately so that 
posed to it.
ting up the Cobra platesetter for output

contacts made, the indicators are, for example:

Note: If you need to abandon the plate load, press the Load 
button on the register bar to switch off the vacuum pump and 
to return the register bar to its ‘disarmed’ state.

Plate loading is now complete.

.Visually check that the plate is fully flush with the Cobra 
drum. If there is a gap between the drum and the plate then 
unload the plate and re-load it.

.When the plate is correctly loaded, close Cobra’s cover. Now, 
Cobra will start its imaging cycle. The Cobra Console shows 
Cobra’s progress as it images the plate (as described in 
section 8.1).

.When Cobra has finished imaging the plate, the Cobra 
Console will ask you to open the cover and remove the plate, 
as described in the next section.

9.5 Unloading 
Once the plate has bee

1. Make sure the pla
that might fog it.

2. Open Cobra’s cov

3. Carefully remove 

4. Process the plate.

9.6 If Cobra’s c
imaging cycle

WARNING: Unless th
open Cobra’s cover t
the currently output
next to the Progress

If Cobra’s cover is ope

1. Cobra’s carriage w

If the laser is ope
you cannot be ex

LED

 button

Load button Registration LED

3-pin edge register bar



49

9. Set Cobra User Guide

2.

3.

4.

5.
ting up the Cobra platesetter for output

On the Cobra Console you will be asked to close the Cobra 
platesetter’s cover:

When you have closed the cover, Cobra’s carriage will return 
to its default position (to the left hand side of the drum) and 
you will see a message on the Cobra Console asking you to 
unload the plate:

Remove the plate and discard it.

Note: The plate will be moved to the ‘Errors’ tab in the Cobra 
Console, from where it can be requeued for re-output.

You can now continue with normal plate output.

Close cover...

Unload plate...
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You 
intro

•

•

nts that make up a 

b output, from page make-up right through 
obra platesetter, consists of processing 
 software applications and parameter files. 
hows how each of these elements makes up 

e job to a Torrent input queue from a 
e network.

ob and applies the settings specified in the 
up (resolution, page size, job rotation, etc.).

e job (as bitmap TIFF file separations) to 
cified in the Torrent page setup.

e looks in this directory for jobs to process, 
b it finds there into the appropriate queue. 

e processes jobs in the queues and then 
e Imager queue which outputs them to the 
 using the parameters stored in the 
t file (created in the Cobra Layout Tool) and 
on (from the Queue Configuration 

 in bold above are the ‘elements’ that make 
eed to create these elements, as described 
rs.
erview of creating a new workflow

. Overview of creating a 
new workflow

n the Cobra system was installed, the engineer set it up to 
 with your plates and other job settings. However, if you want 
troduce a new plate size or type, or change other settings, you 
 to create a new ‘workflow’ through the system — this 
flow gives the system all the information needed to correctly 

e, process and output jobs to the Cobra platesetter.

 chapter includes the following sections:

10.1, When you need to create a new workflow (p50).

10.2, The elements that make up a workflow (p50).

10.3, Naming workflow elements (p52).

e: Chapters 11–14 show you how to create a new workflow.

.1 When you need to create a new 
rkflow
need to create a new workflow in your system when you 
duce either of the following:

A new plate size or type.

A new job position on the plate.

10.2 The eleme
workflow
The whole process of jo
to final output to the C
‘elements’ that include
The diagram overleaf s
the workflow:

• First, you print th
workstation on th

• Torrent RIPs the j
Torrent page set

• Torrent outputs th
the directory spe

• The Cobra Consol
and places any jo

The Cobra Consol
moves them to th
Cobra platesetter,
associated Layou
queue informati
application).

Note: The items shown
up the workflow. You n
in the following chapte
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up 

mation
le gets the 

and other 
ls from the 
n application.

Layout file
The Cobra Console gets the plate and 
job information from the appropriate 

Layout file (created in the Cobra 
Layout Tool)

Cobra Console

34

52

Plate image 
output
to Cobra

n Layout files from 
Cobra Layout Tool

tion

SM52.icf
Ryobi34.icf
Ryobi52.icf
erview of creating a new workflow

Workflow elements

Torrent input queue
u print a job to the Torrent 
t queue from a page make-
workstation on the network

Torrent page setup
Jobs are processed by Torrent 
using the settings in the page 

setup

Bitmaps directory
The resulting TIFF bitmap files 
are placed in a sub-directory 
of K:\PLOTDATA\BITMAPS on 

the Cobra workstation

Queue infor
The Cobra Conso

queue names 
processing detai

Queue Configuratio

Job printed 
from page 
make-up 
application

Page make-up 
workstation on the 

network

Torrent RIP
Page setups

SM52
Ryobi34
Ryobi52

K:\PLOTDATA\BITMAPS\SM52

K:\PLOTDATA\BITMAPS\Ryobi

K:\PLOTDATA\BITMAPS\Ryobi

Queue 
Configuratio

SM52
Ryobi34
Ryobi52

Cobra worksta

TIFF 
files 

output 
from 

Torrent

Torrent
workstation
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erview of creating a new workflow

.3 Naming workflow elements
re you create the new workflow you should choose a common 
e for all the separate workflow elements. Giving all workflow 
ents the same name makes it easier to:

Create, edit and delete workflows.

Track jobs.

Track errors.

Maintain your system (for file deletion, etc.).

g the press name is the recommended way of naming your 
kflows, for example, SM52. However, the workflow name may 
 to be more specific: for example, if you have more than one 
flow for the same press. To avoid confusion, make sure the 
e you choose clearly identifies the workflow. For example, the 
es SM52_centred and SM52_default are more meaningful 
 SM52_1 and SM52_2.
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sub-directory should have the same name 
ou are creating, for example, 
MAPS\SM52.

u have a two-computer Cobra system, 
UST be created on the Cobra 
t on the RIP workstation.

iliar with using the Torrent RIP. Chapter 6 
 of the Torrent RIP and the Torrent User’s 
etails on setting up and using the RIP.

s you how to set the Cobra-specific settings 
e setup. For more information about other 
trapping and colour management, please 
nt User's Guide (and/or other 
at was supplied with any Torrent 
u are using).

 the Torrent RIP
 by clicking on the Torrent RIP icon  in 
er of the Cobra Console.

IP does not launch, then open it following 
ion 7.7.
station Cobra system, launch the Torrent 
nu.
eating a Torrent page setup and input queue

. Creating a Torrent page 
setup and input queue

first stage in creating a workflow is to create a page setup and 
t queue in the Torrent RIP. The page setup defines the settings 
olution, page size, etc.) to be applied to the jobs sent to 
ent. The input queue lets you print jobs to Torrent from across 
network.

 chapter shows you how to create a Torrent page setup and 
t queue, and it includes the following sections:

11.1, Before you begin (p53).

11.3, The Page Setup Manager (p54).

11.4, Creating a new page setup (p54).

11.5, Saving the page setup (p61).

11.6, Creating a new input queue (p62).

11.7, When you have finished (p63).

.1 Before you begin
re you start to work through this chapter please bear the 
wing points in mind:

Choose one unique name for the workflow, as discussed in 
section 10.3 on page 52. You will use this name for both the 
page setup and input queue (and also for the Layout file and 
queue that you will create in the following chapters). In this 
example, we will call the new workflow SM52.

Before you create the new page setup, create the directory 
where the TIFF files are to be saved. This should be a sub-
directory of K:\PLOTDATA\BITMAPS\[sub-dir] on the Cobra 

workstation. The 
as the workflow y
K:\PLOTDATA\BIT

WARNING: If yo
this directory M
workstation, no

• You should be fam
gives an overview
Guide gives full d

• This chapter show
in the Torrent pag
settings, such as 
refer to the Torre
documentation th
options/plugins yo

11.2 Launching
Launch the Torrent RIP
the top right-hand corn

Notes: If the Torrent R
the instructions in sect
If you have a two work
RIP from the Start me
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11
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dialog is displayed:

 the details of the page setup you copied. 
to a number of panels, which allow you to 
be applied to your jobs. Each of the panels is 
ing sections.
eating a Torrent page setup and input queue

.3 The Page Setup Manager
orrent, you create a page setup using the Page Setup Manager. 
isplay the Page Setup Manager:

If necessary, stop the input queues by selecting Start Inputs 
in the Torrent menu (so that it does not have a tick by it).

Either choose Page Setup Manager... from the Torrent 
menu, or click on the Page Setup Manager button on the 
toolbar. The following window is displayed:

The Page Setup Manager lists all the page setups that have 
been created. For each one, it shows the page setup’s name, 
output device, resolution, calibration and separations style.

Page Setup Manager lets you edit, create, copy and delete 
e setups. Creating a new page setup is described in the 
wing section.

.4 Creating a new page setup
quickest way to create a new page setup is to copy an existing 
and edit the details. To do this, in the Page Setup Manager 
light an existing page setup and click on the Copy... button.

ssible, copy a page setup that is similar to the one you will be 
ting.

The ‘New Page Setup’ 

This dialog contains all
The dialog is divided in
specify the settings to 
described in the follow
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2.

3.

ht the K:\PLOTDATA\BITMAPS\[sub-
u created on the Cobra workstation (as 

on 11.1) then click on OK. The location of 
ow shown alongside the ‘Folder’ button.

he new workflow directory you created, in 
52.

l other settings are as shown in the ‘TIFF 
log previously:

name as stem box is checked.

Filenames box is unchecked.

e num prefix box is unchecked.

name unchanged box is unchecked. 

e num prefix box is unchecked.

to TIF.

s set to Multiple strips.

 bit order box is unchecked.

2 Bit Alignment (Monochrome Only) 
ked.

g is set to IBM PC.

n is set to CCITT Group 4.

g is set to None.

y Post Processing options.

se the ‘TIFF Configuration’ dialog.

setting the TIFF options.
eating a Torrent page setup and input queue

tput Device

 ‘Output Device’ panel specifies where your output will be sent. 
use with the Cobra system, the output will be to TIFF files. To 
this:

From the Device pull-down list, select TIFF.

Click on the Configure device... button to display the ‘TIFF 
Configuration’ dialog:

To tell Torrent where to output the TIFF files, click on the 
Folder button. The ‘Select Folder’ dialog is displayed.

4. Locate and highlig
dir] folder that yo
described in secti
the TIFF files is n

Note: sub-dir is t
this example, SM

5. Make sure that al
Configuration’ dia

• The Use job

• The Use 8.3 

• The Del pag

• The Use job

• The Del pag

• Suffix is set 

• Tiff format i

• The Reverse

• The Pad To 3
box is unchec

• Byte orderin

• Compressio

• Anti-Aliasin

• Do not set an

6. Click on OK to clo

You have now finished 
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K Separations (Halftone) entry, then 
... button. The following dialog is displayed:

e for the separations style. This should be a 
 that clearly shows the settings, for 
T Seps EllipP 175 lpi.
eating a Torrent page setup and input queue

parations, Screening & Colour

use this panel to set the separations and screening options.

Water recommends the following settings, but if you have 
rent requirements then change the settings, as appropriate.
only need to create a new separations style for Cobra once 
ess you need to create additional separations styles) — it will 
 be available for all page setups.

et the separations and screening options:

Click on the Separations Manager button ( ) to display 
the following dialog:

If there is already a separations style for use with Cobra then 
highlight it and click on the Select button. Otherwise, to 
create a new separations style for use with Cobra, continue 
with the instructions in this section.

3. Highlight the CMY
click on the Copy

4. Type in a new nam
meaningful name
example, CMYK H
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5.

6.

7.

8.

9.

row’ box select Yes from the first pull-down 
e the angle to 135:

yan, Magenta and Yellow angles at 15°, 
ctively.

de separations in job, Override angles 
eseparated jobs, and Recombine 
bs options, as required.

de dot shape in job box.

de frequency in job box.

 and Frequency lists, scroll down to 2540 
ange the frequency to the required value 
d 200 lpi) in the ‘Edit selected row’ panel:

end that you do not set a frequency of over 

ate extra grey levels box near the bottom 
 select 2048 from the Limit distinct 
levels to list.

rlequin Precision Screening box.
eating a Torrent page setup and input queue

Click on the Create button. The following dialog is displayed:

From the Dot shape pull-down menu, select EllipticalP.

In the top window, highlight the Black separation.

In the Edit selected row box type 135 for the new angle:

If there are other colours in the job to be printed (other than 
CMY), highlight (Other Colours in job) in the top window. In 

the ‘Edit selected 
menu, and chang

Note: Leave the C
75° and 0°, respe

10.Select the Overri
in job, Reject pr
preseparated jo

11.Check the Overri

12.Check the Overri

13.In the Resolution
resolution and ch
(between 175 an

Note: We recomm
200 lpi.

14.Check the Gener
of the dialog, then
number of grey 

15.Check the Use Ha
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16

17

w separations style is highlighted, then click 
 to choose this style and return to the ‘New 
g.

must recalibrate the page setup after 
parations style settings. Please refer to 
ull details on calibration.

ent User’s Guide for more details about 
 management options, if necessary.

pping option, if any.

rent User’s Guide (or other supplied 
mation about trapping.
eating a Torrent page setup and input queue

.You have now finished creating the new separations style. The 
finished dialog should look similar to this:

.Click on OK to close the dialog. You will now see the new 
separations style in the Separations Manager:

18.Make sure the ne
the Select button
Page Setup’ dialo

WARNING: You 
changing the se
chapter 12 for f

19.Refer to the Torr
setting the colour

Trapping

Select the required tra

Please refer to the Tor
manual) for more infor
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n:

e Units pull-down list, then set the 
izontal resolution values to 2540.

erride resolution in job box is checked.

cessing options:

n and Exposure fields are not required.

re, check the Enable Feature box then 
om the pull-down menu. Refer to the 
uide for more information about using 
eating a Torrent page setup and input queue

libration & Dot Gain

 panel lets you set the calibration and dot gain settings. 
brating the page setup is quite an involved process and is 
red fully in chapter 12.

RNING: You MUST calibrate your Torrent page setups to 
ure quality of output.

ssette & Page

 panel is not required for use with the Cobra system.

Resolution

To specify the resolutio

1. Select dpi from th
Vertical and Hor

2. Make sure the Ov

Processing

To set any required pro

1. The Optimisatio

2. To specify a featu
select a feature fr
Torrent User’s G
features.
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1.

ptions:

ns... button at the bottom of the ‘New Page 
isplay the following dialog:

equired (refer to the Torrent User’s Guide 
ion).

nished, click on OK to close the ‘Page Setup 
eating a Torrent page setup and input queue

ects

 following effects are available:

Negative outputs the job in negative.

Mirrorprint produces a mirror image (reflected in the vertical 
axis).

The Control strip option is not suitable for use with the 
Cobra system so do not select it.

You can Rotate the job by 0, 90, 180 or 270 degrees.

Trim page removes white space at the top and bottom of the 
job.

Note: You can see the effects of selecting the Rotation, 
Negative and Mirrorprint options in the small page icon .

ling

et the scaling:

Set the Horizontal and Vertical scaling to 100%.

Options...
To set the page setup o

1. Click on the Optio
Setup’ dialog to d

2. Set the fields, as r
for more informat

3. When you have fi
Options’ dialog.
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You 
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e page setup
 you have just created:

 As... button, type the workflow name into 
 then click on the Save button.

ou have just created appears in the ‘Page 
or example:

se this window.

e sure that you close the ‘Page Setup 
king the OK button, otherwise any 
ve made to the page setups will be lost.

IPed using this page setup will have these 

ated a page setup, you need to associate it 
hich will allow you to send jobs from your 
tion to Torrent. This is covered next.
eating a Torrent page setup and input queue

F Options...
et the PDF options:

Click on the PDF Options... button to display the following 
dialog:

Set the fields, as required (refer to the Torrent User’s Guide 
for more information).

When you have finished, click on OK to return to the ‘New 
Page Setup’ dialog.

have now finished creating the page setup. Saving it is covered 
e next section.

11.5 Saving th
To save the page setup

1. Click on the Save
the Save As box,

2. The page setup y
Setup Manager’, f

3. Click on OK to clo

WARNING: Mak
Manager’ by clic
changes you ha

Any job subsequently R
settings applied. 

Now that you have cre
with an input queue, w
page make-up worksta
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5.

abled box is checked:

ot set Enabled, the input queue will be 
 Input Controller, and you will not see it on 
after you have broadcast your input queues.

se the ‘Input Channel Edit’ dialog. In the 
you will see the input queue you have just 

ontroller’.
eating a Torrent page setup and input queue

.6 Creating a new input queue
reate an input queue for the page setup you have just created:

Select Input Controller... from the Torrent menu to display 
the ‘Input Controller’:

Click on the New button. The ‘Input Channel Edit’ dialog is 
displayed:

Select the Page Setup you have just created from the pull-
down list.

Type in the workflow Name for the new input queue (for 
example, SM52).

Select AppleTalk from the Type pull-down list.

Note: It is possible to send jobs to Torrent other than via 
AppleTalk. Please refer to the Torrent User’s Guide for 
further details about this.

6. Make sure the En

Note: If you do n
marked Off in the
any workstations 

7. Click on OK to clo
‘Input Controller’ 
created:

8. Close the ‘Input C
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.7 When you have finished
 that you have finished creating a new Torrent page setup and 
t queue, you need to run through the test and calibration 
edures, as described below.

ting the Torrent page setups and input queues
est that the Torrent page setups and input queues you have 
ted are working properly:

Copy the appropriate Cobra PPD to a workstation you are 
printing from and create a Cobra print queue (chapter 19 
shows you how to do this).

Test the input queue and page setup by printing a job from 
the page make-up workstation (see section 6.6 on page 26 
for more information about printing a job to Torrent).

Use the Torrent RIP’s Roam feature to check that the job has 
been output correctly (see “Previewing jobs on screen” on 
page 24).

Check that the TIFF bitmap separations are in the correct 
output directory on the Cobra workstation 
(K:\PLOTDATA\BITMAPS\[sub-dir]).

n you have checked that the new input queue and page setup 
working properly you can create a Layout file to associate with 
bra Console queue. This is covered in chapter 13.

brating the page setup
re printing jobs to Torrent you must also calibrate the Torrent 

e setup as described next in chapter 12.

RNING: You must go through the calibration procedure 
cribed in chapter 12 before you produce output for 
thing other than test purposes.
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ion to calibration
d to be created for each Torrent page setup 
ration process is summarized below and 
ns are included in the following sections.

d Torrent page setup and print out an 
et’ on the Cobra platesetter.

er to read the densities off the plate.

bration Manager to create new calibration 
ge setup. Enter the values from the 

 save them.

etup again, attach the new calibration 
save it.

rated target to check the new settings and 
ion, if necessary.

gineer who installed your Cobra system 
age setups that were initially created, you 

te them later on. You will also need to 
 setups you create.
librating Torrent page setups

. Calibrating Torrent page 
setups

y Torrent page setup needs to be calibrated to ensure that the 
ra platesetter produces the correct dot densities for the jobs it 
uts. This chapter describes how to calibrate a Torrent page 
p and includes the following sections:

12.1, Before you begin (p64).

12.2, Introduction to calibration (p64).

12.3, Printing an uncalibrated target (p65).

12.4, Using the Calibration Manager (p65).

12.5, Refining the calibration (p68).

12.6, Re-calibrating a page setup (p69).

e: Also refer to the Torrent User’s Guide for more 
rmation about calibrating page setups.

RNING: You must go through the calibration procedure 
cribed in this chapter before you produce output for 
thing other than test purposes.

.1 Before you begin
re you start working through this chapter, make sure that:

You have created all the required page setups.

You have a suitable plate densitometer.

You have suitable plates and a processor.

12.2 Introduct
Calibration settings nee
that you use. The calib
step-by-step instructio

1. Select the require
uncalibrated ‘targ

2. Use a densitomet

3. Use Torrent’s Cali
settings for the pa
densitometer and

4. Select the page s
settings to it and 

5. Print out the calib
refine the calibrat

Note: Although the en
calibrated the Torrent p
may need to re-calibra
calibrate any new page
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6.

 Calibration Manager
the test strip to plate and read the values, 
 calibration settings in the Calibration 

p Manager... from the Torrent menu to 
tup Manager.

etup you are calibrating and click on the 
pen the ‘Edit Page Setup [name]’ dialog.

 & Dot Gain’ panel, click on the Calibration 
ger button:

ot Gain) Manager’ is displayed:

any calibration sets that have already been 
librating Torrent page setups

.3 Printing an uncalibrated target
first step in calibrating a page setup is to print an uncalibrated 
et. To do this:

In Torrent, deselect Start Inputs... on the Torrent menu.

Select Print Calibration from the Output menu to display 
the following dialog:

Select the page setup you wish to calibrate from the list in the 
From Page Setup(s): column.

From the Print for pull-down menu, select Monochrome 
only.

Click on the Print uncalibrated target button. This 
produces a test strip which you should output to Cobra.

When you have output the job to plate and processed it, use 
an appropriate densitometer to measure the values on the 
test strip. Make a note of the values you measure.

12.4 Using the
Once you have output 
you need to create new
Manager. To do this:

1. Select Page Setu
open the Page Se

2. Select the page s
Edit... button to o

3. In the ‘Calibration
(Dot Gain) Mana

4. The ‘Calibration (D

This window lists 
created.
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tion is normally valid for all screen 
ou can enter a range for the Screen freq., 
lect the appropriate units of measurement. 

re box unchecked. 

se for Pos & Neg is unchecked. This is 
bra software.

riate value from the Measurements as 
depending on the type of densitometer that 

olors box should be left unchecked.

ed 0.0 to 100.0 type in the values that you 
ur test strip.
librating Torrent page setups

From the Device pull down menu at the top of the dialog 
select TIFF.

From the Colour pull-down menu, select Monochrome.

Click on New... to display the ‘Edit uncalibrated target for 
TIFF’ dialog:

In the Name field, give the calibration set a name based on 
the one for the page setup.

In the ‘Warning Criteria’ panel, enter values for Resolution, 
Dot shape and Screen Freq that match those of the page 
setup you are calibrating.

Note: The calibra
frequencies, but y
if required, and se

10.Leave the Exposu

11.Make sure that U
handled by the Co

12.Select the approp
pull-down menu, 
you are using.

13.The Force solid c

14.In the boxes mark
measured from yo
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 (Dot Gain) Manager’, make sure that the 
ighlighted, and click on Select.

to the ‘Edit Page Setup [name]’ dialog. The 
l now be displayed in the Calibration field.

urn to the Page Setup Manager, and on OK 

e sure that you close the ‘Page Setup 
king the OK button, otherwise any 
ve made to the page setups will be lost.
librating Torrent page setups

.When you have finished, the dialog will look similar to this:

.Click on OK to save the calibration settings.

17.In the ‘Calibration
calibration set is h

18.You are returned 
calibration set wil

19.Click on OK to ret
to exit it.

WARNING: Mak
Manager’ by clic
changes you ha
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alues are significantly different, select Page 
.. from the Torrent menu to open the ‘Page 

etup you are calibrating and click on the 
pen the ‘Edit Page Setup [name]’ dialog.

 & Dot Gain’ panel, click on the Calibration 
ger button. The ‘Calibration (Dot Gain) 
yed.

pull down menu at the top of the dialog 

pull-down menu, select Monochrome.

ired calibration and click on the Edit from 
t....

ed 0.0 to 100.0 type in the values that you 
ur test strip.

nished, click on OK to save the calibration 

 (Dot Gain) Manager’, make sure that the 
ighlighted, and click on Select.

to the ‘Edit Page Setup [name]’ dialog.

urn to the ‘Page Setup Manager’, and on OK 

e sure that you close the ‘Page Setup 
king the OK button, otherwise any 
ve made to the page setups will be lost.

 most important rule is to match the edit 
f target, so:

easurements using uncalibrated test strips, 
 Edit from uncalibrated target (or New).
librating Torrent page setups

.5 Refining the calibration
ecommend that you repeat the calibration process at least one 
e time in order to verify that the calibration is correct and to 
ide further refinement to it. To do this:

In Torrent, select Print Calibration... from the Output menu 
to display the following dialog:

Select the required page setup from the From Page 
Setup(s): column.
Note: This is the same page setup that you used in the 
previous section.

From the Print for pull-down menu, select Monochrome 
only.

Click on the Print calibrated target button. This produces a 
test strip which you should output to Cobra.

When you have output the job to plate and processed it, use 
an appropriate densitometer to measure the values on the 
test strip. Make a note of the values you measure.

6. If the measured v
Setup Manager.
Setup Manager’.

7. Select the page s
Edit... button to o

8. In the ‘Calibration
(Dot Gain) Mana
Manager’ is displa

9. From the Device 
select TIFF.

10.From the Colour 

11.Highlight the requ
calibrated targe

12.In the boxes mark
measured from yo

13.When you have fi
settings.

14.In the ‘Calibration
calibration set is h

15.You are returned 

16.Click on OK to ret
to exit it.

WARNING: Mak
Manager’ by clic
changes you ha

During calibration, the
command to the type o

• When entering m
always do so with
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1.

2.

3.

4.

5.

6.

7.

8.

ired calibration and click on the Edit from 
t... button.
ed the uncalibrated target, click on the Edit 
ed target button.

ed 0.0 to 100.0 type in the values that you 
ur test strip.

nished, click on OK to save the calibration 

 (Dot Gain) Manager’, make sure that the 
ighlighted, and click on Select.

to the ‘Edit Page Setup [name]’ dialog.

urn to the ‘Page Setup Manager’, and on OK 

e sure that you close the ‘Page Setup 
king the OK button, otherwise any 
ve made to the page setups will be lost.

ration... from the Output menu.

d page setup from the Page Setup(s): 

r pull-down menu, select Monochrome 

 calibrated target button. This produces a 
ou should output to Cobra.

utput the job to plate and processed it, use 
nsitometer to measure the values on the 
 note of the values you measure.
librating Torrent page setups

When using calibrated test strips, always do so using Edit 
from calibrated target.

RNING: Calibration will be completely wrong if you do 
 follow this rule.

.6 Re-calibrating a page setup
may need to re-calibrate the page setup when, for example, 
change inks, processing chemicals or toner, or you change the 
er stock. If the page setup has not been changed and you are 
g its existing calibration set, the process is straightforward:

In Torrent, select Print Calibration... from the Output 
menu.

Select the required page setup from the From Page 
Setup(s): column.

From the Print for pull-down menu, select Monochrome 
only.

Click on the Print calibrated target button. This produces a 
test strip which you should output to Cobra.
Note: If preferred, you can print out the original, uncalibrated 
job. Click on the Print uncalibrated target button.

When you have output the job to plate and processed it, use 
an appropriate densitometer to measure the values on the 
test strip. Make a note of the values you measure.

If the measured values are significantly different, select 
Calibration Manager... from the Output menu to display 
the ‘Calibration (Dot Gain) Manager’.

From the Device pull down menu at the top of the dialog 
select TIFF.

From the Colour pull-down menu, select Monochrome.

9. Highlight the requ
calibrated targe
Note: If you print
from uncalibrat

10.In the boxes mark
measured from yo

11.When you have fi
settings.

12.In the ‘Calibration
calibration set is h

13.You are returned 

14.Click on OK to ret
to exit it.

WARNING: Mak
Manager’ by clic
changes you ha

15.Select Print calib

16.Select the require
column.

17.From the Print fo
only.

18.Click on the Print
test strip which y

19.When you have o
an appropriate de
test strip. Make a
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21
librating Torrent page setups

.If you are satisfied with the values, then the re-calibration 
process is complete.

.If you are not satisfied with the values, then refine this 
calibration further by following the instructions in section 12.5 
on page 68 again.
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Befo
corr
plat
now

13
Laun

e Preferences
he Cobra Layout Tool that you are creating a 

rences tab:

onitor software is installed on your system, 
 tabs on this dialog:
eating a Layout file

. Creating a Layout file
r creating the Torrent page setup and input queue you need to 
te a Layout file (also known as an Imager Configuration File, or 
file) using the Cobra Layout Tool. Layout files contain the plate 
 job position information that the Cobra Console needs when 
utting your jobs to the Cobra platesetter (and also information 
ired for using InkMonitor, if this application is installed with 
 Cobra system).

 chapter includes the following sections:

13.1, Before you begin (p71).

13.2, Launching the Cobra Layout Tool (p71).

13.3, Setting the Preferences (p71).

13.4, Creating a new layout (p72).

13.5, Selecting a plate (p74).

13.6, Creating a new plate definition (p75).

13.7, Saving the Layout file (p76).

.1 Before you begin
re you create a new Layout file, you need to determine the 
ect laser power for the plate that will be used. Determining the 
e’s laser power is covered in chapter 18 and you should do this 
 if you have not done so already.

.2 Launching the Cobra Layout Tool
ch the Cobra Layout Tool as described in section 7.7.

13.3 Setting th
First, you need to tell t
Layout file. To do this:

1. Click on the Prefe

Note: If the InkM
you will see more
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4.

5.

 new layout
‘Layout’ pane to create a new layout, which 
f the job on the plate and other settings. To 

ut tab to display the following pane:

or is installed on your system, this dialog 
tions, as described in step 4 below.

. button and type in the new workflow name 
ck on OK.
eating a Layout file

In the ‘Application Setup’ panel, click on the Layout editor 
radio button.

Check the Front of bed at bottom of screen box.

In the ‘Choice of Units’ panel, select either Metric to display 
measurements in millimetres, or Imperial to display 
measurements in inches.

Click on the Apply button to apply any changes.

13.4 Creating a
Next, you will use the 
specifies the position o
do this:

1. Click on the Layo

Note: If InkMonit
will have extra op

2. Click on the Add..
for the layout. Cli
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3.

4.

5.

ap’ setting specifies the amount of space 
 or left edge of the plate and the image. Set 
 gap (you cannot set both), as required.

image right up to the edges of the plate in 
ction so it is not absolutely necessary to set 

 setting specifies the amount of space 
r bottom edge of the plate and the image. 

Back gap (you cannot set both), as 

t gap must take into account the part of the 
ageable, for example, 10 mm.

Right gap

ob

Front gap

Back gap

ob
eating a Layout file

In the ‘Information’ panel, click on the Centre horizontal 
and/or Centre vertical boxes, if required.

InkMonitor users only:

• Check the Ink coverage box if you want to generate ink 
duct settings.

• Do not check the Output plate box.

All users: Right-click the mouse in the white plate layout 
area and select Plate Borders... from the pop-up menu. The 
following dialog appears:

6. The ‘Horizontal G
between the right
the Right or Left

Note: Cobra can 
the horizontal dire
a horizontal gap.

7. The ‘Vertical Gap’
between the top o
Set the Front or 
required.

Notes: The Fron
plate that is unim

Left gap

J

J
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8.

9.

a plate
is layout:

 tab to display the ‘Plate’ pane:

d Plate name from the pull-down list.

 you require isn’t listed in the Plate Name 
ed to create a new one. See section 13.6 on 
s on creating a new plate definition.
eating a Layout file

It is not possible to image over the section of plate under the 
register bar, so the front gap cannot be set smaller than the 
10mm minimum.

Example: If you set a Right gap of 50 mm and a Front gap 
of 10 mm, the image will be positioned thus on the plate:

Note: The plate borders settings are applied in addition to the 
Centre horizontal and Centre vertical settings to give you 
more flexibility when positioning the image on the plate.

When you have finished, click on OK to close the ‘Plate 
Borders’ dialog.

On the ‘Layout’ pane, click on the Apply button.

13.5 Selecting 
To select a plate for th

1. Click on the Plate

2. Select the require

Note: If the plate
menu then you ne
page 75 for detail

50 mm
Right gap

10 mm
Front gap

P
la

te
 e

d
g
e

Job
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3.

4.

You 
save

 new plate definition
efinition:

 tab to display the following dialog:

or is installed with your Cobra system, this 
xtra options.

.. button, type a new name for the plate 

t and Width of the plate.

ness of the plate (usually 0.3 or 0.15 mm).

r Negative for the plate Type.
eating a Layout file

InkMonitor users only: On the ‘Plate’ pane, you also need 
to select an ink coverage or PPF configuration file:

Click on the Browse... button to locate and select the 
required file.

Note: Please refer to the InkMonitor User’s Guide for more 
information about creating and using configuration files.

All users: Click on the Apply button.

have now finished creating a new layout. Next you need to 
 it as a Layout file, as described in section 13.7 on page 76.

13.6 Creating a
To create a new plate d

1. Click on the Plate

Note: If InkMonit
dialog will have e

2. Click on the Add.
then click on OK.

3. Type in the Heigh

4. Type in the Thick

5. Select Positive o
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6.

7.

8.

You 

13
Whe
save

1.

2.

gate to the default ICF directory (usually 
VX.X.X), then type the workflow name for the 
 for example, SM52.icf.
end that you use the same name for the 

 have used for the layout definition in the 
l.

 button. The Layout file is saved.

nished using the Cobra Layout Tool, quit out 
e Exit button.

ew Cobra Console queue (using the Queue 
on), you will associate it with this Layout 
the next chapter.

ted a new layout, plate definition or Layout 
 save this new information, as described in 
8.
eating a Layout file

Type in a value for the Laser power.

Note: Instructions for determining the laser power can be 
found in chapter 18.

InkMonitor users only: You need to select an ink coverage 
or PPF configuration file:

Click on the Browse... button to locate and select the 
required file.
Note: Please refer to the InkMonitor User’s Guide for more 
information about creating and using configuration files.

All users: When you have finished, click on the Apply button 
to apply the changes.
Note: The plate you select here will also be applied to the 
currently selected layout on the Layout tab. Therefore, make 
sure that you select the correct plate for the currently 
selected layout, then click on the Apply button.

have now finished creating a new plate definition.

.7 Saving the Layout file
n you have selected the required plate and layout you need to 
 the information as a Layout file. To do this:

Click on the Layout tab and check that the settings are 
correct.

Click on the Save button to display the ‘Save As’ dialog.

3. If necessary, navi
D:\COBRA\ENGINE 
Layout file name,
Note: We recomm
Layout file as you
Cobra Layout Too

4. Click on the Save

5. When you have fi
of it by clicking th

When you create the n
Configuration applicati
file. This is covered in 

Note: If you have crea
file, it is a good idea to
section 16.2 on page 9
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•
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Not
InkM

14
Befo

•

•

ew of creating a new queue
figuration application to create a new Cobra 
h queue you will specify the following 

tion of these settings requires a new queue 

The queue’s name (the new queue will 
have the workflow name).

Where the Cobra Console looks for jobs to 
process. This is the directory where the 
Torrent RIP saves the bitmap TIFF files.

This specifies where the job’s thumbnail 
images can be found.

These specify settings such as the job’s 
priority.

This specifies which application should 
process your jobs.

This specifies the Layout file (created in 
the previous chapter), which contains 
information about the plate size, job 
position, etc.

These options specify what happens to the 
job after it has been processed.

These settings ensure that only one job 
can be output to the Cobra platesetter at a 
time.
eating a TicketMaker queue

. Creating a TicketMaker 
queue

final stage of creating the new workflow is to create a 
etMaker queue. You do this using the Queue Configuration 
lication, as described in this chapter.

 chapter includes the following sections:

14.1, Before you begin (p77).

14.2, An overview of creating a new queue (p77).

14.3, Launching the Queue Configuration application (p78).

14.4, Creating a new queue (p78).

14.5, The finished queue (p87).

14.6, Checking the new queue (p88).

14.7, Other Queue Configuration options (p88).

14.8, Setting the preferences (p89).

e: This chapter also includes instructions for setting up an 
onitor queue.

.1 Before you begin
re you follow the instructions in this chapter:

Create the required Layout file(s) using the Cobra Layout Tool 
(refer to chapter 13 for instructions).

Make sure that the Imager and Completed queues have 
already been created (as described in Appendix A and 
Appendix B).

14.2 An overvi
You use the Queue Con
Console queue. For eac
information:

Each different combina
to be created.

Name

Inputs

Thumbnail images

Job settings

Processes to run

Process
instructions

Clean-up

Resource
management
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14
ap
To la

1.

2.

 new queue
 you can do either of the following:

 queue template.

queue and edit its details.

existing queue and edit its details. The 
pter show you how to do this.

eue to copy (other than the Imager or 
en you should create a new queue from a 
structions in this section also cover how to 

:

n existing queue in the ‘Output Queues’ 
on the Copy button.

ot copy the Imager or Completed queue.

ueue to copy, click on the Add button.
eating a TicketMaker queue

.3 Launching the Queue Configuration 
plication
unch the Queue Configuration application:

Follow the instructions in section 7.7 for launching the Queue 
Configuration application.

The ‘Queue Configuration’ window opens:

This window lists all the queues that you see in the Cobra 
Console.

WARNING: If there are no ‘Imager’ and ‘Completed’ 
queues then you must create these now before you 
create any other queues. Appendix A and Appendix B 
show you how to do this.

Note: Do not delete the ‘Imager’ or ‘Completed’ queues.

14.4 Creating a
To create a new queue

• Start with a blank

• Copy an existing 

It is easier to copy an 
instructions in this cha

Note: If there is no qu
Completed queue) th
blank template. The in
do this.

To create a new queue

1. Either highlight a
window and click 

WARNING: Do n

Or if there is no q
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2.

e in the workflow name for the new queue 

ifies the directory where the Cobra Console 
be processed.

tory that holds the TIFF files coming from 
ueue must have a unique input directory.

:

ge... button to display the following dialog:

sually K:\PLOTDATA\BITMAPS\SUB-DIR, where ‘sub-
f the sub-directory where the high-res TIFF 
ent RIP are saved (if you have followed our 
ming convention, then the sub-directory 
kflow name, for example, SM52).
eating a TicketMaker queue

The ‘Overview’ dialog appears:

The ‘Overview’ dialog lets you view and edit the queue’s 
settings. The following sub-sections show you how to set each 
option in the ‘Overview’ dialog.

Name

In the Name field, typ
(for example, SM52).

Inputs

The ‘Inputs’ panel spec
should look for files to 

Note: This is the direc
the Torrent RIP. Each q

To specify the directory

1. Click on the Chan

The directory is u
dir’ is the name o
files from the Torr
recommended na
should be the wor
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2.

3.

4.

Th

The 
Cob
the 

of the thumbnail images:
ge... button. The following dialog appears:

nail Images directory is usually located at 
SUB-DIR, where ‘sub-dir’ is the name of the 
re the high-res TIFF files from the Torrent 
 directory should be the workflow name, for 

se... button, locate the required directory, 
OK button.

nished, click on OK to close the ‘Thumbnail 
dialog.
eating a TicketMaker queue

Either type the full pathname of this directory into the Path 
field, or click on the Browse... button to display the ‘Queue 
Hot Directory’ dialog:

Locate and highlight the required directory then click on OK.

In the ‘Inputs’ dialog, check that the correct directory name is 
shown.

When you have finished, click on OK to return to the 
‘Overview’ dialog.

umbnail Images

LRG application creates job thumbnail images for display in the 
ra Console (see section 5.5 on page 20 for more details about 
LRG application).

To specify the location 
1. Click on the Chan

Note: The Thumb
K:\PLOTDATA\VIEW\
sub-directory whe
RIP are saved (the
example, SM52).

2. Click on the Brow
then click on the 

3. When you have fi
Image Directory’ 
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Job

The 
Thes
the 
dialo

Not
exam

nel has the following options:

es

al.

cessing state of all jobs arriving in the 
ded (you can change the queue’s status 
 Console).

ails for all jobs as they arrive in the 

ys a thumbnail image of all jobs arriving in 
nly if the Low Res Generator has created 
bnail directory has been specified).

umbnail image when job is active
 option.

 option.

ssing’ panel, select the Don’t process files 
with write access option.

lti-Job Settings’ option — make sure it is set 
idually.
eating a TicketMaker queue

 Settings

‘Job Settings’ let you specify options such as the job’s priority. 
e settings will be applied to all jobs in the queue. To specify 

job settings, click on the Change... button. The following 
g is displayed:

e: For use with the Cobra Console, not all job settings (for 
ple, Number of copies), will take effect.

Initial settings
The ‘Initial Settings’ pa

• Number of copi
Set this to 1.

• Initial priority
Set this to Norm

• Initial state
Set the initial pro
queue to Suspen
later in the Cobra

• Display thumbn
queue
This option displa
the queue (but o
them and a thum

• Only display th
Do not select this

• Hide this queue
Do not select this

During processing
From the ‘During proce
while they are open 

Multi-Job Settings
Do not change the ‘Mu
to Process jobs indiv
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Not
sect
instr
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jobs

1.

owing dialog:

d to change the settings in the ‘Processes’ 
that they are as follows:

uld specify the TicketMaker.exe 
his can usually be found at D:\Cobra\Engine 
eating a TicketMaker queue

 Filtering
ot change the options in the ‘File Filtering’ panel. Make sure 
 are set as shown below:

cesses to run
e: If you are an InkMonitor user, go straight to the next sub-
ion “Processes to run (InkMonitor users only)” on page 83 for 
uctions on how to set the options in this panel.

 ‘Processes to run’ panel specifies which application will process 
. To set this:

In the ‘Processes to run’ panel, click on the Change... button 

to display the foll

2. You shouldn’t nee
dialog, but check 

• The Path sho
application (t
vx.x.x\).
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3.

Pro

The 
your
pass

1.

owing dialog:

th’ panel, the Path should specify the 
or application file (INKDUCT.EXE if you want 
ter or a file, or CIP3.EXE if you want to 

 as follows:

he full path name of the executable 
le into the Path box (for example, 
INE VX.X.X\INKDUCT.EXE).
eating a TicketMaker queue

• The box This process is a Resident Process should be 
checked.

• The Run this process as option should be set to 
Hidden (no window visible). 

• The Runtime priority should be set to Normal.

• Set all other options as shown in the ‘Processes’ dialog.

Click on OK to return to the ‘Overview’ dialog.

cesses to run (InkMonitor users only)

‘Processes to run’ panel specifies the application(s) to process 
 jobs. If you are running InkMonitor application, then jobs are 
ed to two applications as described below:

In the ‘Processes to run’ panel, click on the Change... button 

to display the foll

2. In the ‘Process pa
required InkMonit
to output to a prin
output CIP3 files)

• Either type t
InkMonitor fi
D:\COBRA\ENG
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3.

4.

5.

e Browse button to display the ‘Application 
g:

he directory where the TicketMaker 
 installed (this is the Cobra directory), 
KETMAKER.EXE file then click on OK.

lowing options:
is process is a Resident Process option.

this process as option to Hidden (no 
ble). 

ime priority to Normal.

es for this queue’ panel, set the Processes 
ould be run to in series:

nished, click on OK to return to the 
eating a TicketMaker queue

• Or click on the Browse button to display the ‘Application 
To Run’ dialog:

Navigate to the Cobra directory, select the required 
InkMonitor executable file then click on OK.

Also set the following options:

• Select the This process is compatible with Q2 v3.0 
option.

• Set the Run this process as option to Hidden (no 
window visible).

• Set the Runtime priority to Normal.

• Set all other options as shown in the ‘Processes’ dialog 
shown previously.

Now click on the Add Process button. The dialog will clear.

In the ‘Process path’ panel, the Path should now specify the 
TicketMaker application file as follows:

• Either type the full path name of the executable 
TicketMaker file into the Path box (for example, 
D:\COBRA\ENGINE VX.X.X\TICKETMAKER.EXE).

• Or click on th
To Run’ dialo

Navigate to t
application is
select the TIC

6. Also select the fol
• Select the Th

• Set the Run 
window visi

• Set the Runt

7. In the ‘All process
in this queue sh

8. When you have fi
‘Overview’ dialog.
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the 

To s

1.

2.

3.

4.

ocessed, you need to specify what happens 
n the ‘Clean-Up’ dialog:

ge... button to display the ‘Clean-Up’ 
eating a TicketMaker queue

cess instructions

 ‘Process instructions’ panel lets you specify the ‘parameters’ 
 the TicketMaker application should run with. In this case, the 
meters are the plate and job position details that you saved in 
Layout file created in chapter 13.

et the process instructions:

Click on the Change... button to display the following dialog:

Click on the This is a file (enter file’s path in the box 
above) radio button.

For the Parameters you need to specify the Layout file that 
you created in chapter 13. Click on the Browse... button, 
locate the required Layout file in the dialog then click on OK.
Note: The default directory for the Layout files is 
D:\Cobra\Engine vx.x.x.

Click on OK to return to the ‘Overview’ dialog.

Clean-up

Once a job has been pr
to it next. You do this i

1. Click on the Chan
dialog:
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2.

3.

Re

You 
one 
susp

anagement’ options:

ge... button to display the ‘Identity’ dialog:

d Mutex Group from the pull-down menu.
no Mutex group available then create a new 
 Cobra Mutex Group 1). 

icketMaker queues must belong to the 
up.

entity field, type a unique name to identify 
e workflow name, for example, SM52).

nished, click on OK to return to the 
eating a TicketMaker queue

Check that the settings are as follows:
• Do not select the options in the ‘Error handling’ panel. 

• In the ‘Jobs that complete successfully’ panel select Pass 
job to another queue (specified below).

• In the ‘Next queue’ panel, type in Imager or click on the 
Browse... button to select it from the list of available 
queues.

• Do not set any other options in this dialog (the dialog 
shown opposite shows the correct settings).

When you have finished, click on OK to return to the 
‘Overview’ dialog.

source Management

need to set the ‘Resource Management’ options so that only 
queue is active at a time. All other queues are automatically 
ended.

To set the ‘Resource M

1. Click on the Chan

2. Select the require
Note: If there is 
one (for example,

WARNING: All T
same Mutex gro

3. In the Output Id
the queue (use th

4. When you have fi
‘Overview’ dialog.
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14
You 
dialo

o the ‘Queue Configuration’ dialog. You will 
e you have just created, for example:

f the Queue Configuration application by 
ton.
eating a TicketMaker queue

.5 The finished queue
have now finished setting up the new queue. The completed 
g should look similar to this:

Click on OK to return t
now see the new queu

You can now quit out o
clicking on the OK but
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14
Now
oper

1.

2.

3.

4.

Not
reco
pag

ue Configuration options

ion’ dialog also contains the following 

ove a queue’s position up or down in the list 
queues are displayed in the same order that 

 that you keep the queues ordered as 
etMaker queues], Completed.

erences, as described in the next section.
eating a TicketMaker queue

.6 Checking the new queue
, you should make sure that the new queue is set up and 
ating correctly in the Cobra Console. To do this:

Close the Queue Configuration application.

Return to the main Cobra Console window.

You should now see the new queue you have just created in 
the ‘Queues’ tab, for example:

The queue is now ready to output your jobs to the Cobra 
platesetter.

e: When you have finished creating all new queues, we 
mmend that you save the new information. Section 16.2 on 
e 98 shows you how to do this.

14.7 Other Que

The ‘Queue Configurat
buttons:

Up/Down
Use these buttons to m
(in the Cobra Console, 
they appear here).
Note: We recommend
follows: Imager, [Tick

Preferences...
Use this to set the Pref
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1.

2.

ncating, cut log file back to option to set 
 of the log file (in lines). 

exceeds the maximum size, it will 
truncated to the minimum size you have 

to set any other options on this dialog.

nished, click on OK to close the ‘General 
g.
eating a TicketMaker queue

.8 Setting the preferences
‘General Preferences’ dialog sets a number of parameters 
ough, for use with the Cobra system, the only settings you are 
y to change are those for the log file size.

hange the log file size:

Click on the Preferences... button to open the ‘General 
Preferences’ dialog:

In the ‘Log file truncation’ panel, use the Truncate 
whenever file gets to option to set the maximum size of the 
log file (in lines).

3. Use the When tru
the minimum size

When the log file 
automatically be 
specified.

4. There is no need 

5. When you have fi
Preferences’ dialo
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desc

 the Cobra Test Tool
Tool as described in section 7.7. The main 
w is displayed:
e Cobra Test Tool

. The Cobra Test Tool
Cobra Test Tool software is used to change the sound alerts, 
in Cobra status information, and to test and help diagnose 
lems with the Cobra platesetter. This chapter describes the 
edures that you may need to use.

e: Apart from changing the sound alerts you will, typically, only 
y out the procedures in this chapter if asked to do so by a 
ort engineer.

 chapter includes the following sections:

15.1, Launching the Cobra Test Tool (p90).

15.2, Setting the preferences (p91).

15.3, Changing the sound alerts (p92).

15.4, The System Status test (p93).

15.5, The Disk Profile test (p95).

e: The Cobra Test Tool’s ‘Calibration Strips’ procedure (used to 
rmine the correct laser power setting for your plates) is 
ribed in chapter 18.

15.1 Launching
Launch the Cobra Test 
‘Cobra Test Tool’ windo
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1.

2.

3.

w the email before it is sent, check the 
mail before sending box.

e the Debug Level. By default, the debug 
t at this value unless an engineer has asked 

aunch the Cobra Test Tool the debug level is 
. Higher debug levels give more information.

tics’ panel, check the Always show 
 test box to display test statistics, including 
ation count, and an indication of how the 
 (that is, pass, fail or active).

rting’ panel, check the Always show a 
ors are reported option to show an error 
as soon as the Cobra Test Tool generates an 

t checked, the status text in the Cobra Test 
 and you can see the error summary by 
 the flashing text.

e into some text fields in the Cobra Test Tool 
 ‘Strip Count’ on the ‘Plate Parameters’ tab) 
dited or corrected by the software, if 
re that it does not contain illegal characters 

ithin the allowable range.

ion Delay’ panel lets you set the delay 
u type a value and when the Cobra Test Tool 
 it is out of range.

cking and amending user-typed values 
nd (i.e. in the middle of the slider). Adjust 
er or faster, as required.

acters are, in general, corrected 
, for example, you type G234 into a field it 
34.
e Cobra Test Tool

.2 Setting the preferences
‘Preferences’ dialog lets you specify units of measurement, the 
resses of email recipients and the debug level.

et the preferences:

Click on the Preferences tab to display the following pane:

Select Millimetres or Inches for the Display Units.

In the Mail Recipients box type in the email addresses 
where results from the Cobra Test Tool are to be sent.

If you are specifying more than one email address, separate 
them with a semicolon (but no spaces), for example:

support@highwater.co.uk;dev@colorprint.co.uk

Note: Contact your system administrator if the Cobra 
workstation has not been set up to send and receive emails.

4. If you want to vie
Always display 

5. If required, chang
level is 1. Leave i
you to change it.

Note: When you l
always reset to 1

6. In the ‘Test Statis
statistics during
elapsed time, iter
test is proceeding

7. In the ‘Error Repo
dialog when err
summary pop-up 
error.

If this option is no
Tool will flash red
double clicking on

8. The value you typ
(for example, the
is automatically e
necessary, to ensu
and that it falls w

The ‘Edit Verificat
between when yo
edits/corrects it if

The delay for che
defaults to 1 seco
the rate to be slow

Note: Illegal char
immediately, so if
would correct to 2
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ntrols from the pull-down menu at the top 
play the following dialog:

ouped as ‘themes’ to simplify the process of 
erent sets of sounds. Two standard themes 
obra system:
e default setting, which plays no sounds.

 the sound set supplied with the Cobra 

es cannot be edited.

Ba
e Cobra Test Tool

.3 Changing the sound alerts
Cobra Test Tool lets you change the sound alerts that play 
ng Cobra’s operation. Sounds can be played for the following 
ts:

isplay the sound alerts dialog:

In the Cobra Test Tool, click on the System Tests tab.

2. Select Sound Co
of the pane to dis

Themes
The sound alerts are gr
switching between diff
are supplied with the C

• Silent — this is th

• Factory — this is
system.

Note: These them

Error Alert The sound played when the Cobra 
platesetter detects an error.

dly registered plate The sound played when the user fails 
to obtain good edge pin register on 
the register bar.

Load Plate The sound played when the Cobra 
platesetter requires the user to load a 
plate.

Unload Plate The sound played when the Cobra 
platesetter requires the user to unload 
a plate.

Close Cover The sound played when the Cobra 
platesetter requires the user to close 
the cover.
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To c

1.

2.

3.

4.

5.

6.

utton to remove the theme displayed in the 

ove the standard themes (Silent and 

ts
 for the current theme:

unds, uncheck the Enable All box.

fic sounds in the theme, make sure the 
 checked, then uncheck the box(es) for the 
lert(s) you want to disable.

m Status test
st performs the following functions:

and firmware version numbers for the Cobra 

nt settings for the Cobra platesetter 

blems with the Cobra platesetter.
e Cobra Test Tool

cting a theme
elect a theme:

Either select the required Theme from the pull-down list

Or start typing the required theme name into the Theme 
field. After a short delay, the theme name matching your 
typing is shown. 

Note: If the theme name you type does not exist, the New 
button is enabled and you can click on it to define a new 
theme, as described below.

ating a new theme
reate a new theme:

Type the new theme’s name into the Theme field.

Click on the New button.
Note: Initially, the new theme contains the sound files that 
were displayed when you clicked the New button.

To change the sound for a particular alert, click on the 
Browse button alongside it to display the ‘Open’ dialog.

Navigate to the appropriate directory (the default location is 
D:\Cobra\beep\sounds), highlight the required sound file and 
click on the Open button.

Note: Currently, only .wav files can be played.

To hear the sound sample, click on the Play button alongside 
the alert.

Note: If the file cannot be found a default sound is played.

Click on the Cancel Test button to stop the sound playing.

Removing a theme
Click on the Remove b
‘Theme’ field.

Note: You cannot rem
Factory).

Disabling sound aler
To disable sound alerts

1. To disable all so

2. To disable speci
Enable All box is
particular sound a

15.4 The Syste
The ‘System Status’ te

• Reports software 
platesetter.

• Reports compone
hardware.

• It can indicate pro
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1.

2.

3.

omplete, the results appear in the ‘Test 
r example:

ine’s sub-systems is shown with its 
n. If a machine sub-system’s icon is crossed 

) then it is not responding and needs 
ion from your support provider.

 the test report or mail it to your authorised 

 report: first make sure that a printer is 
our network, then click on the Print button. 

, you can fax the report to your support 

 report: click on the Save button, select a 
n type in a file name. Click on the Save 

 report: click on the Mail button (make 
e set up one or more email addresses in the 
 dialog — see section 15.2 on page 91). Your 
e will launch and send the email. If you set 
ences to do so, the report will be displayed 
nt.
e Cobra Test Tool

un the ‘System Status’ test:

Click on the System Tests tab, then select System Status 
from the pull-down menu at the top of the pane. The following 
dialog is displayed:

If you also want the test to report the contents of the 
Eeproms associated with each board, check the Get full 
Eeprom details box.
Note: This will slow the test down considerably, so do not 
select this option unless requested to do so by your support 
provider.

Click the Run Test button. You will see the message 
Scanning system, please wait... in the ‘Status’ panel.

4. When the test is c
Detail’ window, fo

Each of the mach
corresponding ico
through in red (
further investigat

5. You can now print
support provider:

• To print the
available on y
Once printed
provider.

• To save the
directory, the
button.

• To email the
sure you hav
‘Preferences’
email packag
up the prefer
before it is se
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e options for the test(s). To do this:

l’ window, right-click on the required drive 
st Options from the pop-up menu. The 
pears:

e you can choose to test a File and/or a 

 File, to get more accurate test results, 
e file (greater than 10Mb). It is not possible 
a file so only select the Read option. 

rowse... button and select the file from the 

Disk, profiling may use all the available free 
 drive. You MUST select both the Read and 
therwise the ‘Read’ results will be 

 a specified size (even if the file size/disk 
ter than this value), check the Limit Test 
lue into the Test size limit (in bytes) 
t limit the test, the entire file or free disk 
d, depending on the test mode.
e Cobra Test Tool

.5 The Disk Profile test
‘Disk Profile’ test checks the speed/data rate of the selected 
(s) and/or file(s). You can run the disk profile tests on all 
lable drives or on individual drives.

ccess the ‘Disk Profile’ test:

Click on the System Tests tab, then select Disk Profile from 
the pull-down menu to display the following:

The ‘Test Detail’ window lists each drive on the Cobra 
workstation.

Setting the test opti
First you need to set th

1. In the ‘Test Detai
and select Set Te
following panel ap

2. For the Test Mod
Disk:

• If checking a
choose a larg
to write-test 

Click on the B
dialog.

• If checking a 
space on the
Write tests o
inaccurate.

3. To limit the test to
free space is grea
box and type a va
field. If you do no
space may be use
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Run
You 
indiv

Run

To r

1.

2.

dividual drives:

dividual drive:

ions for the required drive, as described on 
 (“Setting the test options”).

 drive, and select Profile from the pop-up 

r the drive are displayed in the ‘Test Detail’ 
ple:

t of write and read statistics as follows:

 Expanding the item will display the 
e and maximum data rates. An average data 
is acceptable.

 Expanding the item will display the 
e and maximum data rates. An average data 
 is acceptable.

he test results
plete you can print, save or mail them:

e results to the selected printer.

e results to the specified file.
e Cobra Test Tool

When you have finished setting the options, click on the Set 
button.

ning the Disk Profile tests
can either run the disk profile tests on all listed drives, or on 
idual drives as described in the following sub-sections.

ning the tests on all drives:

un the test for all drives:

Set the Test Options for all the drives, as described in the 
previous sub-section.

Click on the Run Test button. After a while, the test results 
are displayed in the ‘Test Detail’ window, for example:

See “The test results” section overleaf for a description of 
these.

Running the tests on in

To run the test on an in

1. Set the Test Opt
the previous page

2. Right click on the
menu.

3. The test results fo
window, for exam

The test results
The test results consis

• Write Statistics:
minimum, averag
rate of 6–8 Mb/s 

• Read Statistics:
minimum, averag
rate of 8–12 Mb/s

Printing or mailing t
Once the tests are com

• Print — Prints th

• Save — Saves th
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e Cobra Test Tool

Mail — Mails the results to the email recipients listed in the 
‘Preferences’ dialog.

It is possible to print and/or mail a subset of the results by 
right clicking on the Write statistics or Read statistics 
items. A sub-menu appears with the following options:

Select one of the following options:

• Print this selection — Print the expanded selection to 
the selected printer.

• Mail this selection — Mail the expanded selection to the 
recipients specified in the ‘Preferences’ panel.
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ever
drum

We 
hose

bra system settings
s you save Cobra software settings so you 
used settings, if required (for example, if 
et deleted or corrupted).

the Cobra Test Tool to save Torrent RIP 

 settings
bra system settings:

 Test Tool, if it is not already running.

em Tests tab, then select System 
 to display the following dialog:

 current folder are shown in the Archive list 
se button to change the current folder).
intenance

. Maintenance
 chapter shows you how to carry out routine maintenance on 
 Cobra system. It includes the following sections:

16.1, Cleaning the Cobra drum (p98).

16.2, Saving Cobra system settings (p98).

16.3, Deleting old jobs from the workstation (p101).

.1 Cleaning the Cobra drum

RNING: All maintenance to the Cobra platesetter, other 
 that described here, should only be carried out by an 

roved HighWater engineer. Any damage to the Cobra 
esetter resulting from carelessness or non-approved 
ntenance is not covered by HighWater’s warranty. 
 laser beam used in the Cobra platesetter is harmful to 
eyes, so do not attempt to remove the laser carriage 
er.

drum and inside of the Cobra platesetter need to be kept as 
n as possible to minimize the risk of dust, dirt and other 
icles contaminating your plates and the Cobra platesetter. 

should inspect the Cobra drum and the surrounding areas 
y time you load a plate, and you should periodically clean the 
.

recommend that you clean the drum with a vacuum cleaner 
.

16.2 Saving Co
The Cobra Test Tool let
can restore previously 
your current settings g

Note: You cannot use 
settings.

Saving Cobra system
To save the current Co

1. Launch the Cobra

2. Click on the Syst
Archive/Restore

Archive files in the
(click on the Brow
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3.

rmation to save by checking the appropriate 

Configuration Files: These are the Layout 
) created in the Cobra Layout Tool — they 
ion about plate size and image position on 

Plate Layouts: These contain the plate and 
ation used by the Cobra Layout Tool.

figuration Files: These contain the Cobra 
e information.

ou should select all three file types. 

ct the location of the CTP Engine 
les and Spooler Configuration Files 
... button(s) — the locations of these files 
bra\Engine vx.x.x for the CTP Engine 
 and D:\Cobra\Engine Archive for the 
tion files.

hould only be required if you have more 
of Q2 or the Cobra software installed on the 

ished setting the Advanced options, click on 
ton.

’ panel select an Archive Folder by clicking 
 button. Locate the required folder then click 
.

t folder is D:\Cobra\Engine Archive. We 
you always use this folder.

ive button to save the information to file.
intenance

The ‘Info’ panel shows a summary of the most recently 
performed operation (when a new operation is performed the 
previous operation’s details are removed from the ‘Info’ 
panel).

Click on the Advanced... button to display the following 
dialog:

Notes: There may be a delay (sometimes long) before this 
dialog is displayed because the program first tries to locate 
the relevant software on the computer.

If the Q2 software cannot be found, you will not see the 
Spooler Configuration Files field.

4. Select the file info
boxes:

• CTP Engine 
files (ICF files
hold informat
the plate.

• CTP Engine 
layout inform

• Spooler Con
Console queu

Note: Typically, y

5. If necessary, sele
Configuration Fi
using the Locate
are usually D:\Co
Configuration files
Spooler Configura

Note: This step s
than one version 
machine.

6. When you have fin
the Finished but

7. In the ‘Test Detail
on the Browse...
on the OK button

Note: The defaul
recommend that 

8. Click on the Arch
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4.

ore button.

will not be informed if an error occurs 
re process. Therefore, immediately 
he archive, you should scroll through 
to see if any errors have occurred.

that are no longer required:

ct the required Archive Folder using the 
.

t folder is D:\Cobra\Engine Archive.

ive in the Archives list, then click on the 

to confirm that you wish to delete the 

lete the selected archive.
intenance

The archive file name has the following structure:
ArchivedOn_[date:year/mm/dd]_[time:hours/mins/secs]

For example, ArchivedOn_20060117_143309

WARNING: You will not be informed if an error occurs 
during the archiving process. Therefore, immediately 
after creating the archive, you should scroll through 
the ‘Info’ panel to see if any errors have occurred.

toring an archive

RNING: Restoring an old archive will overwrite your 
ent settings, so first save your current settings in case 
 should later need them.

estore previously archived settings:

Click on the Advanced... button and select the file types to 
be restored.

Click on the Finished button.

In the ‘Test Detail’ panel, select the required Archive Folder 
using the Browse... button.

Note: The default folder is D:\Cobra\Engine Archive.

Select the file you wish to restore from the list of Archive 
files:

5. Click on the Rest

WARNING: You 
during the resto
after restoring t
the ‘Info’ panel 

Deleting an archive
To delete old archives 

1. If necessary, sele
Browse... button

Note: The defaul

2. Highlight the arch
Delete... button.

3. You will be asked 
archive:

4. Click on Yes to de



101

16. Ma Cobra User Guide

16
wo
You 
Cob
files
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Not
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To d

1.

al’ panel, click on the Browse... button. 
’ dialog is displayed:

quired directory then highlight the file(s) 
. 

 directory is K:\PLOTDATA\MAPSDONE. This 
 are moved after they have been output to 
lect more than one file using the Shift 

te button. You will be asked to confirm that 
 the selected file(s).

utton to delete the file(s) plus any 
intenance

.3 Deleting old jobs from the 
rkstation
should regularly remove old and unwanted TIFF files from the 
ra workstation. The Cobra Layout Tool lets you remove TIFF 
 and all associated files created by the Cobra system, such as 
files created by LRG.
e: Do not delete unwanted TIFF files using Windows Explorer 
his may leave control and low-res files relating to the deleted 
s on the system. This may cause confusion to the user and/or 
system.

elete unwanted files:

Launch the Cobra Layout Tool and click on the Preferences 
tab to display the ‘Preferences’ dialog:

2. In the ‘Job Remov
The ‘Remove Jobs

3. Navigate to the re
you wish to delete

Note: The default
is where TIFF files
Cobra. You can se
and/or Ctrl keys.

4. Click on the Dele
you wish to delete

5. Click on the Yes b
associated files.
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Torr
prov

ssic, an input queue does not appear in 

ons why a Torrent input queue does not 
on the Macintosh:

e running on the Cobra workstation, or the 
be switched off.

 broadcast your input queues (refer to 
ge 23).

ay be switched off in the Input Controller 
.4 on page 23).

cted the correct options in the Chooser 
.4 on page 23).

d. If so, re-start the system and re-RIP any 
ing processed when the crash occurred.

has occurred, possibly due to a cable fault 
e has become disconnected from a machine. 

ce’ error
f space while a job is being RIPed, Torrent 

essage, for example:

 - Insufficient disk workspace

: Free disk space has gone below 

space available on your disk and the job will 
oubleshooting

. Troubleshooting
 chapter provides troubleshooting information for some 
mon problems. If you cannot solve your particular problem or 
 the help you need, please contact your authorized Cobra 
ort provider.

 chapter covers the following problems:

17.1. Torrent RIP problems (p102):

• On the Macintosh Classic, an input queue does not 
appear in the Chooser (p102).

• ‘Insufficient disk space’ error (p102).

17.2. Cobra Console problems (p103):

• No jobs are being processed (p103).

17.3. Cobra Layout Tool problems (p103):

• There is no Save button on the ‘Layout’ window (p103).

17.4. Plate problems (p103):

• Fogged plates (p103).
• Dirty plates (p103).
• Over/under-exposed plates (p103).

.1 Torrent RIP problems
w are some problems you may encounter when using the 
ent RIP. (Please refer to the Torrent User’s Guide for a 
prehensive list of errors that can occur within the RIP.) 
ent’s main window is also useful for troubleshooting as it 
ides information about what the RIP is doing.

On the Macintosh Cla
the Chooser
There are several reas
appear in the Chooser 

• Torrent may not b
workstation may 

• You may not have
section 6.4 on pa

• The input queue m
(refer to section 6

• You have not sele
(refer to section 6

• Torrent has crashe
jobs that were be

• A network failure 
or because a cabl
Check all cabling.

‘Insufficient disk spa
If your disk runs out o
will display a warning m

System warning

System warning
requested limit

Make some more free 
be re-processed.
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lems
roblems you may encounter.

hey are exposed to light sources other than 
lights for the plate type. Please see page 10 
rotecting your plates from light exposure.

m fingerprints and from dust/dirt particles 
Therefore, it is essential that you handle 
ep the Cobra platesetter clean — 
8 shows you how to do this.

 plates
ly over-exposed or under-exposed over the 
should check the laser power setting for the 
ws you how to do this.
oubleshooting

.2 Cobra Console problems
w are some problems you may encounter when using the 
ra Console.

jobs are being processed
ck that the overall Cobra Console processing status is on and 
 the Imager queue status is on.

.3 Cobra Layout Tool problems
w are some problems you may encounter when using the 
ra Layout Tool.

re is no Save button on the ‘Layout’ window
e ‘Layout’ window has a Start button instead of a Save 
on:

Click on the Preferences tab.

In the ‘Application Setup’ panel, select the Layout editor 
radio button, then click the Apply button.

On the ‘Layout’ window there should now be a Save button.

17.4 Plate prob
Below are some plate p

Fogged plates
Your plates will fog if t
the appropriate safety 
for information about p

Dirty plates
Plates will get dirty fro
from the Cobra drum. 
plates carefully and ke
section 16.1 on page 9

Over/under-exposed
If plates are consistent
whole plate area, you 
plate — chapter 18 sho
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 of determining the laser 
for your plates
g the correct laser power setting for your 
owing steps:

 Test Tool.

ation strips’ job to plate.

 density patches on the plate, and find the 
he correct reading.

to the Cobra Layout Tool.

covered in the following sections.

ck and set the laser power setting for every 
u use.
ecking the laser power setting for your plates

. Checking the laser power 
setting for your plates

need to check the laser power setting for your plates to ensure 
ut quality. This chapter describes how to determine and 
ge the laser power settings, and it includes the following 

ions:

18.1, When to check the laser power setting (p104).

18.2, Overview of determining the laser power setting for 
your plates (p104).

18.3, Outputting the Calibration Strips job (p105).

18.4, Measuring the plate densities (p106).

18.5, Setting the laser power in the Cobra Layout Tool (p108).

.1 When to check the laser power 
ting
need to check the laser power settings for your plates when 
of the following occur:

You start a new box of plates.

You use a new type of plate (for example, a different size or 
thickness).

You change your processor chemistry.

If plates are consistently over-exposed or under-exposed over 
the whole plate area.

18.2 Overview
power setting 
Determining and settin
plates involves the foll

1. Launch the Cobra

2. Output the ‘calibr

3. Measure the 50%
patch that gives t

4. Enter this value in

Each of these steps is 

Note: You need to che
plate size/type that yo
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The 
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1.

2.

3.

t necessary to set the Calibration Strips 
e set the size of, and distance between, the 
 the plate).

System Tests tab and select Calibration 
ull-down menu at the top of the pane. The 
 displayed:

te Name and details are correct.

 the mouse cursor over the plate name, the 
 appear, for example:
ecking the laser power setting for your plates

.3 Outputting the Calibration Strips job
first stage in determining the correct laser power setting for 
plate is to output the Calibration Strips job. To do this:

Launch the Cobra Test Tool as described in section 7.6.

To set up the plate details, click on the Plate Parameters tab 
to display the following:

Select the required plate from the Name menu and check 
that the plate settings (Width, Height, Thickness, etc.) are 
correct.

Notes: The plates available from the Name menu are those 
that were created in the Cobra Layout Tool. If the required 
plate is not available in the list, you need to create it using the 
Cobra Layout Tool (this is covered in section 13.6 on 
page 75).

Generally, it is no
parameters (thes
strips/patches on

4. Now, click on the 
Strips from the p
following dialog is

5. Check that the Pla

Note: If you place
plate’s details will
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7.

8.

9.

10

11

Mea

 the plate densities
to your plate consists of 50% and 2% 
s and columns similar to this:

r power setting for this plate:

w of 50% patches to measure (it does not 
 you choose).

itometer, and starting from either the left or 
 the plate (and with the grip edge at the 
 each 50% patch in the row until you get a 
imately 52% for a positive working plate, or 
r, negative working plate.

Plate’s grip edge

Slow scan direction
ecking the laser power setting for your plates

Click on the Browse button and select the 
CalStrip_175lscr.TIF or CalStrip_200lscr.TIF file, 
depending on the screen ruling required, then click on Open.

Note: The default directory for these files is D:\Cobra\Engine 
vx.x.x\calibration jobs.

Enter 30.00 % for the Start Power.

Enter 3.00 % for the Power Step.

Now load the plate into the Cobra drum (refer to chapter 9 for 
full details on doing this).

Note: Make sure you load the plate for which you are 
determining the laser power setting.

.When the plate is loaded, close Cobra’s lid and click on the 
Run Test button. The Cobra Test Tool will image the plate 
with the Calibration Strips job that you specified.

.When the plate has been imaged, remove it from the Cobra 
platesetter and process it.

suring the plate densities is covered in the next section.

18.4 Measuring
The job that is output 
patches laid out in row

To find the correct lase

1. Select any one ro
matter which row

2. Using a plate dens
right hand side of
bottom), measure
reading of approx
58% for a polyme

F
a
st

 s
ca

n
 d

ir
e
ct

io
n
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 right-hand edge of the selected patch is a 
t, which includes the date, plate size, job 
ion, for example:

tains a laser power value (34.00% in the 
which is the correct setting for your plate. 
his laser power value.

y, keep reading up/down the line of text 
e Power information.

R
eso

lu
tion

=
 2

5
4
0
.0

d
p
i P

ow
er=

 3
4
.0

0
%

 P
la

te=
 6

1
5
.

2
4

2
3

2
2

2
1

2
0

ecking the laser power setting for your plates

Note: For correct readings for other types of plate, please 
contact your dealer.

3. Running down the
vertical line of tex
name and resolut

4. This text also con
example above), 
Make a note of t

Note: If necessar
until you reach th

Select one 50% row of patches and, starting at one end of the 
row, measure each patch until you get the required reading

17

18

19

20
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18
Lay
Onc
you 
sect
and
Con
ecking the laser power setting for your plates

.5 Setting the laser power in the Cobra 
out Tool

e you have determined the correct laser power for your plate, 
need to specify it in the Cobra Layout Tool. Please refer to 
ions 13.4 and 13.6 for details on specifying the laser power 
 saving the information as a Layout file for use with the Cobra 
sole.



109

19. Cr Cobra User Guide

19

Befo
appr
from
will 
mak

This

•

•

•

•

•

•

•

he PPDs to the page make-

 the Cobra PPDs to every page make-up 
 printing to Torrent from.

 PPDs at the following locations:

kstation at:
vx.x.x\PPDs\2-up

supplied with your system.

 will find the following sub-folders:

 contains the PPD file for the Macintosh 
.

s folder contains the PPD file for 
ing Windows XP, Windows 2000 and 

der contains the PPD file for workstations 
 NT.

der contains the PPD file for workstations 
 95 and 98.

 for Mac Classic
s to a Mac Classic workstation:

he Printer Descriptions folder on your 
drive. This is usually located at:

ystem Folder:Extensions:Printer 

PD (from the Mac folder) into this folder.
eating a print queue on the page make-up workstation

. Creating a print queue on 
the page make-up 
workstation

re printing to the Torrent RIP, you need to copy the 
opriate Cobra PPD onto each workstation you are printing 
, and create a Cobra ‘printer’ for each Torrent input queue you 

be printing to. This printer will let you send jobs from the page 
e-up workstation to the Torrent RIP. 

 chapter includes the following sections:

19.1, Copying the PPDs to the page make-up 
workstation (p109).

19.2, Creating a print queue on a Mac OSX 
workstation (p110).

19.3, Creating a print queue on a Mac Classic 
workstation (p112).

19.4, Creating a print queue on a Windows 2000/2003 
workstation (p113).

19.5, Creating a print queue on a Windows XP 
workstation (p116).

19.6, Creating a print queue on a Windows NT 
workstation (p118).

19.7, Creating a print queue on a Windows 95/98 
workstation (p121).

19.1 Copying t
up workstation
First, you need to copy
workstation you will be

You can find the Cobra

• On the Cobra wor
D:\Cobra\Engine 

• On the Cobra CD 

In the PPDs folder, you

• Mac — this folder
(Classic and OSX)

• Win2K_XP — thi
workstations runn
Windows 2003.

• WinNT — this fol
running Windows

• Win9x — this fol
running Windows

Copying Cobra PPDs
To copy the Cobra PPD

1. Locate and open t
Macintosh’s hard 

Macintosh HD:S
Descriptions

2. Copy the Cobra P
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Cop
To c

1.

19
wo
To c

1.

2.

3.

icon to display the following window:

 from the top pull-down list.

d zone, if applicable, from the second pull-

zone where the Torrent input queues are 

ired Torrent input queue from the list of 
eating a print queue on the page make-up workstation

ying Cobra PPDs for Mac OSX and all Windows versions
opy the Cobra PPDs to a Mac OSX or Windows workstation:

Copy the relevant PPD folder (Mac, Win2K_XP, WinNT or 
Win9x) onto the workstation. Make a note of the location as 
you will need to find the folder later when you create the 
Cobra printer.

.2 Creating a print queue on a Mac OSX 
rkstation
reate a Cobra print queue on a Mac OSX workstation:

If you haven’t done so already, copy the relevant PPD file to 
the Mac OSX workstation (see section 19.1 on page 109).

In Torrent: broadcast the input queues by selecting Start 
Inputs... from the Torrent menu (so there is a tick by it).

On the Mac OSX page make-up workstation: launch the 
‘Print Center’ or ‘Printer Setup Utility’ application (you can 
find this on the dock at the bottom of the screen). You will see 
the ‘Printer List’ dialog:

4. Click on the Add 

5. Select AppleTalk

6. Select the require
down list.

Note: This is the 
broadcast.

7. Highlight the requ
available printers.
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8.

9.

ee the Cobra PPD file listed for the Printer 

button.

ew printer in the Printer List:

 to this printer, as described in section 6.6 

ter for any other Torrent input queues you 
 following the instructions in this section 
eating a print queue on the page make-up workstation

From the Printer Model menu select Other... to display the 
‘Choose a File’ dialog:

Locate the Cobra PPD file (usually called HWCobra2up.ppd) 
that you copied to the machine earlier, then click the Choose 
button.

10.You should now s
Model:

11.Click on the Add 

12.You will see the n

13.You can now print
on page 26.

14.Now, create a prin
wish to print to by
again.
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19
Cla
To c

1.

2.

3.

4.

ired Torrent input queue in the right-hand 
 on the Create button to display the 

PPD (usually called HWCobra2up.ppd) 
 click on the Select button. The printer is 
esktop.

r.

 to Torrent via this printer. Please refer to 
ge 26 for details on printing to Torrent.

ter for any other Torrent input queues you 
y following the instructions in this section 
eating a print queue on the page make-up workstation

.3 Creating a print queue on a Mac 
ssic workstation

reate a print queue on a Mac Classic workstation:

If you haven’t done so already, copy the relevant Cobra PPD 
file to the Mac Classic workstation (see section 19.1 on 
page 109).

In Torrent: broadcast the input queues by selecting Start 
Inputs... from the Torrent menu (so there is a tick by it).

On the Mac Classic page make-up workstation: launch 
the Chooser.

Click once on the LaserWriter icon in the top left-hand 
window, and then on the required AppleTalk Zone, if 
applicable. The names of the available Torrent input queues 
appear in the right hand window along with any other 
printers:

5. Highlight the requ
window, then click
following dialog:

6. Select the Cobra 
from the list then
now built on the d

7. Close the Choose

8. You can now print
section 6.6 on pa

9. Now, create a prin
wish to print to, b
again.
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19
20
To c

1.

2.

3.

4.

l printer radio button and make sure that 
ly detect and install my Plug and Play 
not selected. Click Next to display the 

te a new port radio button and select 
ng Devices from the Type pull-down 
 to display the following dialog:
eating a print queue on the page make-up workstation

.4 Creating a print queue on a Windows 
00/2003 workstation
reate a print queue on your Windows 2000/2003 workstation:

If you haven’t done so already, copy the relevant Cobra PPD 
folder to the Windows 2000/2003 workstation (see 
section 19.1 on page 109).

In Torrent: broadcast the input queues by selecting Start 
Inputs... from the Torrent menu (so there is a tick by it).

Depending on your platform do either of the following:
• On the Windows 2000 page make-up workstation: 

from the Start menu, choose Printers from the 
Settings sub-menu to display the ‘Printers’ dialog.

• On the Windows Server 2003 page make-up 
workstation: from the Start menu, choose Printers 
and faxes to display the ‘Printers’ dialog.

Double-click on Add Printer to display the Add Printer 
Wizard. Click Next to display the following dialog:

5. Click on the Loca
the Automatical
printer option is 
following dialog:

6. Click on the Crea
AppleTalk Printi
menu. Click Next
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7.

8.

9.

10

11

12

nd select the setup.inf file. Click on the 

e ‘Install From Disk’ dialog.

 Wizard, Cobra should now be listed. Click 
n to display the following dialog:

me (give it the same name as the Torrent 
n select whether you want this to be the 
ick Next.

ou want the printer to be shared, then click 

o print a test page (we recommend that you 
xt.

izard now displays a summary of your 
at the information is correct then click 

e information is incorrect, click the Back 
et to the required screen, then edit the 
eating a print queue on the page make-up workstation

Double-click on the required AppleTalk zone, if applicable, to 
open the list of printers:

Select the required Torrent input queue then click on OK.

When you are asked if you want to capture the device, click 
on No.

.Next, you are asked for the printer manufacturer and model. 
Click on Have Disk... to display the ‘Install From Disk’ dialog:

.Click on the Browse... button to display the ‘Locate File’ 
dialog.

Note: If you get an error ‘The device is not ready’, click on 
the Cancel button. The ‘Locate File’ dialog is then displayed.

.In the ‘Locate File’ dialog, navigate to the Win2k_XP PPD 
folder that you copied to your workstation earlier.

13.Open the folder a
Open button.

14.Click on OK on th

15.In the Add Printer
on the Next butto

16.Edit the Printer na
input queue), the
default printer. Cl

17.Choose whether y
Next.

18.Choose whether t
do), then click Ne

19.The Add Printer W
choices. Check th
Finish.

Note: If any of th
button until you g
information.
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20

21

22

ished, you will see the printer you have just 
nters’ dialog:

 to Torrent via this printer. Please refer to 
ge 26 for details on printing to Torrent.

or any other Torrent input queues you wish 
 the instructions in this section again.
eating a print queue on the page make-up workstation

.Windows 2003 setup only: If the following warning dialog 
appears select the Continue anyway option, otherwise the 
PPD will not be installed:

.Windows 2000 setup only: If the message Digital 
Signature Not Found appears, click on Yes to continue with 
the installation.

.If you chose to print a test page, you are asked if the test 
page printed out correctly:

Check this in the Torrent RIP’s Output Controller, then click on 
the OK or Troubleshoot... button, depending on whether the 
page printed out correctly or not.

23.When you have fin
created in the ‘Pri

24.You can now print
section 6.6 on pa

Now, create a printer f
to print to, by following
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19
XP
Not
prot
Torr
Prot

Onc
crea
as d

1.

2.

3.

4.

 button to display the following dialog:

 printer, or a printer attached to 
er then click on Next.

og is displayed:
eating a print queue on the page make-up workstation

.5 Creating a print queue on a Windows 
 workstation
e: By default, Windows XP does not contain the AppleTalk 
ocol, which means that you cannot print to the AppleTalk 
ent input queue(s) unless you install the Miramar AppleTalk 
ocol from Miramar Systems Inc.

e you have installed the Miramar AppleTalk Protocol, you can 
te the Torrent print queues on your Windows XP workstation, 
escribed below:

If you haven’t done so already, copy the relevant Cobra PPD 
folder to the Windows XP workstation (see section 19.1 on 
page 109).

In Torrent: broadcast the input queues by selecting Start 
Inputs... from the Torrent menu (so there is a tick by it).

On your Windows XP page make-up workstation: from 
the Start menu select Settings > Printers and Faxes. The 
‘Printers and Faxes’ window is displayed.

Select Add Printer from the File menu. The Add Printer 
Wizard is displayed:

5. Click on the Next

6. Select A network
another comput

7. The following dial
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8.

9.

10

11

12

13

ed to locate the printer driver file. Click on 
the file:

k... to display the ‘Install From Disk’ dialog.

se... button to display the ‘Locate File’ 

e’ dialog, navigate to the Cobra PPD folder 
 your workstation earlier, open the folder 

tup.inf file. Click on the Open button.

m Disk’ dialog you will now see the Cobra 
 on OK.
eating a print queue on the page make-up workstation

Select the Browse for a printer option then click on the 
Next button. The system searches for printers on the 
network and displays a list of what it finds, for example:

Double-click on the Miramar Systems’ AppleTalk Print 
Provider option to display the list of available AppleTalk 
zones.

.If necessary, double-click on the required AppleTalk zone to 
display the list of available printers. The published Torrent 
input queue(s) should be visible in this list.

.Highlight the required Torrent input queue and click on Next.

.Next, you will see the following message asking you to select 
a printer driver file:

.Click on OK.

14.Next, you are ask
OK to search for 

15.Click on Have Dis

16.Click on the Brow
dialog:

17.On the ‘Locate Fil
that you copied to
and select the se

18.On the ‘Install Fro
print queue. Click
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19

20

21

22

23

24

Now
prin

 print queue on a Windows 

he Windows NT Installation disk to success-
allation.

 on a Windows NT workstation:

e so already, copy the relevant Cobra PPD 
ows NT workstation (see section 19.1 on 

dcast the input queues by selecting Start 
e Torrent menu (so there is a tick by it).

s NT page make-up workstation: from 
t menu, choose Printers from the 
nu to display the ‘Printers’ dialog.

dd Printer. The Add Printer Wizard is 

ter then click on Next.
eating a print queue on the page make-up workstation

.You should now see the Cobra print queue listed in the Add 
Printer Wizard, for example:

.Click on OK.

.Choose whether the printer is to be the default printer: select 
Yes or No then click on Next.

.Next, a dialog is displayed summarizing the choices you have 
made. Click on Finish.

.In the ‘Printers and Faxes’ dialog you should now see the 
printer you have just created.

.You can now print to Torrent via this printer. Please refer to 
section 6.6 on page 26 for details on printing to Torrent.

, create a printer for all other Torrent input queues you wish to 
t to by following the instructions in this section again.

19.6 Creating a
NT workstation
Note: You may need t
fully complete this inst

To create a print queue

1. If you haven’t don
folder to the Wind
page 109).

2. In Torrent: broa
Inputs... from th

3. On your Window
the Windows Star
Settings sub-me

4. Double-click on A
displayed:

5. Select My Compu
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6.

7.

8.

e AppleTalk zone, if applicable, where the 
ues are broadcast to display the available 

ired Torrent input queue and click on OK.

ed if you want to capture the device. Click 

rts’ dialog, click Close.

r Wizard’ dialog, click Next.

d to select the printer manufacturer and 
ave Disk... to display the ‘Install From Disk’ 
eating a print queue on the page make-up workstation

The currently available ports are displayed:

Click on the Add Port... button.

Double-click on AppleTalk Printing Devices to display the 
list of available zones:

9. Double-click on th
Torrent input que
printers dialog:

10.Highlight the requ

11.Next, you are ask
on No.

12.On the ‘Printer Po

13.On the ‘Add Printe

14.You are now aske
model. Click on H
dialog:
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15

16

17

18

19

20

21

22

eed to locate the required files on the CD.

int a test page, you are asked if the test 
ectly. Check this in the Torrent RIP’s Output 
ick on the Yes or No button, depending on 
 printed correctly or not.

he printer you have just created in the 

 to Torrent via this printer. Please refer to 
ge 26 for details on printing to Torrent.

ter for any other Torrent input queues you 
 following the instructions in this section 
eating a print queue on the page make-up workstation

.Click on the Browse... button.

Note: If you get an error ‘The device is not ready’, click on 
the Cancel button. The ‘Locate File’ dialog is then displayed.

.In the ‘Locate File’ dialog, navigate to the Cobra PPD folder 
that you copied to your workstation earlier, open the folder 
and select the setup.inf file. Click on the Open button.

.Click on OK on the ‘Install From Disk’ dialog.

.You should now see Cobra listed in the Add Printer Wizard. 
Click on Next to display the following dialog:

.Type in a new printer name (use the same name as the 
Torrent input queue) then select whether you want this 
printer to be your default printer. Click on Next.

.When you are asked if the printer will be shared or not, select 
Not shared then click Next.

.Choose whether to print a test page (we recommend that you 
do), then click Finish.

.While the printer is being configured, you may be asked to 
insert the Windows NT Installation CD in order to complete 
the installation.

Note: You may n

23.If you chose to pr
page printed corr
Controller, then cl
whether the page

24.You will now see t
‘Printers’ dialog:

25.You can now print
section 6.6 on pa

26.Now, create a prin
wish to print to by
again.
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19
95
If yo
you 

1.

2.

3.

Plea
the 
NTp

Alte
MAC
to se
mor
eating a print queue on the page make-up workstation

.7 Creating a print queue on a Windows 
/98 workstation
u are printing from a workstation running Windows 95 or 98 
need to carry out the following steps:

Set up an input queue in the Torrent RIP using NTprint.

Broadcast the input queue then generate a shared printer on 
a Windows NT or Windows 2000 machine using the 
ScriptWorks protocol.

Set up the printer on your Windows 95/98 machine.

se see your system administrator for more help and refer to 
Torrent User’s Guide for more information about using 
rint.

rnatively, you can use a software application such as PC 
LAN to print directly to the RIP, via AppleTalk, without having 
t up an NTprint queue. Refer to the Torrent User’s Guide for 

e information about this.
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A
Im
This
Cob

Ther
alre
syst
dele
can 
defin
man
Con

This

•

•

•

•

•

or the Imager queue
 queue exists:

ole, click on the Queues tab.

, you should see the Imager queue plus any 
es that have been created, for example:

ue is not in this list then you need to create 
 this chapter.

e Imager queue by copying 
iles
ger queue by copying specific configuration 
irectory. However, in doing this, all existing 
ll be deleted, which means you will have to 
 have a lot of TicketMaker queues or do not 
dix A. Creating the Imager queue

ppendix A. Creating the 
ager queue

 appendix shows you how to create the Imager queue (in the 
ra Console, this queue outputs jobs to the Cobra platesetter).

e must be only one Imager queue and, typically, it has 
ady been created by the installation engineer. However, if your 
em data gets lost, becomes corrupted or you inadvertently 
te or edit the Imager queue, you will need to re-create it. You 
do this either by copying configuration files (which contain 
itions for the Imager queue) to a specific location, or by 
ually creating the Imager queue using the Queue 
figuration application.

 chapter includes the following sections:

A.1, Checking for the Imager queue (p122)

A.2, Creating the Imager queue by copying configuration files 
(p122)

A.3, Creating an Imager queue using the Queue Configuration 
application (p123).

A.4, The finished queue (p129).

A.5, Checking the new queue (p130).

A.1 Checking f
To check if the Imager

1. In the Cobra Cons

2. In the ‘Queue’ list
TicketMaker queu

3. If the Imager que
it, as described in

A.2 Creating th
configuration f
You can create the Ima
files into the required d
TicketMaker queues wi
re-create them. If you



123

Appen Cobra User Guide

wish
desc
queu

1.

2.

3.

 Imager queue using the 
ration application
, make sure that the Completed queue has 
ibed in Appendix B.

r queue using the Queue Configuration 

 Configuration application, as described in 
Queue Configuration’ window opens:

 Configuration’ window shows any queues 
 been created. In this example, no queues 
dix A. Creating the Imager queue

 to re-create them, then create the Imager queue manually, as 
ribed in the next section. Otherwise, to create the Imager 
e by copying configuration files:

In Windows Explorer, navigate to D:\Cobra\Engine 
v1.0.0\preconfigured settings\Q2 v4.2 Config Files.

Copy the following files to D:\Cobra\Q2v4.2:
Applications.cfg
Preferences.cfg
Queues.cfg

Note: If you are asked to overwrite existing files, click on 
Yes.

WARNING: Make sure you copy rather than MOVE the 
required files to D:\Cobra\Q2v4.2.

If necessary, re-create any TicketMaker queues, as described 
in chapter 14.

A.3 Creating an
Queue Configu
Note: Before you start
been created, as descr

To create a new Image
application:

1. Launch the Queue
section 7.7. The ‘

Note: The ‘Queue
that have already
are shown.
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2.

e Imager for the queue’s name.

t called this queue Imager.

ifies the directory where the Cobra Console 
be processed.

:

ge... button to display the following dialog:

 specify the K:\PLOTDATA\BITMAPS\IMAGER 
ype the full pathname of this directory into 
click on the Browse... button to display the 
ory’ dialog, then locate and highlight the 
 on OK.
dix A. Creating the Imager queue

Click on the Add button to open the ‘Overview’ dialog:

This dialog contains a number of panels, which are described 
in the following sub-sections.

Name

In the Name field, typ

WARNING: You mus

Inputs

The ‘Inputs’ panel spec
should look for files to 

To specify the directory

1. Click on the Chan

2. Here, you need to
directory. Either t
the Path field, or 
‘Queue Hot Direct
directory and click
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3.

4.

Th

The
disp
mor

To s

1.

2.

3.

ou specify options, such as a job’s priority. 
pplied to all jobs in the queue. To specify 
 the Change... button. The following dialog 
dix A. Creating the Imager queue

In the ‘Inputs’ dialog, check that the correct directory name is 
now shown.

Click on OK when you have finished. You will now see the 
directory listed in the ‘Overview’ dialog.

umbnail Images

 LRG application creates job thumbnail images, which are 
layed in the Cobra Console (see section 5.5 on page 20 for 
e details about the LRG application).

pecify the location of the thumbnail images:

Click on the Change... button to display the following dialog:

Click on the Browse... button and locate the thumbnails 
directory, K:\PLOTDATA\VIEW\IMAGER.

Click on OK when you have finished. You will now see the 
thumbnail images directory listed in the ‘Overview’ dialog.

Job Settings

The ‘Job Settings’ let y
These settings will be a
the job settings click on
is displayed:
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1.

2.

3.

4.

5.

6.

n

 application that processes your jobs:

to run’ panel, click on the Change... button 
owing dialog:

 the options in the ‘Process Control’ panel.
dix A. Creating the Imager queue

Set the ‘Initial settings’ options as follows:
• Number of copies — set to 1.

• Initial priority — set to Normal.

• Initial state — set to Not Suspended.

Do not set these options:
• Display thumbnails for all jobs as they arrive in the 

queue.

• Hide this queue.

• Only display thumbnail image when job is active.

In the ‘During processing’ panel, only select the Don’t 
process files while they are open with write access 
option. 

Make sure that no other options are set in this panel.

Do not change the ‘Multi-Job Settings’ option — make sure it 
is set to Process jobs individually.

Do not change the ‘File Filtering’ options. Make sure they are 
set as shown in the previous dialog.

When you have finished, click on OK. You will now see the job 
settings listed in the ‘Overview’ dialog.

Processes to ru

This panel specifies the

1. In the ‘Processes 
to display the foll

2. Do not set any of
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3.

4.

5.

6.

7.

8.

tions

ns’ panel lets you specify the parameters 
tion should run with. As the parameters are 
er from the TicketMaker queues, there is no 
s instructions.

ts you specify what happens to a job after it 
ra. The file will be moved to the Completed 

ompleted’ queue already exists. If not, 
instructions in Appendix B.
dix A. Creating the Imager queue

In the ‘Process Path’ panel, click on the Browse button and 
locate the CTPimager.exe file (this can usually be found at 
D:\Cobra\Engine vx.x.x\).

The box This process is a Resident Process MUST be 
checked.

Set the Run this process as option to Hidden (no window 
visible). 

Set the Runtime priority to Normal. 

Set all other options as shown in the ‘Processes’ dialog shown 
previously.

When you have finished, click on OK. The Imager application 
is now shown in the ‘Overview’ dialog.

Process instruc

The ‘Process instructio
that the Imager applica
always passed to Imag
need to set any proces

Clean-up

The ‘Clean-up’ panel le
has been output to Cob
queue.

Note: Make sure the ‘C
create it following the 
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To s

1.

2.

3.

e’ panel, click on the Browse... button and 
leted queue from the ‘Choose a Queue’ 
K.

pleted queue does not exist, then you must 
described in Appendix B.

her options in this dialog (the previous 
correct settings).

nished, click on OK. You will now see the 
 listed in the ‘Overview’ dialog.

gement

ment’ options do not need to be set for the 
dix A. Creating the Imager queue

et the clean-up options:

In the ‘Clean-up’ panel click on the Change... button to 
display the ‘Clean-Up’ dialog:

Do not select the options in the ‘Error handling’ panel.

In the ‘Jobs that complete successfully’ panel select Pass job 
to another queue (specified below).

4. In the ‘Next queu
choose the Comp
dialog. Click on O

Note: If the Com
create it first, as 

5. Do not set any ot
dialog shows the 

6. When you have fi
clean-up directory

Resource Mana

The ‘Resource Manage
Imager queue.
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A.4
Whe
dialo

o the ‘Queue Configuration’ dialog. You will 
eue in the ‘Queue Configuration’ window:

icketMaker queues then these should also 
apter 14 for more details) also using the 

pplication.

d creating the required queues, you can quit 
iguration’ dialog by clicking on the OK 
dix A. Creating the Imager queue

 The finished queue 
n you have finished creating the Imager queue, the completed 
g will look similar to this:

Click on OK to return t
now see the Imager qu

Note: If there are no T
be created now (see ch
Queue Configuration a

When you have finishe
out of the ‘Queue Conf
button.
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A.5
Now
corr

1.

2.

3.

Not
idea
you 
dix A. Creating the Imager queue

 Checking the new queue
, you should make sure that the new Imager queue is set up 
ectly in the Cobra Console. To do this:

Go to the Cobra Console’s ‘Queues’ tab.

You should see the new Imager queue you have just created:

The Imager queue is now ready to output jobs to the Cobra 
platesetter.

e: When you have finished creating new queues, it is a good 
 to save the new information. Section 16.2 on page 98 shows 
how to do this.
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A
Co
This
the 
they
proc

Ther
alre
syst
dele
You 
defin
man
Con

This
inclu

•

•

•

•

•

or a Completed queue
ted queue exists:

 Configuration application, as described in 
Queue Configuration’ window opens, 
eues that have been created, for example:

pleted queue, then you need to create it, as 
hapter.
dix B. Creating the Completed queue

ppendix B. Creating the 
mpleted queue

 appendix shows you how to create the Completed queue (in 
Cobra Console, jobs are moved to the ‘Completed’ queue once 
 have been successfully processed. You can see all successfully 
essed jobs in the ‘Completed plates’ tab).

e must be only one Completed queue and, typically, it has 
ady been created by the installation engineer. However, If your 
em data gets lost, becomes corrupted or you inadvertently 
te or edit the Completed queue, you will need to re-create it. 
can do this either by copying configuration files (which contain 
itions for the Completed queue) to a specific location, or by 
ually creating the Completed queue using the Queue 
figuration application.

 appendix shows you how to create the Completed queue and 
des the following sections:

B.1, Checking for a Completed queue (p131)

B.2, Creating the Completed queue by copying configuration 
files (p132)

B.3, Creating the Completed queue using the Queue 
Configuration application (p132).

B.4, The finished queue (p135).

B.5, Checking the new queue (p136).

B.1 Checking f
To check if the Comple

1. Launch the Queue
section 7.7. The ‘
showing all the qu

2. If there is no Com
described in this c
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B.2
cop
You 
conf
this,
you 
que
Com
Othe
conf

1.

2.

3.

e Completed queue using 
figuration application
eted queue using the Queue Configuration 

 Configuration application, as described in 
Queue Configuration’ window opens:

 Configuration’ window shows any queues 
 been created.
dix B. Creating the Completed queue

 Creating the Completed queue by 
ying configuration files

can create the Completed queue by copying specific 
iguration files into the required directory. However, in doing 
 all existing TicketMaker queues will be deleted, which means 
will have to re-create them. If you have a lot of TicketMaker 
ues or do not wish to re-create them, then create the 
pleted queue manually, as described in the next section. 
rwise, to create the Completed queue by copying 
iguration files:

In Windows Explorer, navigate to D:\Cobra\Engine 
v1.0.0\preconfigured settings\Q2 v4.2 Config Files.

Copy the following files to D:\Cobra\Q2v4.2:
Applications.cfg
Preferences.cfg
Queues.cfg

Note: If you are asked to overwrite existing files, click on 
Yes.

WARNING: Make sure you copy rather than MOVE the 
required files to D:\Cobra\Q2v4.2.

If necessary, re-create any TicketMaker queues, as described 
in chapter 14.

B.3 Creating th
the Queue Con
To create a new Compl
application:

1. Launch the Queue
section 7.7. The ‘

Note: The ‘Queue
that have already
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2.

e Completed for the queue’s name.

t called this queue Completed.

ifies the directory where the Cobra Console 

:

ge... button to display the following dialog:

 specify the K:\PLOTDATA\BITMAPS\COMPLETE 
ype the full pathname of this directory into 
click on the Browse... button to display the 
ory’ dialog, then locate and highlight the 
 on OK.
dix B. Creating the Completed queue

Click on the Add button to open the ‘Overview’ dialog:

This dialog contains a number of panels, which are described 
in the following sub-sections.

Name

In the Name field, typ

WARNING: You mus

Inputs

The ‘Inputs’ panel spec
should look for files.

To specify the directory

1. Click on the Chan

2. Here, you need to
directory. Either t
the Path field, or 
‘Queue Hot Direct
directory and click
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3.

4.

Th

The 
Cob
the 

To s

1.

2.

3.

to be set for the Completed queue.

n

panel specifies the application that 

to run’ panel, click on the Change... button.

ntrol’ panel select the This queue runs no 
.

urn to the ‘Overview’ dialog.
dix B. Creating the Completed queue

In the ‘Inputs’ dialog, check that the correct directory name is 
now shown.

Click on OK when you have finished. You will now see the 
directory listed in the ‘Overview’ dialog.

umbnail Images

LRG application creates job thumbnail images for display in the 
ra Console (see section 5.5 on page 20 for more details about 
LRG application).

pecify the location of the thumbnail images:

Click on the Change... button to display the following dialog:

Click on the Browse... button and locate the thumbnails 
directory, K:\PLOTDATA\VIEW\COMPLETE.

Click on OK when you have finished. You will now see the 
thumbnail images directory listed in the ‘Overview’ dialog.

Job Settings

No ‘Job Settings’ need 

Processes to ru

The ‘Processes to run’ 
processes your jobs:

1. In the ‘Processes 

2. In the ‘Process Co
processes option

3. Click on OK to ret
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Pro

For 
instr

Cle

For 
opti

Re

For 
Man

d queue 
d creating the Completed queue, the dialog 
dix B. Creating the Completed queue

cess instructions

the Completed queue, there is no need to set any ‘Process 
uctions’.

an-up

the Completed queue, there is no need to set any ‘Clean-up’ 
ons (it should be set to Leave jobs where they are).

source Management

the Completed queue, there is no need to set any ‘Resource 
agement’ options.

B.4 The finishe
When you have finishe
will look like this:
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Click
now
wind

If th
usin
instr

If th
now
instr

Whe
Con
retu

he new queue
 sure that the Completed queue is set up 
Console. To do this:

onsole’s ‘Completed plates’ tab.

 the Completed queue correctly, you will see 
ueues listed, for example:

finished creating new queues, it is a good 
formation. Section 16.2 on page 98 shows 
dix B. Creating the Completed queue

 on OK to return to the ‘Queue Configuration’ dialog. You will 
 see the Completed queue in the ‘Queue Configuration’ 
ow:

ere is no Imager queue then this should be created now also 
g the Queue Configuration application (see Appendix A for 
uctions).

ere are no TicketMaker queues then these should be created 
 using the Queue Configuration application (see chapter 14 for 
uctions).

n you have finished, you can quit out of the ‘Queue 
figuration’ dialog by clicking on the OK button. You will be 
rned to the Cobra Console.

B.5 Checking t
Now, you should make
correctly in the Cobra 

1. Go to the Cobra C

2. If you have set up
any TicketMaker q

Note: When you have 
idea to save the new in
you how to do this.
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•

•
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Not

C.1
BPR
ima
barc
re-q
dam
off t

The 

It is
repr

 made up as follows:

er (0-9) allows you to have up to ten 
BPR, all having unique numbers for the 
ies number also lets you identify which 
s come from. (See section C.2 on page 138 
ut setting the series number.)

ication number is used to identify the 
 number starts at 0 and increments by 1 for 
output.

in the barcode is the check digit.

482-9207
ntification number

Check digit
dix C. Setting up Barcode Plate Requeue

ppendix C. Setting up 
rcode Plate Requeue

Barcode Plate Requeue (BPR) option is a barcode system that 
you locate and re-output jobs with ease.

 chapter describes:

C.1, An introduction to BPR (p137).

C.2, Configuring BPR (p138).

C.3, Setting the BPR preferences (p140).

e: Using BPR to search for plates is covered in section 7.5.

 An introduction to BPR
 lets you add a barcode (with a unique reference number) to 
ge files passing through one or more Cobra queues. This 
ode is then output to the final plate so that if a job needs to be 
ueued in the Cobra Console (for instance, if a plate gets 
aged), you can simply do this by scanning the plate’s barcode 
he plate (or manually typing in the barcode number).

barcode is 5 x 80 mm in size and looks like this:

 made up of the barcode itself and a 12 digit number 
esenting the barcode.

The 12 digit number is

• The series numb
systems running 
barcodes. The ser
system a plate ha
for more info abo

• The plate identif
plate/image. This
each subsequent 

• The final number 

1000-3
Plate ide

Series number
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Bar

The 
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spec
to re
ima
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 BPR
, make sure that you have created the 
 queues, as described in chapter 14.

d barcodes to your Cobra plates:

onfig software (refer to section 7.7 for 
do this). The main ‘BPRConfig’ dialog is 

 on page 140 shows you how to set the 

ull-down list, select the Cobra queue to add 

rcode box.
dix C. Setting up Barcode Plate Requeue

code positioning

barcode can be positioned in any corner of the image that will 
xposed to the plate (regardless of how the image is oriented 
he plate), for example:

efault, the barcode is positioned with no offset from the 
ified corner of positioning (as shown above) so you may need 
-position it to avoid crop marks, registration marks or the 

ge itself. (Repositioning the barcode is covered in section C.2 
age 138.)

C.2 Configuring
Note: Before you start
required Cobra Console

To configure BPR to ad

1. Launch the BPR C
details on how to 
displayed:

Note: Section C.3
preferences.

2. From the Name p
barcodes to.

3. Check the Add ba
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4. e Rotation from the pull-down menu. 
0, 180 and 270 degrees:

ion 90° rotation

tion 270° rotation
dix C. Setting up Barcode Plate Requeue

In the ‘Barcode position’ panel, enter the Horizontal and 
Vertical position of the barcode. Then select the From left-
hand side of image or From right-hand side of image 
option, and also the From top of image or From bottom of 
image option. This allows you to place the barcode in any 
position and relative to any plate edge.
Notes: The barcode will be positioned within the image 
border so ensure that it will not print over crop marks or the 
image itself.

The barcode is 5 x 80mm in size.

5. Select the barcod
Choose from 0, 9

0° rotat

180° rota
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6.

7.

8.

The 

C.3
To s

1.

2.

ecessary to specify margins to be added 
e. (However, if you want to set margins, 

ht, Top and Bottom fields in the ‘Barcode 

argins, ensure that the barcode will not be 
ob image or crop marks.

 BPR on more than one system, with each 
g unique barcodes, then select a Series 
 pull-down list. This series number 
) will be the first digit on all barcodes output 
r Cobra machine.

 Stitch in imager queue option.
s the barcode to be pasted into the plate 
ger queue, just before output, rather than 
 in the TicketMaker queue.

nished setting the preferences, click on OK 
PRConfig’ dialog.
dix C. Setting up Barcode Plate Requeue

Check the Negative images box if the barcode is to be 
output in negative.
Note: If the barcode is to be read with a barcode reader, it 
must appear as black stripes and text on a light background 
on the plate. In nearly all cases, the Negative images option 
should not be selected.

If you wish to add barcodes to other Cobra queues follow the 
instructions in this section (step 2 to step 6) again.

When you have finished, click on OK to close the BPR Config 
program.

next section describes how to set the BPR preferences.

 Setting the BPR preferences
et the BPR preferences:

On the main ‘BPRConfig’ dialog, click on the Preferences... 
button. The following dialog is displayed:

Select the measurement Units (choose from Millimetres or 
Inches).

3. It should not be n
around the barcod
use the Left, Rig
margins’ panel.)
Note: If you set m
printed over the j

4. If you wish to use
system generatin
number from the
(between 0 and 9
from the particula

5. Do not select the
Note: This cause
image in the Ima
during processing

6. When you have fi
to return to the ‘B
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