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Chapter 1
Getting Started

This installation guide covers installing the Xitron 3.3 volt PCI card
on the Windows 20000 and Windows XP[ operating system. It is
not designed to be used by a computer novice. Ideally, you should
be familiar with computers, their components, and with the
operating system you are using.

What’s in your Universal PCI Card Kit

Xitron Universal card kits include a PCI card, Xitron Universal PCI
Card Setup CD and Instructions and they may additionally include
a specific interface cable for an imagesetter or platesetter. These
same components may also be included with a Xitron Navigator,
RasterBlaster or Xenith RIP Kit.

System Requirements

Hardware

The Xitron Universal PCI card will run on most PCs with a PCI bus
motherboard with either 5 volt or 3.3 volt slots. The 3.3 volt is
commonly referred to as PCI-X by many PC manufacturers.

The PC will also need the following:
+ CD ROM drive

» Keyboard and Microsoft-compatible mouse

Xitron Universal PCI Card Installation
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Chapter 2
Hardware Installation

If you are outputting to a high resolutions device such as a film or
plate setter the next step in the RIP installation procedure is to
install the Xitron PC Interface card. This describes the general
process, for specific instructions relating to your output device
make sure you also read the specific Plugin Manual found in the
\Doco folder of your Xitron RIP Installation CD.

Warning: Before touching anything inside the computer or any
components, be sure to discharge your body’s static electricity by
touching a grounded surface.

Opening the Computer

1. Turn off the computer and unplug it from the wall outlet.

2. Remove the computer cover or side panel. Refer to the
computer manual for instructions if you need them.

3. If the unit is a tower
unit, turn it over on
its side to make Copper foil end to
access easier. computer chassis

4. Ground yourself to
the PC case. Attach
a grounding wrist
strap (if available) to
the computer’s
metal chassis and
your wrist (Fig 2.1):

Adhesive end
around wrist

Fig. 2.1 Attaching the grounding wrist strap

Xitron Universal PCI Card Installation
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Caution: If you choose not to use the grounding wrist strap, be sure
to take adequate precautions to discharge static electricity from
your body before touching any components.

Installing the cards in the PC

The following instructions are for a single PCI card. Some previous
versions of our hardware required both a PCI card and an ISA
personality card. Since current computers do not have ISA slots, if
you are upgrading from a previous Navigator with Dual card, and
are also upgrading to a newer computer, you will almost certainly
find that your new PC does not have ISA slots so a new Single
Board PCI card will also be required.

ISA Slots
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Fig. 2.2 Location of expansion slots
on a typical motherboard
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« Select an appropriate expansion slot (see Fig 2.2) for your
PCI interface card.

1. Unscrew and remove the expansion slot cover (see Fig 2.3).

Slot Cover E
S o

Fig. 2.3 Removing the
expansion slot cover.

2. Holding the card by its edges and the mounting bracket,
position the card with the contacts downward over the slot (see
Fig 2.4) and insert the card into the slot. Do not let it touch any
of the components on the motherboard.

Fig. 2.4 Inserting the card

Xitron Universal PCI Card Installation
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Push the card down into the slot as far as it will go. Make sure it
is completely inserted and seated firmly. Be careful not to put
pressure on the card’s components.

Secure the card to the rear panel with the screw from step 2
(see Fig 2.5).

Fig. 2.5 Attaching the card to the
computer

Note: If the card is crooked in the slot after securing with the
screw in expansion slot, you may have to adjust the metal
bracket on the end of the card. If adjustment is necessary be
especially careful not to damage the card or any of its

Xitron Universal PCI Card Installation
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Connecting the cables

Next you must connect your output device cables to your
personality card (see Fig 2.6):

- - Imagesetter
Note: Some output devices do not require the Cable
serial cable. Check your device plugin
manual for instructions for your device.

)J Port

1. Plug the image setter cable connector
into the image setter cable port on the
card.

2. If your device uses the serial cable, plug
the 9-pin serial connector into the serial
port on the card.

o (o) o o Cummmmmm) o
®
)
2

Fig. 2.6 Connecting
For information on how to connect these the cable to the card
cables to your output device, refer to your
device plugin manual. You do not need to connect to the output
device at this point but you may do so if you wish. See the relevant
Plugin Manual in the \Doco folder of your installation CD for more
details regarding your device and the necessary connections.

Xitron Universal PCI Card Installation
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Finishing Up

This completes the hardware installation of your PCI interface
card. When your computer first boots after this procedure you will
see a message from Windows advising you it has found new
hardware that will look something like Fig 2.7.

Welcome to the Found New
Hardware Wizard

Thiz wizard helps you install & device drivar for &
barchware device.

Ta cortirue, click Nex,

Figure 2.7 — Found New Hardware
The procedure from here is slightly different for the different

versions of Windows, please follow the steps relevant to your
Operating System.

Xitron Universal PCI Card Installation
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Windows XP

e Select “Install from a list or specific location (Advanced)’
and click Next (Fig 2.8).

Found Mews Harndware Wizard

Welcome to the Found New
Hardware Wizard
This wrizand helps wau hotal soltvware for

PCIl Devdos

()1 your hardware came with an installation GO
<52 or Hoppy disk, insert it now,

‘whal do you wark the wizard to do?

O e
®

Clizk Hent ta corbinue,

(o> | [ coros ]

Figure 2.8 — Search Method
e Select the top bullet “Search for the best driver ....”
e Check only the box “Include this location in the search:”

e Enter the drive letter of your CD-ROM drive and the path
name \Inf, in this example E:\Inf, make sure your Xitron
Universal PCl Setup CD is in the drive and click Next. (Fig
2.9)

Found Mews Harndware Wizard

Flease choose wour search and installation options.

(2 Gemrch for tha best diver in fhese bestions,

Uz fhe check baxes bekv to imi o expand the defauk search, which incldas local
paths ard ramowable reda The best drives found wil be insalled

[ Swarch memovable mecia loapy, C0-ROM, )
[32] Inzlude this lozaticn inthe seerch:

e J

O Dent aearch | wil chocee the drives ba Instell

Choane this aptian o select the devioe diver fram 8 list, Windows does mol guzranles that
the driver you chaosz will be the best makzh ar yaur hardware,

[spaoe [ hewr | [ cared |

Figure 2.9 — Specify Location

e Follow any further on-screen prompts to confirm the type of
Xitron Universal PCI Card Installation
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card you have installed, you will see the dialog box in Fig 2.10
when your new hardware has successfully been added to
Windows XP. Click Finish and reboot your computer as
prompted.

Found Mews Harndware Wizard

Completing the Found New
Hardware Wizard

The wizard has hished instaling the soltaees for
w wiran drboi5B PCH mage: |rter aze

The herdvas v instaled wil nat week unlilpau el
your eampbr

Click Finkh o clase the waand

Figure 2.10 — Completing Installation

Xitron Universal PCI Card Installation
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Windows 2000

e Click Next on the first screen displayed by the Found New
Hardware Wizard.

« Select the “Search for suitable driver ...” bullet and Click
Next (Fig 2.11)

Found Mew Hardware Wizard

Install Hardware Device Drivers
A devios driver fs & saftware program thal eneblze o herdeane device b we with
AN CPETENG apstem

Thiz wizard wall complete the nzlalston o iz davice:

@ PEI Device

A device diver iz a zcflwae program that makes a hadwaie device work, Windaws
rewde chiven files For your rew device, To kcats divar liee aod complebe the
installation chek Mt

“what do youwent the wizad o do?

" Display a [t of the known chivers fo1 this deviee 2o lhak | can choaze a seciic
e

< Back Heak Cencal

Figure 2.11 Search Method

e Check only the box “Specify a location” and click Next (Fig
2.12)

Found New Hardware Wizard

Locate Driver Files
\where o you wact Windows bo ssaich o divver fikes?

Swarch for dibew fles lor the fellawdng hardware devize:

L@ PCI Davics

Thes pizand erches for sultable dives in ks diver daabans on your oompater end b
any of the foilzing cpticnal seaich beatiors thak you specily,

To atait the zearch, clek Neet | you we seaichihg on o flopey dise or CO-ROM cive,
nzerl the flopey disk ar CO befome cheking Mt

[¥ Spacty » beston
[T Mierosalt Wincaws Upds e

< Back I el » I Canes|

Figure 2.12 Select Location
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e Enter the drive letter of your CD-ROM drive and the path
name \Inf, in this example E:\Inf and click Next (Fig 2.13)

Found New Hardware Wizard x|

= Insert the manufacturer's installation disk into the drive

selected, and then click OK.

LCopyp manufacturer's files from:

IE:'\inﬂ j Browse... |

Figure 2.13 Select Location

e Make sure your Xitron 3.3 volt PCI Setup CD is in the drive
and Click OK.

e When complete you should see the dialog box in Fig 2.14.
Click Finish and reboot your computer as prompted.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard
. HionAhomSE PCH mager [nterlace

Windows haa finished instaling the solbaens for this device.

The Fardwera peu inskallad wil neb watk wibl peo rezlak
Jau eomputer.

To cloze this wizard, click Fiigh,

Figure 2.14 — Completing Installation

You must test the card using the PB2Diag program before attempting to
output, please see details in the Chapter, Installing The RIP Software
found on in the RIP Installation Guide for details

Xitron Universal PCI Card Installation
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Note: Switch off your computer before adding or removing a
Parallel Port security key. Failure to follow these instructions may
result in permanent failure of the security dongle!

Installing the Security Device

The Navigator RIP security device (dongle) must be installed for
the RIP software to run. Xitron supply two types of dongle, one
suitable for connection via a USB port, and the other via a Parallel
port.

= =

M
ol

Parallel Port USB Port

[ B |

Attach the security device to the applicable port, with parallel port
types this should be done with the computer switched OFF.
Consult your computer manual if you are not sure which port to
use.

Note: If using a Parallel Port Dongle, do not plug any devices to
the computer through the dongle. If you need to attach a parallel
device to the computer, purchase an additional parallel port card.

Xitron Universal PCI Card Installation
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