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INTRODUCTION

Description

Raster Blaster is a Xitron software system for imaging bitmaps.

Raster Blaster accepts screened black and white TIFF filesin 1-bit/multiple
strips, 2-bit/multiple strips, 1-bit/single strip formats, as well as a number of
compression schemes including: CCITT Group3, CCITT Group4, CCITT
Huffman, LZW, and Packbits, and outputs these files as pre-rasterized
images to a wide number of imagesetters.

Raster Blaster operates using the Windows 2000 Professional operating sys-
tem in unit and symmetrical multi-processor (SMP) configurations.

I You can configure, monitor, and operate Raster Blaster through its
menu-driven graphic user interface, using the computer on whichiit is
installed.

I You can remotely monitor the operation of the Raster Blaster and get
information about the jobs that Raster Blaster is processing through its
browser interface.

A Quick Tour

This user’s guide contains nine chapters, a glossary and an index:

RASTER BLASTER USER GUIDE Xitron 1-1



Chapter 1:

Chapter 1: Introduction

This chapter includes:

I A description of Raster Blaster.

I The contents of this guide.

I Anexplanation of style conventions used in this guide.
I A list of related documents.

Chapter 2: Installation

This chapter includes installation instructions for the Raster Blaster software
and Raster Blaster output plugins.

Chapter 3: Removal

This chapter describes how to remove Raster Blaster and any output plugins
you may haveinstalled.

Chapter 4: Devices

This chapter describes how to configure the core of Raster Blaster, its
output devices and their associated parameter sets (PSets).

Chapter 5. Queues

This chapter describes how to configure input queues for sending filesto
Raster Blaster.

Chapter 6. Logs

This chapter describes how to configure and manage your system logs.

Chapter 7. Operations

This chapter describes various operating tasks, including starting, imaging
files, resetting and shutting down Raster Blaster.

Xitron RASTER BLASTER USER GUIDE



I ntroduction

Chapter 8. Browser

This chapter describes the monitoring that can be performed through a
browser on the host system or aremote computer.

Chapter 9: Connecting

This chapter describes the process of connecting Raster Blaster to Xitron's
Navigator NT RIP.

Document Syle Conventions

This document contains a number of style conventions designed to make it
easier to use.

Notes and Cautions

Notes and Cautions appear within horizontal rules and are used for the fol-
lowing purposes:

NOTE: Notes provide information that isimportant enough to
demand special attention. Theinformation may be relevant to the
current discussion but awkward to include without disrupting the
flow of information.

CAUTION:

Cautions advise of situations that might cause equipment dam-
age or loss of information or work time.

Syle Conventions Used in Text

A change of typeface within the document indicates such things as screen
messages and operator entries. The following conventions are used:

Italic designates file names, directories, variables, and docu-
ment references (for example, “the Hostsfile...”).

Bold designates text entered by the operator using the key-
board (for example: “Enter 1111 for the directory”).

RASTER BLASTER USER GUIDE Xitron 1-3



Chapter 1:

Bold italic designates entries found on the screen (for example:
“click the Configure button”).

Extended blocks of text found on-screen are placed in separate paragraphs,
which use a smaller type size and have specia indents (as shown in the fol -

lowing example:

This exampl e represents an extended block of text captured from the
screen. The point sizeis slightly smaller, and the left and right margins
have been indented slightly.

Related Documents

The following documents are available to assist in the use of Raster Blaster:

Raster Blaster Documentation

A copy of the Raster Blaster User’s Guideis provided with Raster Blaster on
the CD ROM disk.

On-Disk Supporting Software Documentation

The following supporting software elements are provided on the Raster
Blaster CD-ROM disk:

I Raster Blaster Output Plugins

1-4 Xitron RASTER BLASTER USER GUIDE



(CHAPTER

INSTALLATION

Before You Begin

Raster Blaster software is designed to run by itself on a dedicated computer.
Do not install other applications or utilities beyond those needed for system
operation. Unneeded utilities and applications may interfere with the func-
tioning of the Raster Blaster program and cause it to lose communications
with the attached output imager.

Windows 2000 Professional Service Pack 2 must be installed on your
computer before you install the Raster Blaster program. To make sure
that al necessary changes to the System software have been correctly
applied, itisagood ideato run the Service pack both before and after all
installation procedures are completed.

Before installing Raster Blaster, make sure you have the desired network
servicesinstalled.

If you want to run the browser interface on your local machine, you must
install Microsoft Internet Explorer (revision 4.0 or later) on your local
machine.

If you want to run the browser interface on your local machine, and you
arerunning Raster Blaster on a platform with Windows 2000 Profes-
sional installed, you must install Microsoft Peer Web Services on the
computer where Raster Blaster resides.

If you want to run the browser interface on your local machine, and you
are running on a platform with Windows 2000 Server installed, you must

RASTER BLASTER USER GUIDE Xitron 2-1
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install the Internet Information Server (11S) on the computer where
Raster Blaster resides.

Getting Sarted

1. Loginto Windows 2000 as a user with administrator or power
user privileges.

2. Insert the Raster Blaster compact disk in the CD drive of the com-
puter you want to use as your Raster Blaster platform.

3. Theinstalation program checksto seeif al the necessary system
filesare in place on your computer. If all the system files are
there, the next screen you seeis the Raster Blaster splash screen.
In this case, skip ahead to step 9 on page 2-3.

If you don’t see the Raster Blaster splash screen at this point, con-
tinue with step 4 below.

4. If theinstallation program finds some important system files
missing, it will display the following dialog box:

Question |

Ciuning the ingtallation, system files will be updated.
Thiz update requires the systemn to be rebooted

Choose YES to continue, ar MO to cancel the installation.

5. If you see this message box, click Yesto automatically reboot
your computer and continue with the installation.

6. When you click Yes, the installation program installs the missing
files and reboots your computer to make the new system files
available.

7. Now start the installation procedure over again by removing the
Raster Blaster compact disk from the CD drive and reinserting it,
or Auto-start your CD drive by double clicking the appropriate
driveicon in the My Computer window.

2-2 Xitron RASTER BLASTER USER GUIDE



I nstallation

8. When you Auto-start the installation CD, the Raster Blaster

splash screen appears.
RITRO
XITRON ,
=
S
=
lindmli K1 St Dhspmoee ifaliva B iy 10 E il

9. Todtartinstalling Raster Blaster, click Install RIP. A progress bar
appearsto indicate that the Install Shield Wizard is being initiated.
After the progress bar isfilled, the Welcome screen appears.

Widcass 1o the Insl el heobkd 'S ard lor Flantm
Isaie

kvt ) e P i B Lt Bl o (. Ths
psg T sl mral Hacte Blarisr on pes compaiee

= P

10. Click Next on the Welcome screen to continue.

The Choose Destination Location wizard screen appears, asking you to
define the name and location of the folder in which the Raster Blaster soft-
ware will beinstalled.
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Choose Destination Location wizard screen

NOTE: The suggested Destination Folder will be located on the
NTF S formatted partition of your hard drive.

11. To accept the suggested Destination Folder, click Next to con-
tinue. To change the location for your Raster Blaster software,
perform the following lettered steps:

a. Click Browse.

b. Using standard Windows techniques, select the desired loca-
tion in the Directory Browser that appears.

c. Click OK. The Directory Browser closes and the Choose
Destination Location wizard screen returns with the location
you selected displayed as the Destination Folder.

d. Click Next to continue.

The Select Components wizard screen appears.
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Select Components wizard screen

At this point, you may complete your installation without installing Output
Plugins by clicking Next and skipping ahead to “ The Select Program Folder
Wizard Screen” on page 7.

To load Output Plugins now, continue with the next section.

I nstalling Output Plugins

Raster Blaster Output Plugins alow users of Raster Blaster to send output to
Xitron supported imagers. Output Plugins provide imager-specific datato
the Device Setup dialog box. To load the appropriate Output Plugln for your
imager, follow these steps:

RASTER BLASTER USER GUIDE Xitron 2-5
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Select Components wizard screen

1. Onthe Select Components screen, highlight the line that says:
Output Device Files - Select Output Device
2. Click Change.

The Select Sub-components dialog box appears, containing a menu of
Output Plugins.
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I nstallation

Select Sub-components E

Select the components you want to install, clear the components
wou do not want ta install

Sub-components

-. Barco Output Plugin and Drivers
Bitrmap Output Plugin

] Celix Output Plugin and Drivers
] Daley Output Plugin and Drivers

Description

Space Required on C: 0k

Space Available on C: EEIIEI K,

Select Sub-components wizard screen

3. Scroll through the list, choose the appropriate Plugln and select it
by clicking in the box to the | eft of the plugin name. Be sure not
to deselect the item called Diag + Utilities. Click the Continue
button to go back to the Select Components screen. Click Next to
continue with the installation.

The next screen to appear depends on which output plugins you
selected from the list on the Select Sub-components screen.

You will seethe Select Program Folder wizard screen if you selected one of
the following:

» Barco Output Plugin and Drivers

» Bitmap Output Plugin

» Celix Output Plugin and Drivers

» Screen FTR Output Plugin and Drivers
» Gretag PlateJet Plugin and Drivers

e Panther Output Plugin and Drivers

The Select Program Folder Wizard Screen

The Select Program Folder wizard screen asks you to choose a name for the

RASTER BLASTER USER GUIDE Xitron 2-7
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program folder in which the icons for elements of the Raster Blaster system
software will be installed.
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Select Program Folder wizard screen

1. Select the appropriate folder name and click Next.

The Start Copying Files wizard screen appears.

2-8
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Sart Copying Fileswizard screen

2. Click Next to begin copying files.

Files are copied into your computer, as indicated by the appearance of atitle
window and progress bar showing the percent of the installation that has
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been completed:

Haster Blaster Installer
for Intel Platiorms

Title window and progress bar

When the progress bar reaches 100%, the next screen appears, indicating
successful installation.

Next, the Install Shield Wizard Compl ete screen appears.

2-10
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I nstall Shield Wizard Complete screen
3. Sdlect the Yes button, and click Finish to complete your Raster
Blaster system installation.
Your Raster Blaster computer shuts down and restarts.

After installation, Raster Blaster and Modular Installer appear as Sart
menu commands.
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Start Menu Commands for Raster Blaster

Also, the Raster Blaster icon appears on your desktop:

If you didn’t install Output Pluglins, you may do it now (refer to “Installing
Output Plugins’ on page 5).

Security Key Installation

Raster Blaster is equipped with a security key that must be installed to ena-
ble the software.
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CAUTION

Remove power from your Raster Blaster computer whenever
you install, remove, or replace the security key (dongle). Oth-
erwise, you may damage your computer.

The security key (also known as the dongle) plugs into the parallel port of
the computer where Raster Blaster resides. The dongle must be installed for
Raster Blaster to work. The security key is afeed-through device. If you
need to connect a cable to your paralel port, you can connect it to the
installed security key, just asif it were the parallel connector. You are now
ready to start using Raster Blaster.

RASTER BLASTER USER GUIDE Xitron 2-13
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REMOVAL

You do not need any compact disk or floppy disk to perform any of the pro-
ceduresin this chapter.

Remove Your Raster Blaster System Software

All software removal proceduresinvolve the use of the UninstallShield util-
ity, activated through the Add/Remove Programs icon in the Control Panel
window.

NOTE: The Raster Blaster removal procedure does not delete defi-
nitions for devices or PSets. These definitions remain in the Regis-

try.
1. Make surethat your Raster Blaster system is not running.

2. From the Start menu, point to Settings and click Control Panel.

RASTER BLASTER USER GUIDE Xitron 3-1
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3. Inthe Control Pand window, double-click the Add/Remove Programs

icon.
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Removal

Control Panel window

4. If not already selected, select the I nstall/Uninstall tab in the Add/
Remove Programs Properties dialog box that appears.

Addfflemowe Progams Propeities HE

InstallUningtall | wirdows NT Satu |

Tiz il a rese pocgiaen from & Noppe disk, of CO-ROK
i, chch bl

I

.é

T bz ollwssing soltwane carm b automaticall |
Q/il wehindows To e & progran of hy [

m‘lt gt i Do tha Bt e ik

;

ionoaoh Irteimst Information Sereer
ionoach Dfice 7. Professional E diion
Iicmoeot Duthood: E kpeesy 5

Imoani Winedoas: hewis Plage B4

WS W e in Servce 20

[ sl Scimir Saee 11
wttargik e Pubbsher Shandand Edon
s M s WS 41

4

¥

i

o | e | |

Add/Remove Programs Properties dialog box
5. Toremovethe Raster Blaster system, select it from the list in the Add/
Remove Programs Properties dialog box and click Add/Remove.

6. Click Yesin the Confirmation dialog box to confirm your intention to
remove your Raster Blaster system software.

!E Thiz vall immzren Radm Slaaie hom pos compute. Do pou vk 1o procasd @

i |[(Fe]]

Confirmation dialog box
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7. The UninstallShield utility begins, as shown by the Setup Status wizard
screen.

T adl s sl Wiz aed

- A

Fessted Blatier Sehup & pedoiveng the sguesied operston:

Urerstaliegr Copaang Dutpast plugrs and Diresit

(=1

Setup Status wizard screen

8. When the UninstallShield utility finishes, as indicated by the completed
progress bar, the following information box appears:

Raster Blaster Ed

Fazter Blazter has been successfully uninstalled from your machine.

Information box

9. Click OK to close the box.
10. Shut down and restart your computer.
11. You have finished removing your Raster Blaster system software.
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DEVICES

Configure Raster Blaster

The menu selection File > Configure Raster Blaster displays a screen for
setting advanced features of Raster Blaster not available in this release.

ili Configure Raster Blaster E3 |

— Configuration Server

[ Enable

Server Mame: I Browse. .. |

|dentifies the canfiquration server where the Raster
Blagter finds itz configuration information. This allows the
ztorage of configuration information to be centralized.

— Remote Managerment

[ Allow Remote Management

Allows management and control of the Raster Blaster by
another server to enable features such as load balancing
and zeparation tracking.

The zettings above only take effect when the Raster Blaster unz
az part of and under the control of a larger zystem.

Cancel |

RASTER BLASTER USER GUIDE Xitron 4-1
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Device Configuration Overview

Thisisthe first of two configuration chapters. The Device Configuration
dialog box isthe main focus of our configuration effortsin this chapter. In
the next chapter we will focus on configuring queues for inputting files into
Raster Blaster.

The devices you configure determine which imagers you can use for output.
For each device, you can also define parameter sets (PSets) which determine
how the selected imager will process the output. By selecting an output
device and one of that device's PSets, you determine which imager receives
the output and how it processes that output.

This section is divided into two main parts:

I The Device Configuration dialog box and how to create or delete new
devices and PSets).

I The configuration of each of thetabsin the Device Configuration dialog
box (refer to “ Configuring Device Configuration Tabs’ on page 9).

NOTE: To help put these configuration effortsin context, the dis-
cussion includes an example configuration for an Agfa Avantra 44
(refer to “ Avantra 44 Example Configuration” on page 21).

I How to delete configured devices.

Creating New Devices

To create anew device, follow the steps below:

1. Openthe Device Configuration dialog box by pulling the File menu
down to Configure Devices.
The Device Configuration dialog box has up to five tabs that allow you
to configure devices and parameter sets (PSets). A different subset of
tabsisinvolved in these two configuration tasks. When you highlight a
device, five tabs appear as shown here:
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I DesdeDware  BumSzapB} [4 =

Bord SizeFEL |0 =
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Device Configuration dialog box

NOTE: If the PSetsfor a device are displayed in the Output Devices
list, you can hide them by double-clicking on the deviceicon. If they
are already hidden, double-click the device icon to display them.
After you add a new PSet, all PSetsfor that device are displayed.

2. To configure a new device, click the New Device button.
3. The Add New Device dialog box appears.

ili Add Hew Device

|
M ame: ISeIectS et 5001
Diriver: ...qr;. I Diriver Caonfig | ﬂl

Type:  |SelectSet 5000 =]

Address; I Sddress, |

Add New Device dialog box.

4. From the Driver pop-up menu, select the driver for your output device.
5. If you choose a device with more than one type, the Type pop-up menu

RASTER BLASTER USER GUIDE Xitron



Chapter 4:

10.

will become active. It lists the available device types that apply to the
selected Driver.

Select the appropriate device from the Type pop-up menu.

Your system labels the device you are creating in the Name text box.
The label used consists of a shorthand reference to the selected device,
followed by a dash and a number. For example, Raster Blaster labels an
Avantra 44 device being created as Avantra 44-0. The number increases
asyou create additional devices (Avantra 44-1, Avantra 44-2, and so
forth).

Most devices will have additional options that are configured using the
Driver Config button. See the plugin manua for instructions on these
additional configuration settings.

The Address text box and button are not used in this version of Raster
Blaster.

Click OK. The Add New Device dialog box closes. The device you cre-
ated appearsin the Output Deviceswindow of the Device Configuration
dialog box. Also, the configuration choices you have made so far appear
under the Device parameter tab. Click the Save button on the Device
Configuration dialog box to save the new device.

il [ erwice Conliguration

i} : =
r!"""" i Dievice | Settings | Dptiors | Sugoly | Takeus |
B e
B Pesetzsan Tope  |Gokecter 5000 |
Pcldrazs | |
Lostnr: |

I eagoreg Ergares:
Typs Conarn Irvatngier [V ariable Lesngdy Feed]
blmec'widle 3200
Wl Haghl: 15700 Uy finchas =

[T Dmsbis Devics Bufter 5 [HEL |_"! E.

Bard Siva [KE] |TE|
Hmnm| Ht-uF'E-Hl nu-| | o, I cm| |

Device Configuration dialog box
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NOTE: By configuring a device, you have also configured the
default PSet for that device.

11. To configure the parameter tabs for the device you just added, refer to
“Configuring Device Configuration Tabs” on page 9.

12. To delete devices, refer to “Deleting Devices’ on page 5 .

Deleting Devices
To delete adevice and al of its PSets:;

1. Highlight the device icon in the Output Devices window of the Device
Configuration dialog box.

2. Pressthe Delete key at the bottom of the dialog box.

3. When asked to confirm your intention to delete the selected device and
al of its PSets, click Yes.

ulli R aster Blaster B |

Deleting device "SelectSet B000-0 will alzo remove all af itz
PSet definitions.

Are you sure pou want b remove 'S electSet BO00-0 7

Confirmation message box

Creating New PSets

NOTE: Each new PSet will inherit the default PSet configuration of
its device. Refer to “ Configuring Device Configuration Tabs” on
page 9 for device and PSet configuration information.

To create a new parameter set (PSet):

1. Inthe Output Devices window of the Device Configuration dialog box,
highlight the device for which you want to create a PSet.

2. Inthelower right corner of the Device Configuration dialog box, click
New PSet. The Add New Setup dialog box appears.

3. Select a Setup Name.
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a. If youwant to use anumeric name for your PSet, perform the
following substeps. If, instead, you want to use a non-
numeric name for your PSet, skip ahead to step b.

(1) Deselect the Allow non-numeric setup names box to
give the P-Set a numeric setup name. The Add New
Setup dialog box is displayed as shown below.

alw Add Hew Setup E2

Setup Mame:

Pset i 2
s =l Cancel |

[ allow non-numeric setup names

Add New Setup dialog box

(2) Enter anumber in the PSet window. The default value
is 1. The default value automatically increases for sub-
sequent PSets for the same device.

(8) To accept your configuration entries, click OK.

NOTE: If you deselected the Allow non-numeric setup names box
and clicked OK, your system must change from alpha PSet naming
to numeric. To accept the change in PSet naming, click Yesin the
following message box.

ulli R aster Blaster B |

W arning: Switching between alphanumernic and numernc-only
FSets can cauze zome confuzion if you have PSetz that
have "lse Imager P5et""

Do pou wizh to change the alphasnumenc-only zetting 7

Confirmation message box

(4) Skip ahead to step 4 on page 4-7.
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b. To giveyour PSet a non-numeric name, perform the follow-
ing substeps:

(1) Select Allow non-numeric setup names by clicking in
the box next to it.

il Add New Setup E2

Setup Mame:
| T abloid
Cancel |

V¥ Allow non-numernic setup names

(2) Enter anamein the Setup Name text box. The default
nameis PSet n (where nisthe next default PSet num-
ber).

NOTE: In the default non-numeric default PSet name, two spaces
are placed between the word PSet and a single digit number.

(3) To accept your configuration entries, click OK.

NOTE: If you selected Allow non-numeric setup names and clicked
OK, your system must change from numeric PSet naming to alpha.
To accept the change in PSet naming, click Yesin the following
message box.

illi Raster Blaster =] |

Warning: Switching between alphanumeric and numernic-only
PSetz can cause zome confuzion if you have PSetz that
have "llze Imager PSet" .

Do pou wizh to change the alphasnumenc-only setting 7

Confirmation message box

4. When you click Yesto close the message box, the Add New Setup dialog
box closes.
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5. The PSet you created appears in the Output Devices window of the
Device Configuration dialog box.

il D e Londguialing

Dusiput Drervicoas -
ggm—"‘” Dovi | S| Opors | s | T
T abdoid _ - :
Wl 2vantia 44-0 Diriver gf=s Duiver Config
Ra Pt 200 Trpa |5de-:l':-:: -
PSel2540
EEI el . -
Imagirg Ergine
Tupe: D mager [vaisble Length Feed)
W Whidth: 2200

W Height: 1570 Lrats: Ilr'-cl'-:s "I

I DuableDevice  BullmiSespB) [4 =
BandSeEBE |z =

H:wl:lepiael nduu.| ok | cance | Apew |

Device Configuration dialog box

6. To configure the PSet you just added, refer to “ Configuring Device Con-
figuration Tabs’ on page 9.

7. To delete PSets, refer to " Deleting PSets” below.

Deleting PSets

To delete a PSet:

1. Highlight the PSet that you want to delete in the Output Deviceslist on
the Device Configuration dialog box.

2. Click the Delete button at the bottom of the dialog box.
A confirmation box appears:
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ulli R aster Blaster =] |

& Are you sure you want bo remove PSet "PSet2h40t 7

3. Click Yesto confirm the deletion.

Configuring Device Configuration Tabs

The Device Configuration dialog box choices are divided into a series of up
to five parameter tabs. If adevice nameis highlighted in the Output Devices
window of the Device Configuration dialog box, up to five tabs are dis-
played. If aPSet name is highlighted instead, two tabs are displayed.

An example of the diaog box in both formsis shown on page 4-9.

1] Dimvicems: .
L —— Dievice | Setings | Opsions | Supsly | Takeun|
GelectGat SO0MH]
F o 7 akont Dhisysi Ii Dhivsse |
FIEE!I PG et 200 Twpe  |bwarima 44
Fomt 540 I— |
Locshon |
Imaging Engne
Typs v Imanest [ anaible: Length Feed)
Hae'widhe 84 80
HaxHeght 3570 Ui |Inches -
I Deable Desice B uife Siw [MEB] |5:' 3-'
BardSpeBE |57 =
MewDevice| MewPSet | Dol | [ o ]| cowe | foew |
Device Configuration dialog box, Device name highlighted
4-9
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- 5""'il"lil=lnn:|
Sebectiel SH)

Eq]: Tsblencd Espoaane |1b-l.l Bleobuborr |1 00 = | Homzordsl
gm Coovete [Conzerw 1 =] [1200 x| Wemcel
R Psecmn widh Lengh Ty

Madiy FEin 0 MpMedis
Devea M50 3570
Haign:
Top [Ty [
Boitom M} [T -
Lefl (L. [2
Higrd R |'-'
Leslsc |hrh-'. llll
HewDiwicn| HewPer | Debete | [ o8 | coew | e |

Device Configuration dialog box, PSet name highlighted

Device Configuration dialog box parameter tabs are described in the follow-
ing topics:

“Default PSet Configurations’ on page 10.
“Device Tab” on page 11.

“Settings Tab” on page 12.

“Options Tab” on page 15.

“Supply Tab” on page 18.

“Takeup Tab” on page 30.

Default PSet Configurations

If you do not create any PSets for a device, the device configuration for the
Settings and Options parameter tabs collectively become the default PSet
configuration.

Further, when you create a new PSet, you begin with the default PSet config-
uration. You can then tailor the new PSet to your specific requirements by
changing the configuration of the parameter tabs that appear.

You can also reconfigure an existing PSet by highlighting its name and
changing the configuration of the parameter tabs that appear.

4-10
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NOTE: In order to ensure that all of the TIFF files areimaged at
the correct resolution, you must create a PSet for each resolution

required.

Device Tab

NOTE: When configuring devices or PSetsfor the first time, config-
urethetabsin order from left to right starting with the Device tab.
Remember that the Device Tab is one of the tabs that does not
appear when you configure PSets.

The Device tab displays information about the device you have highlighted
in the Output Devices window. As shown below by the sample Device tab
for an Avantra 44 device, the Device tab contains information about the
device that you configured when the device was first created. The Location
text box is new, however. It allows you to record your own descriptive com-
ment about the selected device.

il Devece Conliguialion
Dutpd Dt - -
Dievce | Setings | Options | Supply | Takeup |
Sl S B0
- S —
FS a1 200 Trpex Erardra 44 -
By Fseizman ! -l
Losbon |
Irnasgerag E rogres
Topec Dieusri brungans (¥ aisbla L il Fuaaad)
Mawikh 4450
Muchmght 570 Mniw [ircre |
[ DasbeDivics  BubsSmsMBE [© =
Bond S (KBE (512 -

Mo Davicn | MowPSei | Deleie | ||:|:|1:..=.||An=|,,-|

Device Configuration dialog box, Device Tab

I maging Engine group box
The Imaging Engine group box displays information about the selected
device.
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I Type displaysthe generic category of the selected imager (Capstan, Cut-
Sheet, Drum, Plate Setter, or none).

I Max. Width refers to the fast scan direction of the imager.

I Max. Height refers to the slow scan direction, if any.

I Units This menu sets the units for the Max. Width and Max. Height
entries (menu choices are Inches, Picas, Millimeters or Points).

Disable Device check box

Select Disable Device only if you want to prevent jobs from being processed

by the selected device. Otherwise, clear it.

Buffer Size and Band Size spinners

The displayed values are defaults chosen by your Raster Blaster system.
Change them only on advice from Xitron technical support.

Settings Tab

il evice Conligueration

onci st Devics Seting: | Opsons | Supple| Tabsus |

| gu:&x Esparsne |l':|'.l Aesobaior: (1200 | Honzorial
Aaiird 440

B P20 Cassatte: [Cassete 1 = 0 =) Vetes
By PSaizm Width  Lenglh Tope

Media 15,00 oo Mo Meds

Dewice 20 15870

Lakt [LM| |0
Right [Ff: [0

Unds: | nche: -

HewDevica| HowPSei | Dol | [ o ]

Settings Tab

NOTE: When a device nameis highlighted in the Output Devices
window, the settingsin the Settings tab along with the settingsin the
Options tab determine the default configuration for any new PSets.

4-12
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On the other hand, when a PSet name is highlighted, these settings
determine the specific configuration for the highlighted PSet.

Click on the Settings tab:
The Settings tab contains the following parameters:

Exposure Text Box

NOTE: For imagersthat do not allow Raster Blaster to control laser
intensity, Exposureis unavailable.

For imagers that alow Raster Blaster to control laser intensity, enter the
desired intensity in Exposure.

Cassette M enu

NOTE: If you have unchecked Disable Cassette Tracking in the
Supply tab and you do not select one of the cassettes assigned to the
selected device and PSet, your Raster Blaster system will post an
error message.

Select one of 16 cassettes. Refer to “ Supply Tab” on page 18 for instructions
on configuring or assigning cassettes. If the cassette you select is assigned to
astation or tray, the job will be imaged to that station or tray.

Resolution Menus

The entries on the Vertical and Horizontal menus represent the allowable
resolution settings for the selected device.

For most devices, you must select the same Vertical and Horizontal entries.
If you select avalue in the Vertical menu, the corresponding value automati-
cally appearsin the Horizontal menu and vice versa.

However, for some imagers, you can select different values for the Vertical
menu and the Horizontal menu.

If you select avalue in the Horizontal menu, the corresponding value auto-
matically appears in the Vertical menu.

However, if you select avalue in the Vertical menu, the Horizontal menu
retainsitsorigina value.

Bottom Portion of Settings Tab
The remaining items include:
I The Width, Length, and Type entries for Media are determined by the
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selected Cassette.

The Width and Length entries for Device are determined by the high-
lighted device in the Output Device list.

The Margins box specifies measurements that are graphicaly illustrated
in the diagram to its right. This diagram changes depending on the type
of devicethat is highlighted, as shown in the three separate illustrations
on page 4-15.

The Units menu specifies the units of measurement for the Width and
Length items and the entries in the Margins box, Choices are I nches,

4-14
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MilliMeters, Picas, and Points.

N
.-

W
Figure 4-2. Settings Diagram for Cut Sheet Imagers

Figure 4-3. Settings Diagram for Drum Imagers

Options Tab

NOTE: When a device nameis highlighted in the Output Devices
window, the settingsin the Optionstab along with the settingsin the
Settings tab determine the default configuration for new PSets. On
the other hand, when a PSet icon is highlighted instead, the settings
apply to the highlighted PSet.

The Options tab includes an Override option, the Orientation group box,
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and the Output Copies spinner.

Devicel Settings  Dptions | Supplyl Takeupl

[~ Owverride Job Resolution [for best results EMABLE this bow)

— Orientation
[T Center on Media width ¥ Image Negate

[~ Center onMediaLength [ Margin Megate
[ “Wiong Fead
A Faotation; 4
IEI degrees j
Output Copies |1 3:

Options Tab

Override Option

Check the Override Job Resolution box if you want your Vertical and Hor-
izontal Resolution entries configured in the Settings Tab to override the
resolution settings contained in the job.

Clear the Override Job Resolution box if you want the resolution settings
contained in the job to apply.
Orientation Box

1. Check the Center on Media Width box if you want to center the image
along the width of the output media.

2. Check the Center on Media Length box if you want to center the image
along the length of the output media.

NOTE: Theresults of the remaining itemsin the Orientation box
areillustrated through theicon containing the capital “A”. For
example, theillustration below shows how the output would change
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if you selected mage Negate, and cleared Margin Negate.

— Orientation
[T Center on Media ‘Wwidth M Image Negate

....................................

[T Center on Media Length [ MarglnNegata
[ “wrong Bead
A Rotation: g
IEI degrees j

Orientation box in Options Tab

3. Select Image Negate if you want to create a negative image of the job
being processed. When you do, the Margin Negate check box becomes
available and selected.

4. Clear Image Negate for a positive image and to make the Margin
Negate check box unavailable.

5. Clear Margin Negate if you want to create a negative image of only the
image, not the margins.

6. Select Wrong Read if you want the image to appear backwards, as if
viewed in amirror.
Output Copies spinner

Select the number of copies you want to output with the Output Copies spin-
ner.
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Supply Tab

Devicel Settingsl Options  Supply | Takeupl

Cazsettes: Stations:
=0 Caszette 1 ﬂ = Slot &
= Cazsette 2 i |
= Cazsette 3

44
=0 Cazsette 4 j —I

edia Type: IND Media

Media Width: I'I 5 Uitz I Irches - I
kedia Length: IEI (Ihickness; IEI
Bl Cemmthn IEI [t IFeet vI

[V Disable Media Tracking It ati II:I 3:

v Dizable Cazzette Tracking

Supply Tab

Supply tab configuration is divided into the following topics:
I “Configuring Cassettes’ on page 18.

I “MediaTracking” on page 19.

I “Assigning Cassettes” on page 20.

I “Enabling Cassette Tracking” on page 21.

I “Avantra 44 Example Configuration” on page 21.

NOTE: " Avantra 44 Example Configuration” provides an exam-
ple procedure in which cassettes are configured and assigned.

Configuring Cassettes

NOTE: Each device hasits own complement of 16 cassettes. You
must configure the cassettes for each device separately.

To configure a cassette;
1. Highlight one of the 16 cassettes in the Cassettes window.
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2. IntheMedia Type text box, enter a descriptive comment about the media
stored in the selected cassette, such as“Film”, “paper”, or the part
number of the type of film being used.

3. Enter the Media Width value.
4. For cut sheet or plate imagers, enter the Media Height value.

5. Select the units of measurement for the Media Width, Media Height,
and Thickness entries from the Units menu. Choices are I nches,
Millimeters, and Centimeters.

6. For plate imagers, enter the Thickness value for the plate media. For
non-plate imagers, Thicknessis unavailable.
Media Tracking

To enable mediatracking, allowing your Raster Blaster system to keep track
of the media available in the cassettes you configure:

1. Desdect Disable Media Tracking box.
2. For roll-fed media, the remaining media tracking controls include:
a Rall Length text box.

b. Units menu to the immediate right of Roll Length. Menu
choices for Units are Feet or Meters. The unit you select
appliesto the Roll Length text box and Warn at window.

c. Warn at check box and window

Device | Settings | Dptinons  Sunply | Takeup |

Cazzmibee: G kafion:

i Coppeiln 1 - P St A

& Coppelin 2 : I

=0 Copesbln 3

= Cassfln 4 = -—I

Madia Tape: |
Midin Width: EI Urite: [Inches -]
PRI e B —

1ol Lennth | | | Iﬁ
[ Disable Modia Tracking I W =

I« Mmshis Maealn Teackmo
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3. For plate media, the Roll Length text box changes to Plate Count, the
Units menu becomes unavailable, and the Warn at window valueis
expressed in plates.

Device | Seftings | Dptinnz  Supply | Takeup |

Cazeniber: SkationT:
e Coppedin 1 - EF Sl A
=0 Coppeiln 2 rr I

= Conpslfln 3 :

&= Cosselln 4 = —

Media Type:  [Platnz |

MediaWidth: |32 | s [TTTTR -]

Mudia Length: E] T HCharens |:|
Aol Lenath |l | inee: | Fmet v
¥ Disable Media Tracking T W [
B ficsbhie i assaie Tonckis

Supply Tab

4. For cut sheet media, the Roll Length text box changesto Sheet Count,
the Units menu becomes unavailable, and the Warn at
window value is expressed in sheets.

Assigning Cassettes

To assign cassettes to imager stations:

1. From the Sations window, highlight the Slot to which you wish to
assign a cassette.

2. From the Cassettes window, highlight the desired cassette.
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3. Click » to assign the highlighted cassette to the highlighted station. The
selected Cassette no longer appears in the Cassettes window but instead

now appears in the Stations window under the selected Slot.

Davice | Settings | Dptinns Supply | Takep |

Caxznibez: Ckation:

=t Cospekln 2 - P Shot A

= Cognstle 3 D =t Capsatte 1
i Copnedin A

=0 Cosvefle 5 = LI

.~
Modia Type:  Ho Haeda |

MediaWidthe ¥ | Unite: [Inches -]

st Tt [
A | " ﬁ
¥ Dissble Modia Tracking [ b [T =

[+ Dinshin Cossetio Teackng

Supply Tab

4. Repeat until you have assigned cassettes to all the imager stations.

To unassign a cassette:

a. Highlight the assigned cassette in the Stations window.

b. Click «to return the highlighted cassette to the Cassettes

window, removing it from the Stations window.

Enabling Cassette Tracking

Deselect the Disable Cassette Tracking box to enable cassette tracking.
Refer to “ Cassette Menu” on page 13, under the description of the Settings

parameter tab, for more information.

Avantra 44 Example Configuration

This procedure demonstrates how to configure selected aspects of an Avan-
tra 44 printer. It isintended to serve as an example of the various controls

involved in cassette and tray configuration.

Although it involves many different controls and dialog boxes, this proce-
dureislocated here, in the heart of the Supply parameter tab description,
because of the unusual way cassettes are configured and assigned to stations

in the Supply parameter tab.
The procedure is divided into the following tasks:

RASTER BLASTER USER GUIDE Xitron
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“Create anew device for the Avantra44.” Refer to step 1 on page 4-22.

“Configure the Supply parameter tab for the Avantra44.” Refer to step 2
on page 4-24.

“Create new PSets for your Avantra 44. This example will demonstrate
creating two Psets. One will be 2400dpi negative and the other will be
2400dpi positive.” Refer to step 3 on page 4-25.

“4. Configure the Settings tab for the new PSets associated with your
new Avantra44.” Refer to step on page 4-26.

“5. Configure the Options parameter tab for each of the PSets associated
with your Avantra44.” Refer to step on page 4-28.

NOTE: Thefollowing procedure does not represent a complete con-
figuration of an Avantra 44. I nstead, it concentrates on those steps
related to cassette configuration and assignment.

Create a new device for the Avantra 44.

a. If the Device Configuration dialog box isnot a ready present,
start by selecting Configure Raster Blaster from the File
menu of the Raster Blaster log window. The Device Config-
uration dialog box appears.

Clulpait Dy .
Dvicn | Sating: | Dptiors | Susph: | Takap |
E’ Ayarira 4440
Bty Pt 7 over  [aa Q
B Psezm 1” |=~.h Eaat 500
Locatian |
Irnaging Erging
Tvpe: v Iranges [l Lsngih Frescl]
Max'aficlic 2200
MaxHeight 1570 Limie |Im'.-'-e: '|
I Disstds [asics Eudiir Saon [HE] |?" 3:
BadSemEBE Mz 0w

H..-.-n_] II-.-.-F'E-:I Didaia | [ oe ] |:...=.|| |

b. Click New Device. The Add New Device dialog box appears.
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ik Add Mew Device l
Name:  [Avantra 44-0 0k,
Dirivver: I.-'l‘-.gfa j Drriver Canfig | ﬂ
Tupe: I.&vantra 44 j
Address: I Addiess. |

Add New Device dialog box

c. Ifitisnot aready selected, select Agfa from the Driver
menul.

d. Select Avantra 44 from the Type menu.
e. Click OK. The Add New Device dialog box closes.

f. The Device name you created appears in the Output Devices
window of the Device Configuration dialog box.

Didpd Divicas
Do | Satings | Opbons | Supply | Tahusup |
SemfaptGind SOOHD |
. B Tabskoed _ r Dmtﬁ‘ul
E_ £5 g 00 [T - EH
B P5e250
Location [
| rsaging E ngires
Tygs (Dvuen Irsager [Warishie Length Fead)
Muwhidh 45
Mi:Height 37 Wiz |Ir-:|'+: "'|
T Dicsble Davsee Euller Siea [ME] Iﬂ 5
mnd Size K| =1

MewDevice| MewFiat | Dol | [ o | coed | Acow |

Device Configuration dialog box
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2. Configure the Supply parameter tab for the Avantra 44.

a. With Avantra 44-0 still selected in the Output Deviceswin-
dow, click the Supply parameter tab. The Supply tab isdis-

played.

Supply Tab

b. If not already highlighted, click the Cassette 1 icon in the
Cassettes window to highlight it.

c. Click the Slot A icon in the Stations window to highlight it.

4-24 Xitron RASTER BLASTER USER GUIDE



Devices

d. Click » to move the Cassette 1 icon under the Slot A icon in
the Sations window.

Devicel Settingsl Optiohs  Supply |Takeup|

Cazzettes: Stationz:
= Cazzette 2 il @ Slat 2,
=0 Cazzette 3 o= Cazsette 1
= Caszzette 4
LS4
= Cazzette § LI —I

Media Tope: INC' Media

b edia width: |35 Uriits; Ilnches "I
tedia Length: IEI | [hickness: IEI
Eall Cematti IEI [t I Fegt - I

¥ Dizable Media Tracking L IEI 3:

¥ Dizable Cazsette Tracking

Supply Tab

e.  With Cassette 1 under Slot A in the Sations window and still
highlighted, configure the media for the upper tray.
Update the value in the Media Width text box if it differs
from the material in the cassette.

3. Create new PSetsfor your Avantra 44. This example will demonstrate
creating two Psets. One will be 2400dpi negative and the other will be
2400dpi positive.
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a  With the Avantra 44-0 icon still selected, click New PSet.
The Add New Setup dialog box appears.

als Add New Setup ]|

Setup Mame: 0k
|24nndpi Meg

Cancel

v allow non-numeric setup names

Add New Setup dialog box

(1) Select Allow non-numeric setup names, if necessary.
(2) Enter 2400dpi Neg in the Setup Name text box.

(8) Click OK. The Add New Setup dialog box closes. The
2400dpi Neg PSet icon appears under Avantra 44-0in
the Output Devices window.

b. Click New PSet again. The Add New Setup dialog box
appears.

(1) Enter 2400dpi Posin the Setup Name text box.

(2) Click OK. The Add New Setup dialog box closes. The
2400dpi Pos PSet name appears under Avantra 44-0.

4, Configure the Settings tab for the new PSets associated with your new
Avantra 44.

a. Highlight the 2400dpi Neg PSet icon under Avantra 44-0in
the Output Devices window.

(1) Click the Settings parameter tab.
(2) Set theresolution to 2400.
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utput Devices -| I
SelectSet S0000
E&n Tabiod Exposure: |45|1 Resolobon: |2400 | Homzonkal
A"“% Coelie: [Cocoeme 1 =] [2900 =] Vietice
B 2400de Pos ‘Width  Length Tpe
B Poe1 200 Meds  BO0 000 MoMeda
B Poei2540 T fE e
Maigre
Tep W} [0
Boltom (EM] [0 *
Lalt [LIA| |:I
Riight IR |:|
Urits: |Ir-l:hl='. "'I .
NewDevice| NewPSet | Deme | [ 0K | cCocel | oen |
Settings Tab

(3) Configure the remaining entries in the Settings parame-
ter tab as desired.

b. Highlight the 2400dpi Pos PSet icon under Avantra 44-0.
(1) Set theresolution to 2400.
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(2) Configure the remaining entriesin the Settings parame-
ter tab as desired.

5. Configure the Options parameter tab for each of the PSets associated with
your Avantra 44.

a. Click the Options parameter tab in the Device Configuration
dialog box.

b. Highlight the 2400dpi Neg PSet under Avantra 44-0in the
Output Devices window.
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(1) Inthe Orientation box, check the | mage Negate box.
(2) Configure the remaining entriesin the Options tab.

c. Highlight the 2400dpi Pos PSet in the Output Devices win-
dow.

(1) Inthe Orientation box, deselect the Image Negate box,
if necessary.
(2) Configure the remaining entriesin the Options tab.
To move on to the next section, select a device name from the Output

Devices window at the left side of the Device Configuration dialog box.
This makes the Takeup Tab available.
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Takeup Tab

For roll-fed devices, the Takeup tab allows you to control the amount of
media the imager feeds between pages and between jobs, the time you wait
after each feed, and a variety of cut controls.

Devioe | Settings | Optioes | Supply  Takeup |

Fead

[T Betseen pages: 1 At par fned:-
[T Betmeen jobi: 1 |'1 |
[ il [omcomls) sl busd EE

Cut

[ AMerjob: T AMerpages [ —

[ Wi belore ol |l | Adfust per cut
M Mas belon: cul I. | ||1 |

™ Onliees Prececom no dizable-aller-cul)

Takeup Tab

Feed Box

I Select the Between pages check box to make itstext box available. Enter
the desired amount of media to be fed between pagesin its text box.

I The Between pages and Between jobs configuration controls operate
independently of each other.

I Select the Between jobs check box to make its text box available. Enter
the desired amount of mediato be fed between jobs in its text box.

I Adjust per feed does not exercise any control over theimager but serves
instead to keep a record of the media movement. This field allows your
system to keep track of media usage more accurately. You must have
cleared Disable Media Tracking in the Supply tab. Refer to “Media
Tracking” on page 19.

I Enter the fixed amount that the imager moves the media after each feed
in the Adjust per feed text box.
Wait (Seconds) After Feed Controls

Select Wait (seconds) after feed to make its text box available. Enter the
number of seconds you want your imager to wait after afeed before it
becomes available for the next job.
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Cut Box

NOTE: The Cut box applies only to imagers with an online proces-
sor (OLP) or darkroom adapter (DRA).The Units menu at the bot-
tom of the Takeup tab dialog box specifies the units of measurement
for all of the Cut box text boxes.

I Select After job to enable cuts after each job.

I The After job and After pages check boxes operate independently of
each other.

Select After pages to make its spinner available. Enter the number of
pages you want to process before each cut.

Select Min. before cut to make available itstext box. Enter the minimum
amount of media you want exposed before each cut.

Select Max. before cut to make available its text box. Enter the maxi-
mum amount of media you want exposed before each cut.

Devin:el Settingsl Dptiu:unsl Supply  Takeup |

Feed
[T Between pages: IEI Adjust per feed:
I~ Betweenjobs: |0 |0

Wi ait [seconds] after feed: IEI 3:
— Cut

[ After job: [T After pages: IEI 3:

..................................... Adjust per cut
¥ bax. before cut ID ||:|

[T Online Proceszor [no dizable-after-cut)

Uriks: I Inches j
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NOTE: Adjust per cut does not exercise any control over theimager
but servesinstead as a record of the entered value. Thisfield allows
your Raster Blaster system to keep track of media usage more accu-
rately. You must have cleared Disable Media Tracking in the Supply
tab. Refer to “Media Tracking” on page 19.

I Enter the fixed amount that the imager moves the mediafor each cut in

the Adjust per cut text box.

UnitsMenu

Select the units of measurement for the Feed and Cut text boxes from the
Units menu. Menu choices are inches, feet, and meters.

Cut Sheet and Plate Imagers

As shown below, only the Wait (seconds) after feed controls are available

for cut sheet and plate imagers.

Dewioe | Settings | Options | Swpply  Takeup |

[T Beftween poacs

I Hetmeen jot

™ Wail [tecondt] alte leed 1 E

™ Afem ponee E
0 [
| 1

[T Onfiere Procecao oo digolde oie

™ Adier ot

[ Wi hefme ot
C Mo befoe cul

Akt gun |
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QUEUES

Configuring Queues

To ensure that the TIFF files coming into Raster Blaster are imaged at the
correct resolution, you need to configure a unique queue for each resolution
value supported by the output device attached to Raster Blaster’s interface.
This chapter givesinstructions for configuring these queues. The chapter is
divided into the following parts:

I “Configuring New Queues’ on page 1.

I “Editing & Changing Existing Queues’ on page 9.

I “Deleting Queues’ on page 10.

I “Sharing a Queue with Macintosh Workstations’ on page 12.

Configuring New Queues

It isagood ideato have all your Raster Blaster input queues folders setup
within one directory. This keeps your queue records more organized than
having queue foldersin various placesin your computer. This also makes it
easier to connect to your queues across the network from your RIP. Refer to
“Creating a Shared Directory” on page 9-1.

1. To configure new queues, select Configure Queue from the File
menu of the Raster Blaster log window. The Configure Queue
dialog box appears.
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Configure Queue dialog box

When this dialog box opens for the first time, a queue directory called
‘\PAGEBUFF\' appearsin the Queue Folder pop-up menu. Leave this entry
in the Queue Folder text box -- do not delete it. The PAGEBUFF directory
isthe folder where jobs enter Raster Blaster and where sub-folders are cre-
ated for storing jobs either waiting to output or already output.

Monitor Points

Monitor Points are the queue folders that you configure to control the han-
dling of jobsinput to Raster Blaster. Each folder refersto a specific input
gueue. The check box next to each folder name allows you to make that
queue active when Raster Blaster is running. The focus of your effortsin
configuring new queues and changing or deleting existing queues is the sec-
tion of the Configure Queue dialog box labeled Monitor Points. This sec-
tion contains alist of the existing monitor folders and their parameters. It
also contains buttons for Adding, Deleting and Editing monitor folders.

2. To configure a new queue folder, click the Add Monitor button.
The Input Monitor Folder dialog box appears.
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Input Monitor Folder

The Input Monitor Folder dialog box allows you to name a queue folder
and specify how to handle files that arrive asinput to Raster Blaster in that
specific queue folder.

Eodder | J

Dataul Dutpel Dvcs

Devica | "I Poat | -|

[ dibasyr Ls Device snd PSet srocisted with Dusys

Dol BianTondle Up

= rare_|

Ol sbon
[ Dvenide Deviea R | '|
r
[ dbasrs uos impid Fils Mama a2 ob Nane
™ Use copy court fiom ingut =
[ Hold Fage

o, Cancal |

3. Do one of the following:

a. If you know the directory for this queue folder, type that
directory name into the Folder text box. If the directory you
type in does not exist, Raster Blaster will create the directory
for you. Skip ahead to step 4 page 5-5 to complete the dialog
box.

b. If you want to browse for a directory name, click on the
square button with three dots “..." to the right of the Folder
text box. This opens the Browse for Folder dialog box.
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Browse for Folder dialog box

Use this dialog box to locate and select the directory you wish to specify.
When you have the correct directory displayed in thiswindow, click the New
Folder button. This opens the New Folder dialog box.

IC:\RasterBlachers rnput Dususs

Misws foklet e 1200

ok ] cance |

(1) Typethe name of the new queue folder in the New
Folder Name text box, and click OK to return to the
Browse for Folder dialog box. Your new folder name
appearsin the directory you selected.

(2) Click OK to closethe Browse for Folder dialog box.
Your new folder name appearsin the Folder text box of
the Input Monitor Folder dialog box.
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Follow the steps below to complete the parameters on the | nput
Monitor Folder dialog box:

Under Default Output Device, select your Device and Pset.

Put a check mark in the Always use Device and PSet associated
with Queue check box if the Device and PSet selected here
should be used even when the incoming file contains device and
PSet information.

NOTE: If ajobisnot associated with a device, it will appear in the
Active queue, but it will not be processed.

Checking Override Device under Orientation alows you to over-
ride the orientation setting configured for the Device/PSet. When
you check Override Device, the Rotation text box and Wrong
Read check box become available.

Rotation for the queue may be set to 0, 90, 180, or 270 degrees,
or select To Fit (+90) or To Fit (-90).

Checking Wrong Read flips the incoming file to Wrong Read
mode before output.
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NOTE: Any rotation and wrong read changes are made to thefile
from a Monitor Point before the fileis moved to the Queue Folder.
A progress dialog will appear to indicate rotation and wrong read
modifications. I maging takes precedence over rotation. | f both
occur simultaneously, rotation may slow to maintain imaging speed.

8. Check Always useinput File Name as Job Name to display the
filename rather than any embedded jobname. This functionis
useful when processing files produced by outside sources.

9. Click OK to return to the Configure Queue dialog box. The new
queue folder you created now appears in the Folder list under
Monitor Points.

Queas Fokler; | “PageBiut®. _|
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File Typesto Exclude

10. TheFile Typesto Exclude pop-up menu allows you to configure
Raster Blaster to skip queued files with designated extensions. By
default, filenames with the extension “.tmp”and “.map” are
excluded.

a. Toexclude additiona file types (such as extensions used
while ajob is being written to Raster Blaster), click the adja-
cent Add button.

When the edit box opens, enter the filename extension and
click Add to List.
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b. Youmay delete afile type from the exclude list by highlight-
ing it and clicking the Delete button.

Maximum Active Pages

The remaining parameters on the Configure Queue dialog box allow you to
set controls that regulate the use of available memory by Raster Blaster.
These settings apply to all the input queues and need only be set once:

11. Maximum Active Pages limits the number of jobs Raster Blaster
can read (imaging jobs plus active jobs). You may wish to change
the default value of 1000. For example, set it to much smaller
number if you want to have multiple Raster Blasters monitoring
the same queue. Setting the field to 1 ensures that no rotation or
wrong read conversion takes place during imaging.

12. Put acheck the Allow virtual memory for rotation check box if
you want rotation to take place even when there is insufficient
memory to perform rotation. When the box is unchecked, (the
default), Raster Blaster will only rotate an image if thereis
enough memory.

NOTE: Checking the box Allow virtual memory for rotation
severely taxes memory and is not recommended where the amount
of RAM may be limited. Rotating the bitmap at this point can be
demanding and time consuming process. | f possible, try to perform
any rotations of the job at the RIP.

CAUTION

If the box Allow virtual memory for rotation is not checked,
and there is not enough RAM memory available to contain the
entirefile, rotation will fail and the file will be moved to an
error folder.

Configuring Thresholds

At the bottom of the Configure Queues dialog box is a section called When
necessary delete thresholds. Thefieldsin this section allow you to configure
two thresholds that control the treatment of jobs as they |eave the Active
gueue and enter the Compl eted queue on the Output Monitor.
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These thresholds allow you to specify how large the Completed queue can
become before the Output Monitor begins deleting jobs from it as they are
completed.

The thresholdsin this box become operative only when you set the Delete
pop-up menu in the Output Monitor window to When Necessary. Refer to
“Delete Menu” on page 7-11.

The following two thresholds control the treatment of filesin the Completed

queue:

13.

14.

15.

16.

Megabytes of free disk space. Enter the amount of free disk space
you want to reserve. When the Compl eted queue becomes too
large to maintain this amount of free space, jobs are deleted from
it to maintain this requirement.

Maximum Held Pages. Enter the maximum size of the Com-
pleted queue in pages. If the Completed queue exceeds this num-
ber of pages, jobs are deleted from it to maintain this requirement.

Click OK to save your configuration and close the Configure
Queue dialog box.

Configure anew gueue for each resolution value of your output
device by repeating the procedure starting with Step 2 page 5-2.
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17. Whenyou arefinished configuring new gqueues, click OK to close

the Configure Queue dialog box.

Editing & Changing Existing Queues

This section contains instructions for changing parameters associated with
existing queues. Begin any queue changes by selecting Configure Queues
from the File menu. This opens the Configure Queue dialog box.
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To modify an existing queue folder, highlight that folder on the Folder list
under Monitor Points, and click Edit Monitor. The Input Monitor Folder

dialog box appears.
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1. Under Default Output Device, choose the correct Device and
PSet.

2. Complete the remaining parameters on this dialog box as
described in Configuring New Queues, starting with step 4
page 5-5.

3. Click OK to save your changes and return to the Configure
Queue dialog box.

Deleting Queues

To delete aqueue, select Configure Queues from the File menu. This opens
the Configure Queue dialog box.
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Configure Queue diaog box

Highlight the folder for the queue you want to delete under Monitor Points,
and click Delete Monitor. The highlighted entry is deleted from the Folder
list.
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Sharing a Queue with Macintosh Wor kstations

1. To share aninput folder with Macintosh workstations connected
to your Raster Blaster computer, open the File Manager, from the
Start menu, as shown below:
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NOTE: Thisworksonly if your operating system is Windows 2000
Server or Windows NT Server 4.0, and you have installed “ Services
for Macintosh” as part of your operating system. Windows 2000
Professional and Windows NT Workstation 4.0 are not ableto share
directoriesto Macintosh computers.
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2. Highlight the input folder to be shared with Macintosh worksta-
tions (HotFolder in this example).
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File Manager window
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3. From the MacFile menu, click Create Volume.

h acFile

LCreate Yolume. ..
Wiew/Modify Yaolumes...
Remove Yolumes. .

Pemizsions. ..

Agsociate. ..

Help...

Note: If you don’'t have aMacFile menu on your File Man-
ager window, check to see that you have installed “ Services
for Macintosh” as part of your Windows NT Server operating
system.

4. Inthe Create Macintosh-Accessible Volume dia og box that
appears, click OK.

5. Closethe File Manager. If you want to share the input folder you
have just created with other PCs, open Windows NT Explorer.

6. Highlight theinput folder (HotFolder in this example).

7. Click your right mouse button. In the menu that appears, select
the Sharing command.

3 R

Explore
Open
Find...
eitdd to Zip
e384dd to HatFalder. zip

Send To 3

Cut
Copy

Create Shortcut
Delete
Rename

Froperties
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8. Inthe Propertiesdialog box that appears, click Shared As.
9. Click OK to close the Properties dia og box.

If you have not aready done so, configure a unique input queue for
each resolution value supported by the output device attached to your
Raster Blaster. Refer to the heading “ Configuring New Queues’ on
page 1 for instructions.
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L OGS

Logs form arecord of system actions and events. L ogs are created or
expanded every time you start your system, and stored every time you shut it
down. You can also create alog to keep arecord of aspecia event, such asa
failed file. This chapter describes configuration and management of logs. To
configure your logs, refer to ” Configure Logs” below. To manage logs, refer
to “Log Management” on page 5.

Configure Logs

To configure your Raster Blaster logs:

1. Fromthe File menu of the Raster Blaster log window, select
Configure Log. The Configure Log dialog box appears.
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il Configure Log E2 |
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Configure Log dialog box

2. The Default Directory text box displays the location where Ras-

ter Blaster storesitslog files. If no location appears, no log fileis
created.

3. Do one of thefollowing:

a. If you know the directory where you want the logs to reside,
type the directory name into the Default Directory text box.
If the directory you type in does not exist, Raster Blaster will
create the directory for you. Skip ahead to step 4 below.

b. If youwant to browse for a directory name, click on the
Browse button. Thisopensthe Directory Browser dialog box.
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Directory Browser window

¢. Usethiswindow to browse for the location of the directory

you wish to use. When you have the correct directory dis-
played in this window, click the OK button to return to the
Configure Log dialog box. The directory you selected is now
entered in the Default Directory text box.

4. The Default Log File Name box offers three mutually exclusive

options for log file naming.

a UseDate

Select this option to have each log hamed using the date in
YYMMDD format, such as 971112.1og. If your Raster
Blaster system is started more than once on a given date, the
fileis expanded to include &l Raster Blaster sessions for that

day.
Use Date Unique

Select this option to have each log named with the date plus a
letter, such as 971111a.log. A separate log fileis created for
each Raster Blaster session, regardless of how often the sys-
tem is shut down and restarted.
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C.

Use File Name

Select this option to make the File Name text box available.
Enter the desired file name in File Name. The name you
enter is not incremented.

5. TheLog File Limits box contains two text boxes.

a

Max Memory

This box specifies the maximum amount of RAM in KB that
will be made available to display the log window. If alog
window exceeds this amount, the earliest entries will be
thrown away to meet this requirement.

Max File Size

This box specifies the maximum sizein KB that alog file can
become. If alog file exceeds this amount, the earliest entries
will be thrown away to meet this requirement.

6. You can change the appearance of text in the log window by
clicking on New in the Fonts group box. The following dialog

box appears.
illi Font EHE |
Font: Font ztule:
IHeguIar (] I
BT Z] T
B sl Black :I Italic Loriec] |
T avial Marrow Bold
' Book Antiqua Bald [talic
H Bookman Old Style
T Bookshelf Syrmbol 1
H Bookshelf Symbel 2 7]
— Sample
Script;
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7. Select aFont, Font style and Size from the menus displayed, pre-
view the resultsin the Sample text box, and click OK to closethe
dialog box when you have made your selection.

8. To accept your Configure Log entries, click OK. The Configure
Log dialog box closes.

L og M anagement

The management of logs involves three main tasks:

I Creating a New Log. Refer to “Creating aNew Log” on page 5.
I Opening Logs. Refer to “Opening Logs’ on page 5.

I Saving Logs. Refer to “Saving Logs As...” on page 6.

Creatinga New Log

NOTE: Selecting New Log from the File menu closes the current
active Raster Blaster log and creates a new one.

To create a new Raster Blaster log:

1. From the File menu of the Raster Blaster log window, select
New Log.

2. A new blank Raster Blaster log window appears. This becomes
your active log.

3. You may now save thislog under a date or file name for future
reference. Refer to “Saving Logs As...” on page 6.

Opening Logs

To open existing, saved, and stored Raster Blaster logs.

1. From the File menu of the Raster Blaster log window, select
Open Log.
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2. The Open dialog box appears.

Lockie  ["3Lloo = gﬂ Eiiiﬂ
__Il'lem.li::
¥ | 2480 05 g

5801 .5 logl

Fiepare:  [#50106a kg | [pen I
Files of ppee  [IE Fies |- bogl E Corcsl |

Open diaog box

Select the log file you wish to open.
4. Click Open.

The selected log fileis displayed in your Raster Blaster log win-
dow.

Saving Logs As...

To save the current Raster Blaster log window:

NOTE: The Save Log As command gives you a convenient way to
name and store logs of special interest, such aslogs that contain
messages relating to a file failure.

1. Fromthe File menu of the Raster Blaster log window, select
Save Log As.

2. The Save As diaog box appears.
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Save As dia og box

In the Save in: pop-up menu, locate and select the folder into
which you wish to save your log file.

Enter the desired log file name in the File name text box.

Click Save to save thelog file. The Save As dialog box closes.
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OPERATIONS

This section covers a variety of operating tasks:

I “Starting Your Raster Blaster” on page 7-1.

I “Imaging aFile” on page 7-3.

I “Using the Output Monitor” on page 7-5.

I “Resetting your Raster Blaster” on page 7-12.

I “Shutting Down Your Raster Blaster” on page 7-12.

Sarting Your Raster Blaster

To start your Raster Blaster system, do one of the following:
1. Double-click the Raster Blaster icon on your desktop.

Raster Blaster Desktop Icon
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2. Select Programs>Xitron Raster Blaster>Raster Blaster from the
Start menu, as illustrated below:

o Brcaimes
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£11 Biagicr (ke
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N Windown Manrsgng
2] Wik HT Enplins

T T r =

A Aumreriage: Took 2w ]
| #dohe Arobhal ¥
B Aoyt I Towwn] .
| Cysarwestan s L
| vl | risessl Sesved [Dorwewn| ¥
= Shg .
B o Hiagda C
B Fan Hysgsiar 831G v

e T
| o P 4TI b PHEA
) | v FOP S v

7] Rare Hose

 'Windows NT

Start Menu Sequence for Raster Blaster

3. Whenthe Raster Blaster system starts, the Raster Blaster and Rip
Broker buttons appear in the taskbar.

i Start | I-ﬁ RBaszter Blaster E RipBroker

Raster Blaster and Rip Broker Task Bar Buttons

The Rip Broker isan internal task monitor that facilitates the operation of the
Raster Blaster Web Browser Interface. It has no user functions.
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4. The Raster Blaster log window appears. Its menu bar allows you
to access controls for operating Raster Blaster. M essages regard-
ing job status and errors during operation will appear in the win-
dow.

* Factmr Blacim HMEER
Ee Quipit Qesce Bewst  Help
Hanter Hiaaber 207,000 [HisildiD: 100534400 4) Steded of 1200701 00:46:01

Dipabiedd

Raster Blaster Log Window

Imaging a File

To image a bitmap file from your Raster Blaster computer:

1. Fromthe File menu of the Raster Blaster log window, select
Image File...

2. Thelmage Filedialog box appears.
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3. Set the parameters on this dialog box as follows:

a. Select thefile name extension (e.g., TIFF files) under Files
of type:

b. UsetheLook In: pop-up menu and its associated toolbar to
locate and select the file you want to print.

c. Besurethe Devicefield is set for the correct imager.

d. Touseaspecia set of imager parameters for the selected
device, select it from the PSet pop-up menu.

e. If you want the selected Device and PSet to override any
specified settingsin thejob, click on Override Job Settings...
(If you leave this box unchecked, the selected imager and
PSet are used only if they are not specified in the job.)

f. To cause the imager to rotate the page in wrong read mode
(regardless of theimager’s own settings), check the Override
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Device box under Orientation. Both the Rotation text box
and Wrong Read check box become available. A pageicon
with the letter R reflects the settings.

g. Toretainthe original (input) name, click the box Always use
Input File Name as Job Name. If thisbox is left unchecked,
the software uses the Page Name tag from inside thefile as
the job name. If thereis no Page Name tag, the input file
name is used as the job name.

h. Click Open. The selected file is processed and imaged, and
the dialog box closes.

Using the Output Monitor

The Output Monitor dialog box is displayed by default when you start
Raster Blaster. To hide or display it, select Output Monitor (atoggle com-
mand) from the Output menu.

NOTE: If you hide the Output Monitor, the Active Queue and Com-
pleted Queue subwindows are not displayed in the browser monitor.

To monitor the output of Raster Blaster:

1. Open the Output Monitor dialog box. This dialog box provides
controls that let you manage the flow of jobs.

[ smwe | pes ]| | - B
I pissbie Duipsi
e | Hewre | v |
Ay I rizleied I
I5el | ve x|
Dabati |'|i'hlnr-l:l::lip 'rl
0 dema 0 Eh 5 Eb e ey 0 Eh

Output Monitor dialog box
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Job Queue Tabs

The Output Monitor dialog box isorganized into four tabs, corresponding to
four job queues:

I Active

I Held

i Completed
I Save

Jobs enter the Active queue first, are processed, and are transferred to the
Completed queue. Jobs are deleted from the Completed queue based on the
command selected from the Delete menu. Refer to “Delete Menu” on

page 7-11. You can defer processing by moving jobs to the Held queue.
When you are ready to process jobsin the Held queue, move them back to
the Active queue. You can save jobs by moving them to the Save queue. The
Delete menu does not apply to jobsin the Save queue.

To move a selected job from one queue to another, use the job-action buttons
(refer to “ Job Action Buttons’ on page 7-7).

Progress Bar

The long rectangle between the Held Tab and the Completed Tab isthe
progress bar. When jobs are in the Active queue and output is enabled, the
progress bar shows the percent of completion for the current job asit isbeing
processed.

1]
e | im [TRIOTWRSTIR T | Congited | 5o

[ 100 |
I Deals Dt

Cinjoin I'ﬂlh’lrl neceIzaEy ll

Siama DEh 4.72% Lb e BEsma OEh

Output Monitor, showing progress bar
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Disable Output Check Box

Select the Disable Output check box to stop your system from sending out-
put to an imager. Clear the box to enable output. When Disable Output is
selected, the word ‘ Disabled’ appears at the bottom of the Raster Blaster log
window. When the box is cleared, theword ‘ Ready’ appears at the bottom of
the log window.

Job Action Buttons

Usethe buttons Active, Held, Completed, and Save to send a highlighted job
or jobs to the indicated queue. First highlight the job, then click the appropri-
ate button.

Info | ﬂemuvel Yiew |

<- Achive | Completed -}l

<- Held | Save -}l

NOTE: ThelInfo, Remove, View, Active, Held, Completed, and Save
buttons are unavailable until you highlight one or more jobsin one
of the queue tabs.

Info Button
To use the Info button, follow these steps:

1. Highlight thefile for which you want information in one of the
gueue tabs on the Output Monitor dialog box. This activatesthe
Info, Remove, View, Active, Held, Completed, and Save buttons.

2. Pressthe Info button to open the Page I nfo window, containing
information about the highlighted job. The highlighted job may
be in any queue.
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Page I nfo window

a. The Units pop-up menu allows you to select the measure-
ment units for Width and Depth measurements. Choices are
Pixels, Inches, Millimeters, Points, and Picas.

b. Satusidentifiesthe queue, time and date of the highlighted
file.
Remove Button
Remove deletes the highlighted job or jobs from any queue.

View Button
To use the View button, follow these steps:

1. Highlight the file you want to view in one of the queue tabs on
the Output Monitor dialog box, as shown below. This activates
the I nfo, Remove, View, Active, Held, Completed, and Save but-
tons.

7-8
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Output Monitor dialog box

2. Pressthe View button to open the PAGEVIEWER window.

3. The PAGE VIEWER window displaysthe file at the resolution
of your computer monitor. It can only view asingle layer or
color. The image appears magnified. For example, if the image
were created at 1016 dpi but displayed at 75 dpi, the apparent
magnification would be about 14 times (1016/75 = 13.5).

4. Usethevertical and horizontal scroll barsto view theimage. The
illustration below shows atest file image of atrout.
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i s ekl s el sl

PAGEVIEWER Display of Test File.

5. To seeareduced version of the image, click Scaled Page in the
View menu of the PAGE VIEWER window.

Scaled Page Clrl+a&lt+5

HexbBage [t

Lines per update ..

Inches

Millimeters
v Pinels

Faints

This opens a smaller window, superimposed on the PAGEVIEWER win-
dow, showing areduced version of the image.
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Below, the Scaled Page window displays the same test file image of atrout,
reduced to 1/24 of the original size..

|v

gl — —

s - ?
. -
" gﬁ;

;

| ILILI

Scaled Page Display of Test File.

NOTE: If you click a specific location of the reduced view, the
enlarged view in the PAGE VIEWER window will change. It will be
centered around the location at which you clicked.

6. Select the unit of measurement for the PAGE VIEWER display
from the bottom half of the View menu. The choices are | nches,
Millimeters, Pixels, and Points.

NOTE: Toimprovethe quality of thedisplay, try experimenting with
different settings for the Lines per update command in the View
menu of the PAGE VIEWER window. This command determines
how many lines are interpreted before being displayed. The default
setting is 1.

Delete Menu

The Delete pop-up menu on the Output Monitor allows you to make settings
that control the treatment of jobs in the Completed queue.

I Never — jobs are never deleted from the Completed queue.
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I When necessary — jobs are deleted when one of two configured thresh-
oldsis reached. The thresholds are configured in the Configure Queues
dialog box. Refer to “Configuring Thresholds’ on page 5-7 for instruc-
tions on configuring the thresholds.

I Always — jobs are deleted as soon as they reach the Completed queue.

Resetting your Raster Blaster

To interrupt imaging, you can select Reset >l mager from the Raster Blaster
log window. The job will be aborted and your system will be reset. Use
Reset >l mager to abort a job during processing, or if ajob causes your com-
puter to fail.

Shutting Down Your Raster Blaster

To shut down your Raster Blaster:
1. Fromthe File menu of the Raster Blaster 1og window, click Exit.
2. Onthetaskbar, click the RI PBroker button.
3. Fromthe File menu of the RI PBroker window, click EXxit.

Your system closes. To restore communication with the RIP,
restart Raster Blaster.

7-12 Xitron RASTER BLASTER USER GUIDE



~
(CHAPTER Y,

BROWSER

You can use your browser interface to monitor Raster Blaster activity. You
can aso use your browser to get information on jobs that appear in the
Active and Completed queues of the Raster Blaster Output Monitor.

Accessing Raster Blaster with a Browser

To access Raster Blaster through your browser interface:

1. Make surethat the Raster Blaster you wish to monitor has been
started.

2. Start your browser (Microsoft Internet Explorer, version 4.0 or
later).

Note: Browser connection by way of IP addressis not recom-
mended because it significantly increases the time required to
establish a connection.

3. Signonto the desired Raster Blaster site:
http://(Raster Blaster computer name)/cpsihome.html

NOTE: Thebrowser will not connect if the computer name exceeds
15 characters. Also, the domain name table must be up to date for
this sign-on to work.
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4. Once signed on, bookmark the location so that you can easily
return to it.

5. When you first sign on, the Raster Blaster splash screen appears.

C eparigha B

ol i e |

o o

Raster Blaster Splash Screen

6. When the splash screen disappears, you can select any of the
three tabs. Select one of the following:

a. The“About” tab, to show the splash screen graphic.
b. The"Activity Monitor” tab, to monitor Raster Blaster.

c. The“Help” tabiscurrently under construction.

8-2
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Activity Monitor Tab

When you select the Activity Monitor tab, a screen with four subwindows
appears.

[T e i A fla =

i lmaging Jons

Raster Blaster Activity Monitor

Activity Monitor Subwindows

The Activity Monitor tab shows four detachable subwindows:

1. The Ripping Satus subwindow contains comments relating to
the rendering of files. These comments match those that origi-
nally appear on the host Raster Blaster in the log window.

2. TheImaging Satus subwindow contains comments relating to
the imaging of files. Again, these comments match those that
originally appear on the host Raster Blaster in the log window.

NOTE: To prevent new entries from appearing in the window, click
on the tab of the Ripping Status or | maging Status subwindows (the
name on thetab turnsto gray). Existing entrieswill be temporarily
blocked from scrolling up out of view. Click on the tab again to
resume scrolling (the name on the tab returnsto blue).
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3. The Active Queue subwindow lists jobs that are waiting to be
processed. Thislists matches the list displayed in the Active
queue tab in the host Raster Blaster in the Output Monitor win-
dow.

4. The Completed Queue subwindow lists jobs that have been pro-
cessed. Thislists matchesthe list displayed in the Completed
queue tab in the host Raster Blaster Output Monitor.

Job Information

To get information about a specific job, highlight the job in the Active
Queue or Completed Queue subwindow, as shown on the screen below:

B Ackiea Fusus - Micioos#i Isimnat Ceed . [ B

__.ri Morrive ClaELs

Nl |

Then click on the I nfo button beneath the subwindow. Information about the
selected job appearsin a Page | nfo window:
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Thisissimilar to the information that appears when you highlight ajob and
click Info in the Output Monitor dialog box in the host Raster Blaster (refer
to “Info Button” on page 7-7)

You can highlight more than one job and then click the Info button to dis-
play information about all the highlighted jobs.

When you click I nfo with multiple jobs highlighted, use the left- and right-
pointing arrowheads next to the Close button on the Page I nfo window to
scroll back and forth between jobs. Click Close when you are finished.

Detachable Copies of the Four SubWindows

A copy of any of the four subwindows in the Activity Monitor can be
detached and displayed. To detach and display a copy of a subwindow:

1. Click on theyellow pushpinicon at the top of the subwindow.
A copy of the subwindow is created and resides in its own win-
dow:

W Ackrva usus - Micioasfi Ivmnal Cepd [ S
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Active Queue Subwindow

The detached copy of the window behaves just like the window from which
it was copied.The window you created is updated based on the activity on
the host Raster Blaster. Once created, the window continues to be updated
even if you close down the browser you used to create it. Using this facility,
you can monitor the activity of different Raster Blasters side by side.
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Progress Bar

The long rectangular bar in the middle of the Activity Monitor displaysthe
progress of the current job in the host Raster Blaster. This display matches
the progress bar found in the Output Monitor dialog box.
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CONNECTING

This chapter expands on the information in Chapter 5 concerning configur-
ing your input Queues, but covers moving files specifically from your Xitron
RIP (or other RIP) to your Raster Blaster. For RIPs from other manufac-
turers please see the addendum documentation provided with your
Raster Blaster. Raster Blaster only works with revision 4.5r1d of the Harle-
quin engine or higher. This chapter is set apart from Chapter 5 because the
settings discussed in this chapter will be adjusted and set in the RIP rather
than Raster Blaster.

Preparing Raster Blaster for TIFF Output

Before you get started setting up your RIP to output files to your Raster
Blaster, there is some setup you need to do in the Raster Blaster itself.

As mentioned in Chapter 5, it isagood idea to have al your input queues
setup within the same folder on your Raster Blaster. This keeps your directo-
ries and files more organized than having queue directories in various places
in your computer. This also makesit easier to connect to your queues across
the network from your RIP.

Creating a Shared Directory

To share your gqueue directories over the network, follow these steps:
1. Log on asauser with administrator privileges.
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2. Browseto the location of your Raster Blaster input queue or the
directory containing your input queues. For instructions on set-
ting up queue directories, refer to “ Configuring New Queues’ on
page 5-1.
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3. With the folder selected, go to the File menu and select Shar-
ing....

This opens the File Properties dialog box for the selected folder:
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File Properties dialog box for folder called RBQ

4. Click onthe Shared As button.

If you wish to use a share name different than the directory name,
type in the name you wish to use in the Share Name text box.

6. If you need to set up security on the share, click on Permissions
and apply any appropriate settings for your network.

7. Click on Apply to save your changes, and click OK to close the
dialog box.

You can how access your input queues across the network for access by your
RIP. Therest of this process will take place on your RIP.
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Preparing the RIP

Mapping a Raster Blaster drivetothe Xitron RIP

To prepare your Xitron RIP to run with Raster Blaster you need to map the
directory on the Raster Blaster computer that contains its input queuesto a
hard drive on your Xitron RIP computer. Follow these steps:

8. From the desktop of your Xitron RIP computer, double-click Net-
work Neighborhood. Browse to the location of your Raster
Blaster input queue or the directory containing your input queues.

9. Select the directory you wish to map to your Xitron RIP com-
puter. Thisisthe folder you just set up for sharing. Click on the
File menu, and select Map Network Drive to open the following
dialog box:
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The Map Network Drive dialog box asks you to define aletter for the
mapped hard drive. In the example above the drive letter is G, which will
appear in the following screens as the mapped drive.

10.
11

12.
13.

Select the appropriate drive letter.

In the Connect As; text box, enter Administrator or a user name
with Administrator privileges.

Put a check in the Reconnect at Logon check box.
Click OK to close the Map Network Drive dialog box.

The next window shows you the shared folder mapped to the
drive of your choice, and its contents:
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Now you are ready to start your RIP and configure a new Page Setup that
represents the shared input queue folder for Raster Blaster.

Configuring the RIP for TIFF Output
1. To configure your Xitron RIP for TIFF output to Raster Blaster,
make sure the RIP application is started.

2. Select PageSetup Manager from the Xitron RIP menu. Click on
New. Thiswill open the New Page Setup dialog box.
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3. Seect TIFF asyour Output Device, and click on Configure
Device.

4. The Device Configuration dialog box for TIFF opens.
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Device Configuration dialog box for output device called TIFF

Click on the Folder button and select the mapped drive that you
just set up on your Xitron RIP computer. Refer to Step 3 “ Select
the appropriate drive letter.” on page 9-5.

Make the other parameters on this dialog box appropriate for the
TIFF files associated with the Pset and input queue you config-
ured in Raster Blaster.

Clear the check box for Enable Post Processing.
Clear the Command text box.

Click OK to close the Device Configuration dialog box and
return to the New Page Setup dialog box.

Click Save As on the New Page Setup dialog box to save your
Page Setup. The Save Setup dialog box opens.

9-8
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11. Change the Page Setup name if necessary, and click Save on the
Save Setup dialog box to save the new Page Setup for your
Xitron RIP,

Now, when you print ajob through your RIP with the Page Setup
you just configured, the job shows up in the shared folder for the
Raster Blaster input queue corresponding to that PSet.

To verify this, use the Explore function in Windows NT to dis-

play the contents of the queue folder. The screen below isan

example.
Fle Ed VYew Go Fapoies Help -
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| A |2 =
M.sme | Mocified [ Type I Sire |
1200 | /26,00 1:05 PM Fils Fobday
1 2400 /2600 1:05 PM File Fokder
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Explore window showing TIFF filein RBQ input queue folder.
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Chapter 9:

If al your input queues for Raster Blaster reside in the same folder, this
compl etes the process of setting up your RIP to output filesto Raster Blaster.
If you have input queues set up in more than one folder on your Raster
Blaster computer, you need to go through the procedure (starting with “Cre-
ating a Shared Directory” on page 9-1) for each folder containing input
queues.
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Glossary

The height-to-width ratio of a page.

A printing problem in which white bands are produced when datais sent to
an imagesetter too slowly. The media continues to feed through, but no
image is available to print, leading to white bands in the output.

A rectangular grid of small squares known as pixels, which represent a
graphic image.

Compression methods used to reduce the size of computer graphic files.

The process of setting a device to known conditions. Commonly done with
devices that change color frequently such as monitors, proofers, imagers,
and other printing devices that can change output when colorant or paper
stock is changed.

A monochrome image that represents a component of a color image. In
CMYK color printing, images are depicted by four separated pages (cyan,
magenta, yellow and black) for each full-color page.
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A scheme for representing color images as combinations of afew basic col-
ors, suchas CMY K (cyan, magenta, yellow and black) or RGB (red, green,
and blue). Some schemes use other parameters (for example, HSB uses
hue, saturation and brightness) to represent color.

The process of reducing the size of a computer file by eliminating redun-
dant characters or by changing the way in which characters are represented.

A term applied to artwork such as photographs, drawings or paintings, that
consist of shades of gray or color that blend smoothly over arange of color
tones.

A printing problem caused by the tendency of halftoned dotsto increasein
size during the course of image reproduction. Dot gain can be caused by
overexposure in the burning of the plate, resulting in denser dots, or it can
be caused by poresin the paper soaking up ink, causing the dots to swell.

The subset of colorsin the visible spectrum that a printing deviceis capable
of reproducing.

The process of breaking down a continuous-tone graphic image into solid
spots of differing sizesto create theillusion of transitioning grays or colors
in aprinted image.
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The International Color Consortium. Established in 1993 by eight industry
vendors for the purpose of creating, promoting, and encouraging the stan-

dardization and evolution of an open, vendor neutral, cross-platform color
management system architecture.

A filethat describes how a particular device (e.g., monitor, scanner, printer,
proofer, imagesetter) reproduces color.

A computerized printing device that uses a marking engine to apply pixels
of colorant to paper or film.

The process of arranging the pages of a publication on sheets so that when
the sheets are printed and folded, the pages appear in the proper sequence.

A compression method used to reduce the size of computer graphic files.

A printing problem in which different color inks are not exactly aligned
with each other, causing gaps to occur between color objects.

A form of printing inwhich theink isnot transferred directly from the plate
to the paper. The offset is supplied by the use of a blanket, or large rubber
roller. The plate applies the ink to the blanket, and the blanket transfers the
ink to the paper.
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A computer periphera capable of producing printed copy of images, such
as an imagesetter or digital proofer.

A device driver which controls an output device connected to aRIP.

A compression method used to reduce the size of computer graphic files.

A small square or dot in arectangular grid of similar dots, that together rep-
resent a graphic image. The smallest distinct unit in a bitmap.

A printing device that produces an image on metal plates by burning dotsin
the metal surface.

A printing device used to create images as proofsin order to match the fina
output of an offset press. Traditional proofers create prints from separation
negatives. Digital proofers create ink-jet prints or dye-sublimation prints.

The process of tranglating a graphic image into a computer file by repre-
senting the image as an array of dots or pixels.

A measure of visual precision in agraphic image. Resolution is commonly
expressed as the pixel count or dot count per unit of measure in the image.
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Raster Image Processor. A computer program that translates a graphic
image into a set of computer language symbols that describe the image as
an array of dots or pixels.

The number of lines of halftoned dots on a screen or image measured in
lines per inch. The higher the screen ruling, the finer the dots and the
sharper the image.

Tagged Image File Format, atype of computer graphic file. Thisisthe only
file format that can be used as input to Raster Blaster.

A technique in which adjacent colors are dightly overprinted along com-
mon edges to minimize the effects of misregistration.
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A

Accessing Raster Blaster with aBrowser,
8-1
Active button, 7-7
Active queue, 7-6, 8-4
Active Queue button, 7-8
Active Queue subwindow, 8-4
Activity Monitor tab, 8-3, 8-5
Active Queue subwindow, 8-4
Completed Queue subwindow, 8-4
Imaging Status subwindow, 8-3
Ripping Status subwindow, 8-3
Add Monitor button
(In Configure Queue dialog box), 5-2
Add New Device dialog box, 4-3, 4-22,
4-23
Address button, 4-4
Address text box, 4-4
Driver Config button, 4-4
Driver menu, 4-3, 4-23
Name text box, 4-4
Type menu, 4-4, 4-23
Add New Setup dialog box, 4-5, 4-7, 4-
26
Allow non-numeric setup names
check box, 4-6, 4-7
Setup Name text box, 4-7
Add/Remove button, 3-3
Add/Remove Programsicon, 3-2
Add/Remove Programs Propertiesdialog
box, 3-3
Adding aNew Device, 4-22
Address button, 4-4
(In Add New Device diaog box), 4-4

Address text box

(In Add New Device dialog box), 4-4
Adjust per feed text box

(In Takeup parameter tab), 4-30
After job check box

(In Takeup parameter tab), 4-31
After pages check box

(In Takeup parameter tab), 4-31
Agfadevicedriver, 4-23
Allow non-numeric setup names check
box, 4-7, 4-26
Always use Device and PSet associated
with Queue check box

(InInput Monitor Folder dialog box),

5-5

Alwaysuseinput File Name as Job Name
check box

(In Image File dialog box), 7-5
AppleTalk networking, 2-1
Assigning Cassettes

(In Supply parameter tab), 4-20

B

Between jobs check box

(In Takeup parameter tab), 4-30
Between pages check box

(In Takeup parameter tab), 4-30
Broker

RIP, 7-2
Browse button, 2-4, 6-2
Browse for Folder dialog box, 5-3, 5-4
Browser, 1-3
Browser interface, 2-1

splash screen, 8-2
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Buffer Size and Band Size spinners

(In Device Parameter Tab), 4-12
Button

Add Monitor, 5-2

Delete Monitor, 5-11

Info, 7-8

Job Action controls, 7-7

New Device, 4-3

New Folder, 5-4

New PSet, 4-26

Remove, 7-8

Task Bar, 7-2

View, 7-8

C

Cassette Slot
(In Supply parameter tab), 4-20, 4-21
Cassettes window, 4-24
(In Supply parameter tab), 4-18, 4-
20, 4-21
CCITT Group3, 1-1
CCITT Group4, 1-1
CCITT Huffman, 1-1
CD-ROM, 1-4, 2-2
Center on Media Length check box
(In Options parameter tab), 4-16
Center on Media Width check box
(In Options parameter tab), 4-16
Choose Destination Location wizard
screen, 2-3, 2-4
Command text box, 9-8
Compact disk, 3-1
Completed button, 7-7
Completed queue, 7-6, 8-4

Completed Queue button, 7-8
Configure Device button
(In New Page Setup), 9-7
Configure Log command, 6-1
Configure Log dialog box, 6-1
Default Directory text box, 6-2
Default Log File Name box, 6-3
Fonts group box, 6-4
Log File Limits box, 6-4
log file naming conventions, 6-3
Max File Size, 6-4
Max Memory, 6-4
Configure Logs, 6-1
Configure Queue dialog box, 5-1
Add Monitor button, 5-2
Delete Monitor button, 5-11
File Typesto Exclude, 5-6, 5-7
Maximum Active Pages, 5-7
Monitor Points, 5-2
Queue Folder menu, 5-2
Queue Folder text box, 5-2
Configuring Cassettes
(In Supply parameter tab), 4-18
Configuring New Queues, 5-1
Configuring the RIPfor TIFF Output, 9-6
Confirm File Deletion dialog box, 3-3
Connecting, 1-3
Connecting Raster Blaster to aRIP, 9-1
Control Panel command, 3-1
Create Macintosh-Accessible Volume
dialog box, 5-14
Create Volume command, 5-14
Creating aNew Log, 6-5
Creating a Shared Directory, 9-1
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Creating New Devices, 4-2
Creating New PSets, 4-5
Cut box

(In Takeup parameter tab), 4-31
Cut Sheet and Plate Imagers

(In Takeup parameter tab), 4-32

D

Darkroom adapter (DRA), 4-31
Default configuration for new PSets, 4-
15
Default Directory text box, 6-2
Default Log File Name box, 6-3
Default PSet, 4-10
Default PSet configuration, 4-10
Default PSet name, 4-7
Delete menu
(In Qutput Monitor), 7-6
Delete Monitor button, 5-11
Deleting Devices, 4-5
Deleting Queues, 5-10
Deleting Setups, 4-8
Depth of page
(In Page Info Window), 7-8
Destination Folder, 2-4
Destination Location, 2-4
Device Configuration dialog box, 4-4, 4-
5, 4-8, 4-9, 4-10, 4-22, 4-28
(for Page Setup), 9-7
Devicetab, 4-11
Location text box, 4-11
New Device button, 4-22
New PSet button, 4-5
Options parameter tab, 4-15

Output Devices window, 4-4, 4-8, 4-
23
Parameter tabs, 4-9
Save button, 4-4
Settings Parameter Tab, 4-12
Settings parameter tab, 4-12
Supply parameter tab, 4-18
Takeup parameter tab, 4-30
Device Length placard
(In Settings parameter tab), 4-14
Device Parameter Tab
Buffer Size and Band Size spinners,
4-12
Disable Device check box, 4-12
Imaging Engine group box, 4-11
Max. Height placard, 4-12
Max. Width placard, 4-12
Type menu, 4-12
Units menu, 4-12
Device Parameter tab
(In Device Configuration dialog
box), 4-11
Device parameter tab, 4-11
Device Width placard
(In Settings parameter tab), 4-14
Devices, 1-2
Directory Browser, 2-4
Directory Browser dialog box, 6-2
Disable Cassette Tracking check box
(In Supply Parameter tab), 4-13
(In Supply parameter tab), 4-21
Disable Device check box
(In Device Parameter Tab), 4-12
Disable Media Tracking check box
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(In Supply parameter tab), 4-19
Disable Output check box

(In Output Monitor), 7-7
Document style conventions, 1-3
Driver Config button

(In Add New Device dialog box), 4-4
Driver menu

(In Add New Device diaog box), 4-3

E

Enable Post Processing check box, 9-8
Enabling Cassette Tracking

(In Supply parameter tab), 4-21
Exposure Text Box

(In Settings parameter tab), 4-13
Extension

file name, 7-4

F

Feed box
(In Takeup parameter tab), 4-30
File, 6-1
File Manager, 5-12
File menu, 4-22, 5-1, 6-1, 6-5, 6-6, 7-3
Exit command, 7-12
File name text box, 6-4, 6-7
File Properties dialog box, 9-2
Permissions button, 9-3
Share Name text box, 9-3
Shared As button, 9-3
Filetype, 7-4
Finish installation, 2-11
Folder text box
(In Input Monitor Folder dial og box),

5-3
Fonts group box
(In Configure Log dialog box), 6-4

H

Held button, 7-7
Held queue, 7-6
Held Queue button, 7-8
Horizontal Resolution menu
(In Settings parameter tab), 4-13

I/0 base address for the personality card,
2-7
Image File command, 7-3
Image File dialog box, 7-3
Always use input File Name as Job
Name check box, 7-5
Always use input file name as Job
Name check box, 7-5
Device menu, 7-4
Device text box, 7-4
Files of type menu, 7-4
Look In menu, 7-4
Orientation group box, 7-5
Override Device check box, 7-4
Override Job Settings check box, 7-4
Pageicon, 7-5
PSet menu, 7-4
Rotation text box, 7-5
Wrong Read check box, 7-5
Image Negate check box
(In Options parameter tab), 4-17
Imaging aFile, 7-3
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Imaging Engine group box
(In Device Parameter Tab), 4-11
Imaging Status Subwindow, 8-3
Info button, 7-7, 8-4
Input Monitor Folder dialog box, 5-2, 5-4
Always use Device and PSet associ-
ated with Queue check box,
5-5
Always use input File Name as Job
Name, 5-6
Default Output Device, 5-5
Device text box, 5-5
Folder text box, 5-3
Orientation group box, 5-5
Override Device check box, 5-5
Pset text box, 5-5
Rotation settings, 5-5
Rotation text box, 5-5
Wrong Read check box, 5-5
Installation, 1-2
Installation Complete screen, 2-10
Installing Output Plugins, 2-5
Installing Raster Blaster, 2-3
InstallShield progress bar, 2-9
InstallShield Wizard, 2-3
Internet Information Server (11S), 2-2
Introduction, 1-2

J

Job Action Buttons, 7-7
Info Button, 7-7
Remove, 7-8
View, 7-8

Job queue tabs, 7-6

L

L ocation text box
(In Device Configuration dialog
box), 4-11
Log File Limits box, 6-4
Log in as administrator, 2-2
Log Management, 6-5
Log on as administrator, 9-1
Log Window, 6-1, 7-3
Logs, 1-2
LZW, 1-1

M

MacFile menu, 5-14
Macintosh computers, 5-12
Map Network Drive command, 9-4
Map Network Drive dialog box, 9-5

Connect Astext box, 9-5

Reconnect at Logon check box, 9-5
Mapping a Raster Blaster drive, 9-4
Margin Negate check box

(In Options parameter tab), 4-17
Margins box

(In Settings parameter tab), 4-14
Max File Size text box, 6-4
Max Memory text box, 6-4
Max. before cut text box

(In Takeup parameter tab), 4-31
Max. Height placard

(In Device Parameter Tab), 4-12
Max. Width placard

(In Device Parameter Tab), 4-12
Media Height text box

(In Supply parameter tab), 4-19
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Media Length placard

(In Settings parameter tab), 4-13
Media Tracking

(In Supply parameter tab), 4-19
Media Type placard

(In Settings parameter tab), 4-13
Media Type text box

(In Supply parameter tab), 4-19
Media Width placard

(In Settings parameter tab), 4-13
Media Width text box

(In Supply parameter tab), 4-19, 4-25
Microsoft Internet Explorer, 2-1, 8-1
Min. before cut text box

(In Takeup parameter tab), 4-31
Monitor Points

(In Configure Queue dialog box), 5-2

N

Name text box
(In Add New Device diaog box), 4-4
New Device button, 4-3
New Folder button, 5-4
(In Browse for Folder dialog box), 5-
4
New Folder dialog box, 5-4
New Log command, 6-5
New Page Setup dialog box, 9-6
New PSet button, 4-26
Notes and Cautions, 1-3

O

Online processor (OLP), 4-31
Open button, 6-6

Open dialog box, 6-6
Open Log command, 6-5
Opening Logs, 6-5
Operating system, 1-1
Operations, 1-2
Options parameter tab, 4-10, 4-12, 4-15,
4-28
Center on Media Length check box,
4-16
Center on MediaWidth check box, 4-
16
Image Negate check box, 4-17
Margin Negate check box, 4-17
Orientation box, 4-16
Output Copies spinner, 4-17
Override Job Resolution check box,
4-16
Wrong Read check box, 4-17
Orientation box, 4-29
(In Options parameter tab), 4-15, 4-
16
Output Device Files
(In Select Components wizard
screen), 2-6
Output Devices window, 4-24, 4-26, 4-
28, 4-29
(In Device Configuration dialog
box), 4-5
Output menu, 7-5
Output Monitor, 7-5, 7-8, 8-4
Delete menu, 7-6, 7-11
Disable Output Check Box, 7-7
Hiding, 7-5
Job Action Buttons, 7-7
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Job Queue Tabs, 7-6
Progress Bar, 7-6, 8-6
Using, 7-5
Output Monitor Tab
Active queue, 7-6
Completed queue, 7-6
Held queue, 7-6
Save queue, 7-6
Override device, 7-4
Override Job Resolution check box
(In Options parameter tab), 4-16

P

Packbits, 1-1

Page Info window, 8-4

Page Name tag, 7-5

PAGE VIEWER window, 7-10, 7-11
Scaled Page command, 7-10
Scaled Page window, 7-11
View menu, 7-10

PageSetup Manager, 9-6

Parameter sets (PSets), 4-2, 4-5

Parameter tabs
(In Device Configuration dialog

box), 4-9

Peer Web Services, 2-1

Pixels, 7-8

Preparing the RIP, 9-4

Progress bar, 7-6
InstallShield Wizard, 2-9

Properties dialog box, 5-15

PSet spinner, 4-6

pushpin icon, 8-5

Q

Queue Folder text box
(In Configure Queue dialog box), 5-2
Queues, 1-2
How to Configure a New Queue, 5-1
Monitor Pointsin Queue Configura-
tion, 5-2

R

Raster Blaster
Acceptable input formats, 1-1
Desktop Icon, 7-1
Installation, 2-3
log window, 4-22, 5-1, 6-1, 6-5, 7-3,
7-12
Output plugin, 2-12
software, 2-3, 2-8, 2-9
Software Removal, 1-2, 3-1
Raster Blaster command, 7-2
Raster Blaster log, 7-3
Raster Blaster log window, 6-5, 6-6, 8-3
Raster Blaster Output plugins, 1-4
Raster Blaster software, 3-4
Remove button, 7-7, 7-8
Reset command, 7-12
Resolution Menus
(In Settings parameter tab), 4-13
Restart after installation, 2-11
RIP Broker, 7-2
RipBroker button in taskbar, 7-2, 7-12
RipBroker window, 7-12
Ripping Status Subwindow, 8-3
Roll Length text box
(In Supply parameter tab), 4-19
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for plate media, 4-20
Rotation, 7-5

S

Save Asdialog box, 6-6
(for saving logs), 6-6
Save button, 6-7, 7-7
Save Log As command, 6-6
Save queue, 7-6
Save Queue button, 7-8
Saving Logs, 6-6
Select Componentswizard screen, 2-4, 2-
6
Select Program Folder wizard screen, 2-7
Select Sub-components wizard screen, 2-
7
Service Pack 5, 2-1
Settings diagrams
(In Settings parameter tab), 4-15
Settings Parameter Tab
(In Device Configuration dialog
box), 4-12
Settings parameter tab, 4-10, 4-13, 4-15,
4-21
Device Length placard, 4-14
Device Width placard, 4-14
Exposure Text Box, 4-13
for aPSet, 4-27, 4-28
Horizontal Resolution menu, 4-13
Margins box, 4-14
Media Length placard, 4-13
Media Type placard, 4-13
Media Width placard, 4-13
Resolution Menus, 4-13

Units menu, 4-14
Vertical Resolution menu, 4-13
Setup Name, 4-5
Setup Status wizard screen, 3-4
Sharing a Queue, 5-12
Sharing command, 5-14, 9-2
Splash screen, 2-3
Start Copying Files wizard screen, 2-8
Start menu, 7-2
Starting Raster Blaster, 7-1
Stations window
(In Supply parameter tab), 4-20, 4-
21,4-25
Style Conventions, 1-3
Subwindow, 8-3
Active Queue, 8-4
Completed Queue, 8-4
Imaging Status, 8-3
Ripping Status, 8-3
Supply parameter tab, 4-13, 4-18, 4-21,
4-24, 4-30, 4-32
Assigning Cassettes, 4-20
Avantra 44 Example Configuration,
4-21
Cassette Slot, 4-20
Cassettes window, 4-18, 4-20
Configuring Cassettes, 4-18
Disable Cassette Tracking check box,
4-13, 4-21
Disable Media Tracking check box,
4-19, 4-30, 4-32
Enabling Cassette Tracking, 4-21
Media Height text box, 4-19
Media Tracking, 4-19
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Media Type text box, 4-19
Media Width text box, 4-19, 4-25
Plate Count text box, 4-20

Roll Length text box, 4-19

Sheet Count text box, 4-20

Slot A icon, 4-24

Stations window, 4-20, 4-24
Thickness text box, 4-19

Units menu, 4-19, 4-20

Units menu for Roll Length, 4-19
Warn at check box, 4-19

Warn at spinner, 4-19, 4-20
Warn at window, 4-19

T

Takeup parameter tab
Adjust per cut text box, 4-32
Adjust per feed text box, 4-30
After job check box, 4-31
After pages check box, 4-31
Between jobs check box, 4-30
Between jobs text box, 4-30
Between pages check box, 4-30
Between pages text box, 4-30
Cut box, 4-31
Cut Sheet and Plate Imagers, 4-32
Cut text box, 4-32
Feed box, 4-30
Feed text box, 4-32
Max. before cut check box, 4-31
Min. before cut check box, 4-31
Units menu, 4-32

Wait (seconds) after feed check box,

4-30

Wait (seconds) after feed controls, 4-
32
Task Bar Buttons, 7-2
Thickness text box
(In Supply parameter tab), 4-19
TIFF as Output Device, 9-7
TIFF Output, 9-1
Type menu
(In Add New Device dialog box), 4-4
(In Device Parameter Tab), 4-12

U

UninstallShield utility, 3-4
Units menu
(In Device Parameter Tab), 4-12
(In Page Info window), 7-8
(In Settings parameter tab), 4-14
(In Supply parameter tab), 4-19
Units menu for Roll Length
(In Supply parameter tab), 4-19
Use Date check box, 6-3
Use Date Unique check box, 6-3
Use File Name check box, 6-4
Using the Output Monitor, 7-5
Utilities and applications, 2-1

Vv

Vertical Resolution menu

(In Settings parameter tab), 4-13
View button, 7-7
View menu, 7-11

Lines per update command, 7-11
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W

Wait (seconds) after feed controls

(In Takeup parameter tab), 4-32
Wait (seconds) after feed text box

(In Takeup parameter tab), 4-30
Warn at check box

(In Supply parameter tab), 4-19
Warn at window

(In Supply parameter tab), 4-19
Welcome screen, 2-3
Width of page

(In Page Info Window), 7-8
Windows NT, 1-1, 2-1

Server, 2-1
Windows NT Server, 5-12
Windows NT Workstation, 5-12
Wizard screens

Choose Destination Location, 2-3, 2-

4

I/O base for the personality card, 2-7

InstallShield Wizard Complete, 2-11

Select Components, 2-4

Select Program Folder, 2-7

Select Sub-components, 2-7

Start Copying Files, 2-8

Welcome, 2-3
Wrong Read, 7-5
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